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		  Datasheet File OCR Text:


		  i nches ( mm ) high density 17 bh/hd s eries shells steel, tin plated, grounding indents on plug. contact material copper alloy contact plating engagement area: gold (see ordering information).  termination end 150" (3.81m) tin/lead  nickel underplate 50" (1.27m) entire contact m aterials and p latings s pecifications :   industrial   telecom   any industry standard i / o connections amphenols high density  d-subminiature connectors complement amphenols extensive d-subminiature connector line.  this line of connectors offers many superior features, high performance level and low installation cost. the connector con?urations  are available in 15, 26, 44, 62  and 78 positions.  the product offering includes pcb mount connectors in both straight  or right angle termination styles.  straight pcb mount are available in both fixed screw machine and stamped and formed contacts,  while right angle pcb mount are only available with stamped and  formed contacts. a cable mount version with solder terminations is also available, which can be combined with amphenols standard line of shielded or unshielded backshells. current rating 3 amps maximum per contact voltage rating 125 vac dielectric withstanding voltage 1000 vac (minimum) dielectric glass   lled thermoplastic, black, ul 94 vo insulation resistance 5,000 megaohms (minimum) contact resistance 15 milliohms (maximum) operating temperature -67  f (-55  c) to 221  f (105  c) e lectrical d ata c limatic d ata t elephone : (416) 754-5656  f ax : (416) 754-8668   e-m ail :  sales @ amphenolcanada . com 2

   hi g h de n si t y / ri gh t an gl e, pc mo u nt front  me tal   sh e ll,  .3 5 0 (8 . 89) foo tp r in t / fix ed co n tac t t ele ph o ne : (4 1 6) 75 4- 56 5 6 f ax : (4 1 6) 75 4- 86 6 8 e-m ai l : sa l es @ am p he n olc an a da . co m 3 17 bh /h d s er i es d i mens ions for 15 - 62 p osit i on (3 r o w )(shown w i t h f i xed  f em al e s c r e w l oc k s) d i m e n s io n s f o r  t h e  78 po s it io n (4 r o w ) o rderi ng i nforma ti o n series numbe r  of  po s it i on s 15 ,   26 ,  44,  62 ,  78 t yp e p pin  (ma l e) s soc k et  (f e male) 17 b h - 0 x x - x - xx - x - xx 1 7 b h  s e r ies h ig h  d e n si t y d - s ub fro n t metal s he ll,  r i g ht -a ng l e pc m oun t pc b   mo u nt  op ti on s 00 cl ea r  ho l e 10 arr owhe ad  board pane l   mo un ti n g  op ti on s 0 .1 2 0  (3 . 05 )   cl e ar  hol e 1 #4- 40  thr ead ed   hol e 2 #4- 40   fi xed   fe m ale screw pla t ing  co d e aa go ld   fl ash  over  ni c ke l am 30 " (. 7 6m )  gold over  nic ke l

 high density solder cup and straight  p .c. mount / double metal shell fixed contact 17hd s eries 4   t elephone : (416) 754-5656  f ax : (416) 754-8668 e-m ail :  sales @ amphenol c ana d a . com 17 hd series high density d-sub solder cup & straight  p .c. mount, f r ont metal shell fixed contact t ermination  t ypes: 00   solder cup 30   boa r d-mount,  v e r tical 32   boa r d-mount,  v e r tical with boa r dlocks 33   boa r d-mount,  v e r tical with stando f f, no boa r dlock panel mounting options: 0   .120 (3.05) clear hole 1   #4-40 th r eaded hole .190 (5.8) 2   #4-40 fixed female sc r ewlock 3   #4-40 th r eaded hole .124 (3.8) plating code: aa   gold flash over nickel am   30 "   (.76?) gold over nickel series number of positions 15, 26, 44, 62 ,78 t ype p   pin (male) s   socket (female) 17hd - 0xx - x - xx - x - xx o rdering   i nform a tion d imensions panel mount options (standoff) 1 = .190 (5.8) 3 = .124 (3.8) i nches ( mm )
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