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		  Datasheet File OCR Text:


		              fiber optic technology    calibration laboratory       is registered trademark of optokon co., ltd. other names and trademarks mentioned herein may be the trademarks of their respect ive owners.  con_03-01_en  21/07/2003    optokon  co., ltd.,   cerveny kriz 250, 586 02 jihlava, czech republic  tel. +420 567 211 196, fax +420 567 211 198, +420  567 311 292, www.optokon.com, info@optokon.cz     1  lsh (e2000) patchcord    description:  the lsh connectors are offered in mm or sm perfo rmances with pc and apc polishing method. lsh  integrated protective cap protects ferrule from dust and rules out any laser light emissions. lsh  connector is excelent fo r high packing density.       features:    ?   integrated protective cap protect  ferrule from dust and rules out any  laser light emissions   ?   integrated spring for a guaranteed  closing of the protective cap   ?   single mode and multimode versions  available, pc and apc polishing  ?   full ceramic ferrule   ?   special ferrule preform for short  polishing time   ?   adjustable in 60 steps   ?   excelent for high packing density   ?   colour and mechanical coding       specifications:       insertion loss (il)  typ. 0.10 db  return loss (rl)  > 60 db for jumper length up to 5 m  strain relief  40 n  operating temperature  -40c to +85 c, conditioned by type of cable  durability  min 1000 cycles  assembly procedure  glue and polish  connection physical contact  lock mechanism  snap-on  standards en 186-270  ferrule material  full ceramic zirconia  connector material  ul 94-v0  adapter material  ul 94-v0 , slotted ceramic sleeve      application:      ?   telecom   ?   lan, wan   ?   catv  ?   sensor systems  ?   measuring technique   ?   utilities  ?   railways 

             fiber optic technology    calibration laboratory       is registered trademark of optokon co., ltd. other names and trademarks mentioned herein may be the trademarks of their respect ive owners.  con_03-01_en  21/07/2003    optokon  co., ltd.,   cerveny kriz 250, 586 02 jihlava, czech republic  tel. +420 567 211 196, fax +420 567 211 198, +420  567 311 292, www.optokon.com, info@optokon.cz     2    ordering code:          aaa - xx xx - x - xxx                                                              aaa               xxx   - length [m]     connector  connector                   type  description       x - type (pigtail or jumper)   pe2  lsh (e2000)/pc (mm)          j  jumper  se2  lsh (e2000)/spc          p  pigtail   ue2  lsh(e2000)/apc                ue2p1  lsh(e2000)/apc premium class 1    xx - diameter of cable, fibre   xx - type of fibre  ne2s  lsh(e2000)/apc standard    09  fibre ? 0.9 mm  m5  mm 50/125 m  ne2p1  lsh(e2000)/apc premium class 1    17  cable ? 1.7 mm  m6  mm 62.5/125 m  ne2p2  lsh(e2000)/apc premium class 2   20  cable ? 2.0 mm  sm  sm 9/125 m (g.652)       24  cable ? 2.4 mm  ds  dispersion shifted  premium class 1 il    0.10 db    28  cable ? 2.8 mm  tw  truewave  premium class 2 il    0.25 db    rf  ribbon fibre  rs  truewave - rs     rc  ribbon cable  tl  teralight                 le  leaf    dimensions:  13 32 12 6 56       samples:    ne2s-28 sm-j-003  sp c-ne2s-28 sm-j-003     
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