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		  Datasheet File OCR Text:


		  specifications CCCCCCCCCCCCCCCCCCC ? current rating: 5a ac, dc (2 circuits  awg #18) ? voltage rating: 300v ac, dc ? temperature range: - 25?c to  + 85?c ( including temperature rise in applying electrical current) ? contact resistance: initial value/10m ? max.  after environmental testing/20m ? max.  ? insulation resistance: 1,000m ? min.  ? withstanding voltage: 1,500v ac/minute  ? applicable wire: conductor size/01 type  awg #24 to #20  /21 type  awg #22 to #18 insulation o.d./01 type  1.3 to 2.5mm /21 type  1.5 to 2.7mm (when using retainer for 21 type  1.5 to 2.5mm) *c ompliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. note: the current rating varies depending on the number of circuits and the wire size used in each connector. the table below lists the current rating as a function of the number of circuits and the wire size. circuits wire size (awg) #18 #20 #22 2 3 4 6 8 5 4 3 3 3 4 4 3 3 3 3 3 2 2 2 #24 3 2 2 2 2 current unit: a hil  connector 3.3mm pitch/crimp style wire-to-wire connectors (34.6) including retainer (31.6) (9) (34.6) including retainer (31.6) (13.8) resin color (plug/ receptacle) natural red blue po larizing key pattern plug model no. receptacle model no. p olarizing key pattern 1 p olarizing key pattern 2 po larizing key pattern 3 hilp-(  )v-1-s hilr-(  )vf-1-s hilp-(  )v-2-r hilr-(  )vf-2-r hilp-(  )v-3-e hilr-(  )vf-3-e   assembly layout 1 this hil connector is 3.3mm pitch wire-to- wire connector that has a mechanism to prevent an incomplete mating when mating connector. ? inertia lock mechanism to prevent an incomplete mating ? box-shaped contact to prevent the influence by external forces ? polarizing key to prevent connector from mating with incorrect circuits list of combinations

 hil connector         pin contact socket contact contact position numbers are stamped retainer receptacle housing retainer plug housing l  jst i          a l jst i   a 21 a 321 21 43 a  a 32 65 1 4 43 87 2 6 1 5  i              a l  jst  a l  jst l  jst l  jst l  jst 84 73 62 51 63 52 41 42 31 2 1 3 2 1 receptacle housing 12 l jst a 12 3 l jst a 1 4 3 2 1 8 7 6 5 23 456 l jst a l jst  i    a 48 37 26 15 36 25 14 24 13 2 1 12 34 l jst a 3 2 1 plug housing contact  contact position location numbers 2 material and finish model no. mm 2 awg # insulation o.d. (mm) applicable wire qty / reel pin contact socket contact shim-01t-p0.5 shim-21t-p0.5 0.2 ? 0.5   0.3 ? 0.75 24 ? 20 22 ? 18 1.3 ? 2.5 1.5 ? 2.7 copper alloy, tin-plated  shif-01t-p0.5 shif-21t-p0.5 5,000 5,000 shim-01t-p0.5 shim-21t-p0.5 shif-01t-p0.5 shif-21t-p0.5 contact crimp applicator with dies ap-k2n mk/shif/m-01-05 mk/shif/m-21-05 dies mks-l aplmk shif/m01-05 aplmk shif/m21-05 mk/shif/m-01-05 mk/shif/m-21-05 aplmk shif/m01-05 aplmk shif/m21-05 applicator ap-k2n mks-l crimping machine crimp applicator contact crimp applicator with dies dies applicator crimping machine crimp applicator rohs compliance note: insulation o.d. is 1.5mm to 2.5mm when using retainer for 21 type barrel size contact.

 hil connector current rating 3fubjofs voltage rating qty /  bag qty /  bag qty /  bag qty /  bag qty /  bag qty /  bag qty /  bag qty /  bag qty /  bag qty /  bag qty /  bag qty /  bag qty /  bag qty /  bag qty /  bag 2 300v 5a 1,000 1,000 1,000 hilr-02vf-1-s  hilr-03vf-1-s hilp-03v-1-s hils-03v 	dpnnpomzvtfegps djsdvjuipvtjohboe djsdvjuipvtjoh
 hilr-06vf-1-s   hilr-08vf-1-s   HILP-08V-1-S hils-04v hilp-02v-1-s hils-03v 	dpnnpomzvtfegps djsdvjuipvtjohboe djsdvjuipvtjoh
 hils-02v 	dpnnpomzvtfegps djsdvjuipvtjohboe djsdvjuipvtjoh
 hilp-06v-1-s 4 300v 3a hilr-04vf-1-s hilp-04v-1-s hils-02v 	dpnnpomzvtfegps djsdvjuipvtjohboe djsdvjuipvtjoh
 circuits receptacle housing (for pin contact) plug housing (for socket contact) 3 300v 4a 6 300v 3a 8 300v 3a 21 a l  jst a 321 21 43 a  a 32 65 1 4 43 87 2 6 1 5  i              a l  jst a 12 l jst a 12 3 l jst a 12 34 l jst a 1 4 3 2 1 8 7 6 5 23 456 l jst a l jst  i    a l  jst a l  jst a l  jst a l  jst  i     a l  jst a l  jst a l  jst a l  jst  i              a l  jst  a l  jst l  jst l  jst l  jst 9 24.4 19.1 9 4.25 4.25 4.25 4.25 4.25 19.1 9 19.1 13.8 19.1 13.8 19.1 13.8 24.4 24.4 24.4 24.4 9 13.8 13.8 13.8 8.6 11.9 8.6 11.9 15.2 8.6 8.9 8.9 12.2 12.2 15.5 11.9 8.6 11.9 15.2 1,000 1,000 1,000 1,000 1,000 1,000 500 1,000 1,000 500 1,000 1,000 material: housing...pa 66, ul94v-0, natural retainer...glass-filled pa 66, ul94v-0, natural rohs compliance note: current rating is for use with awg #18 wire. housing  3
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