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		  Datasheet File OCR Text:


		  1 optical fiber  connector optical fiber features  ?sc type  jis c 5973 (f04 type) and iec 60874-14 conformed optical fiber connector is suitable for communication transmission system, lan system, catv, fa, oa, measuring equipment, broadcasting and so on. ?mu type jis c 5983 (f14 type) and iec 61754-6 conformed optical fiber connector is suitable for the interface of equipment for optical network member, optical mdf and so on, which require high density mounting. this mu connector is certified with inter- mating test by ntt advanced technology co., ltd. ?lc type telcordia gr-326-core conformed optical fiber connector is suitable for the interface of equipment for yard wiring, switching board and so on, which require high density mounting. specifications  sc type and mu type ?plug: insertion loss/ 0.5db max. sm (1.3 m/ld) 0.3db max. gi50, gi62.5 (1.3m/led) return loss/ 60db min. sm (1.3 m/ld) for angled polishing 40db min. sm (1.3m/ld) 22db min. gi50, gi62.5 (1.3 m/led) ?adapter: insertion loss/ 0.3db max.  ?temperature range: - 25?c to  + 70?c  lc type ?plug: insertion loss/ 0.5db max. sm (1.3 m/ld) 0.3db max. gi50, gi62.5 (1.3m/led) return loss/ 40db min. sm (1.3 m/ld) 22db min. gi50, gi62.5 (1.3 m/led) ?adapter: insertion loss/ 0.3db max.  ?temperature range: - 25?c to  + 70?c  fiber optic cord assembly insertion loss/ 0.5db max. sm (1.3 m/ld) 0.3db max. gi50, gi62.5 (1.3m/led) return loss/ 40db min. sm (1.3 m/ld) 22db min. gi50, gi62.5 (1.3 m/led) ?temperature range: - 10?c to  + 40?c  * contact jst for details.

 2 optical fiber  connector/sc type optical fiber connector plug kit   model no. cord dia. (mm) scjpk - ble - t01le - 20 2.0 dia. scjpk - ble - t01le - 30 3.0 dia. model no. cord dia. (mm) scjpk - ble - t01le - 09 0.9 dia. model no. scj - ad01pn op-jst (54.5) 7.39 0.9 8.99 1. 8 24.7 marking sc-p 7.4 9.4 27.4 1. 8 3.0 (12.2) (12.2) 18.0 22.0 15.4 12.8 2.0 2 ...  2.3 op-jst (33.0) 7.39 0.9 8.99 1. 8 24.7 marking

 3 optical fiber  connector/ sc type optical fiber connector for angled polishing plug kit   adapter  op-jst (54.5) 7.39 0.9 8.99 1. 8 24.7 marking sc-p 7.4 9.4 27.4 1. 8 3.0 (12.2) (12.2) 18.0 22.0 15.4 12.8 2.0 2 ...  2.3 model no. cord dia. (mm) scjpk - blm - t01lm - 20 2.0 dia. scjpk - blm - t01lm - 30 3.0 dia. model no. scj - ad01pn-lm

 4 optical fiber  connector/ sc type optical fiber connector duplex type plug kit   model no. cord dia. (mm) scjpk - ble - tf2le-20 2.0 dia. scjpk - ble - tf2le-30 3.0 dia. model no. scj - adf2pn adapter  op-jst (54.5) (21.69) 7.39 0.9 12.7 1. 8 24.7 marking 27.4 (12.2) (12.2) scf-2a 34.7 28.5 25.9 2.0 7.4 9.4 30.7 2 ...  2.3 guide key p 1. 8 3.0

 5 optical fiber  connector/mu type optical fiber connector plug kit   model no. cord dia. (mm) model no. cord dia. (mm) mujpk - ble - t01dn - 09 0.9 dia. mujpk - ble - t01dn - 20 2.0 dia. model no. muj - ad01pn (48.0) 23.6 op-jst 4.4 6.6 5.6 marking 26.0 (12.0) 1.8 7. 3 mu-a op-jst japan 10.4 marking (37.0) 23.6 op-jst marking 4.4 6.6 5.6

 6 optical fiber  connector/lc type optical fiber connector plug kit   model no. cord dia. (mm) lcjpk - be - pj01e - 20s 2.0 dia. model no. lcj - ad01pn - e (62.3) (48.5) 5.6 4.5 4.5 jst 6.9 13.1 11.5 10.1 25.7 12.8 3.7 jst jst

 7 optical fiber  connector/assembling tool stopring insertion tool   crimping tool   sc type optical fiber connector model no. ybz - sc01rk model no. ysz - mu01k mu type   optical fiber connector lc type optical fiber connector model no. ysz - lc01k model no. sc type optical fiber connector mu type optical fiber connector cord dia. (mm) sr - 09 - sc01h 0.9 dia. model no. cord dia. (mm) sr - sc01h 2.0 dia., 3.0 dia. sr - 09 - mu01h 0.9 dia. sr - mu01h 2.0 dia.

 8 optical fiber  connector/accessories model no. scj - pcp - s model no. lcj - pcp - s model no. muj - pcp - s model no. ntt advanced technology corporation  certificate of mu fiber-optic connector  intermateability test scj - acp - k model no. lcj - acp - s model no. muj - acp - k sc type optical fiber connector mu type optical fiber connector lc type optical fiber connector sc type optical fiber connector mu type optical fiber connector lc type optical fiber connector plug cap   adapter cap  

 model no. (  ) ap - (  ) ap - 3s (  )(  ) l1 model no. (  ) ap - (  ) ap - 3s (  )(  ) l2 model no. (  ) sp - (  ) sp - 5m (  )(  ) l1 model no. (  ) sp - (  ) sp - 5m (  )(  ) l2 model no. (  ) sp - (  ) sp - 6m (  )(  ) l1 model no. photographs run sc type optical fiber connector fiber optic cord assembly. contact jst about other cord color and the specifications than the above.  (  ) sp - (  ) sp - 6m (  )(  ) l2 sm simplex sm double type gi 50 simplex gi 50 double type gi 62.5 simplex gi 62.5 double type 9 optical fiber  connector/fiber optic cord assembly singlemode  multimode 

 10 optical fiber  connector sc ap - sc ap - 3s 2 020 l1 indication of model no. connector style at end a 1 2 3 4 5 6 7 8 sc sc type optical fiber connector cord length(m) end a end b sf sc type optical fiber connector duplex type mu mu type optical fiber connector lc lc type optical fiber connector 3s singlemode type sm (10/125  m) meter inch f oot 1 39.37 3.281 5m multimode type gi (50/125  m) 6m multimode type gi (62.5/125  m) ap singlemode ferrule endface appearance  sp multimode ferrule endface appearance  conversion chart 2 2.0 dia. 9 3 3.0 dia. 0.9 dia. 010 1.0m contact jst for required other cord length. 020 015 1.5m 2.0m 030 3.0m 100 050 5.0m 10.0m sc sc type optical fiber connector sf sc type optical fiber connector duplex type mu mu type optical fiber connector lc lc type optical fiber connector ap singlemode ferrule endface appearance  sp multimode ferrule endface appearance  l1 simplex l2 double type sc-p op-jst ferrule endface appearance at end a connector style at end b ferrule endface appearance at end b fiber mode cord diameter mm(in.) cord length cord type   note: specifications are subject to change without prior notice. contact jst for details.
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