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		  Datasheet File OCR Text:


		  the insulation displacement contact (idc) connector is ideal for original equipment manufacturers and end users alike and offers an alternative to our standard solder connector. connectors can be quickly and easily assembled without screws or a soldering iron    by hand or portable termination tool. labour savings of up to 60% in termination time can be achieved. recommended cable dimensions: page 14  features:   thermoplastic shell           available 3 contact only.   insulation displacement contacts (idc - solderless).   "jaws" cable retention system.   leading first mate last break socket contact.   quick and easy assembly without screws    by hand or portable termination tool. (part number t2860.) options: gold plated contacts, bulk pack, coloured boots / backshells part number breakdown:page 11  specifications: page 13-14 assembly instructions: page 12 ac series xlr cable connectors thermoplastic shell type - idc e. g .   ac3mcpi-au bulk ac (series prefix),  3 contacts,  m ale,  cp  (thermoplastic shell),  i dc contacts,     -  au (gold plated contacts),  bulk  packaged. series prefix contact layouts gender shell material termination method contact plating packaging part number breakdown idc thermoplastic shell type ac 3 series prefix 3 contacts only f m female socket contacts male pin contacts series prefix contact layout - gender termination method shell material contact plating bulk blank individual bags bulk packed  packaging bulk pack ac3mcpi-bulk product - figure drawing                             dimensions in mm (inches) description variations part number standard ac3mcpi bulk pack gold plated contacts ac3fcpi-au ac3fcpi-bulk standard ac3fcpi xlr 3 pole male,  idc contacts, thermoplastic shell,  idc jaws cable clamp xlr 3 pole female,  idc contacts, thermoplastic shell,  idc jaws cable clamp blank standard plating ( silver or tin - refer to standard data.) = i idc contacts = cp thermoplastic shell = = = = = au gold plated = = = ac 3 m cp i au bulk note: all ac series connectors are available with optional colour coded boot / backshell. refer to page 60 and simply add colour to end of part number. example: ac3mcpi - red note: amphenol can not guarantee the termination performance unless the recommended cable dimensions listed on page 14 are followed. gold plated contacts ac3mcpi-au entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 11
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