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		  Datasheet File OCR Text:


		  cardinal components 85 85 cardinal components, inc., 155 rt. 46 w, wayne, nj. 07470 tel: (973)785-1333 fax: (973)785-0053 http://www.cardinalxtal.com e-mail: cardinal@cardinalxtal.com 85 cardinal components cardinal components . thru hole vcxo � half-size dip package � tight symmetry option cvo4 part numbering example:   cv04 l - a3 b3 - 15.360 a p specifications: frequency range: 1.000 mhz to 40.000 mhz available stability options: 100 ppm 50 ppm 25 ppm output series: ttl/hcmos input  voltage: +5.0 vdc 5% +3.3 vdc 5% frequency tuning  range: 50 ppm  min. 100 ppm min. 150 ppm min. 200 ppm min. 250 ppm min. 300 ppm min. 350 ppm min. external control voltage: +2.5 vdc 2.0 vdc (5v) +1.5 vdc 1.0 vdc (3.3v) linearity: 20% max. 15% max. 10% max. polarity of freq. slope: positive output voltage: ttl v ol =0.4 v max. ttl v oh =2.4 v min. hcmos v ol =10%v dd  v max. hcmos v oh =90%v dd  v min. operating temperature -0  c to +70  c range options: -40  c to +85  c output load: 10 ttl 15 pf hcmos maximum input current: 20 ma (1.000 to 20.000 mhz) 40 ma (20.010 to 50.000 mhz) 50 ma (50.010 to 160.000 mhz) maximum rise/fall time: 10 ns duty cycle: 40/60% 45/55% max start-up time: 10 ms storage temperature: -55  c to +125  c series cv04 cv04 stability bc =100 ppm bp = 50  ppm br = 25  ppm b3 operating temp. a1=-10  c~+50  c a2=-10  c~+60  c a3=-30  c~+75  c a4=-40  c~+75  c a3 blank = 5.0v l = 3.3v l voltage series blank = 20% q = 15% p = 10% p linearity frequency 15.360 tuning range a = 50 ppm b = 100 ppm c = 150 ppm d = 200 ppm e = 250 ppm f = 300 ppm g = 350 ppm a cv04
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