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		  Datasheet File OCR Text:


		  1 applicable for waterproof usage. its waterproof grade is more than 7 ingress protection of jis c 0920 (iec 60529 ipx7). ?waterproof performance ?contained seal ring ?solid rubber seal  ?double-spring construction ?housing-to-terminal locks ?inner housing lock ?interchangeability ? header for use specifically with resin coated ("potted") pc board jwpf  connector 2.0mm pitch/disconnectable crimp style connectors specifications  ?current rating: 3a ac, dc (awg #22) ?voltage rating: 100v ac, dc ?temperature range: - 40?c to  + 85?c  (including temperature rise in applying   electrical current) ?contact resistance: initial value/5m  ? max. after environmental testing/10m ? max. ?insulation resistance: 800m  ? min. ?withstanding voltage: 1,000v ac/minute ?applicable wire: awg #26 to #22 0.13 to 0.33mm 2 insulation o.d./1.4 to 1.6mm  ?waterproof grade: more than grade 7 ingress protection of  jis c 0920 (iec 60529 ipx7). * compliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. standards  0 recognized e60389 note: 1. tolerances are non-cumulative:   0.05mm for all centers. 2. hole dimension differ according to the kind of pc board and piercing method. if pc boards made of hard material are used, the  hole dimensions should be larger. the dimensions above should serve as a guideline. contact jst for details. swpr-001t-p025 $poubdu $sjnqjoh nbdijof $sjnqbqqmjdbupsxjuiejft "1,/ .,48135  $sjnqbqqmjdbups %jft .,4-  "1-.,48135  "qqmjdbups    model no. applicable wire q'ty / reel nn  "8( insulation o.d (mm) material and finish copper alloy, tin-plated (reflow treatment) ? ? ? swpr-001t-p025 
 rohs compliance  ?   ?       ?        contact  pc board layout (viewed from component side) and assembly layout 4

 2 jwpf connector note: housing comes with seal rubber plate. circuits model no. q'ty / bag material pbt, ul94v-0, natural (white) 04r-jwpf-vsle-s  
 02r-jwpf-vsle-s  
 03r-jwpf-vsle-s  
 circuits model no. q'ty / box material and finish press pin: copper alloy, tin-plated (reflow treatment) seal ring: silicon rubber seal ring holder: pbt, ul94v-0, yellow wafer: glass-filled pbt, ul94v-0, natural (white) b04b-jwpf-sk-r   b02b-jwpf-sk-r   B03B-JWPF-SK-R               (2 circuits) (3 circuits) (4 circuits)                   (2 circuits) (3 circuits) (4 circuits) rohs compliance rohs compliance this product displays (lf)(sn) on a label. housing shrouded header
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