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		  Datasheet File OCR Text:


		  ? maintenance free, easy installation �   direct mount in indust r y standard  sockets without modification � solid-state,   high shock/vibration  resistant  � built-in current limiting resistors �   long life 100,000+ hrs (10 years) �   low power, high intensity � major power savings �   major reduction in heat  generation � wide angle 120? illumination � ingaalp led technology � 3 year warranty electrical-optical  characteristics (ta = 25?c) voltage v typ intensity ft. cd part number current ma  typ subminiature packages replaces  incandescent � 592nm inga sp yellow available � special voltages �   high power multichip configurations � narrow beam (20?) illumination � red, orange, green, blue, white, ir intensity mcd special features angle  of  illumi- nation energy efficient direct incandescent replacement 595nm yellow based led lamps log # 095a  re v 4-00 options features  t1 (3mm) sub-midget  flange bpf200 23105 kashiwa court,   torrance, ca 90505  phone: (800) 579-4875 or (310) 534-1505   fax: (310) 534-1424     e-mail:  webmaster@ledtronics.com  website: http://www.ledtronics.com 2 v f 32 1820 wf200 ff200 t1-3/4 (5mm) midget  wedge t1-3/4 (5mm) midget  flange t1-3/4 (5mm) midget  groove gf200 sf200 t1-3/4 (5mm) midget  screw t1-3/4 (5mm) midget  bi-pin  t1-1/2 (4.5mm) midget  wedge t1 (3mm) sub-midget  bi-pin ff120 bpf120 wf150 ff120cy3k- 2 vf-p ff120cy3k-5v-p ff120cy3k-18v-p ff120cy3k-24v-p ff120cy3k-28v-p wf200cy3k-5v wf200cy3k-14v wf200cy3k-24v wf200cy3k-28v ff200cy3k-5v-p ff200cy3k-14v-p ff200cy3k-24v-p ff200cy3k-28v-p gf200cy3k- 2 vf-p gf200cy3k-5v-p gf200cy3k-14v-p gf200cy3k-24v-p gf200cy3k-28v-p sf200cy3k- 2 vf-p sf200cy3k-5v-p sf200cy3k-14v-p sf200cy3k-24v-p sf200cy3k-28v-p bpf200cy3k-5v bpf200cy3k-12v bpf200cy3k-14v bpf200cy3k-24v bpf200cy3k-28v wf150cy3k-5v wf150cy3k-14v wf150cy3k-24v wf150cy3k-28v bpf120cy3k-5v bpf120cy3k-14v bpf120cy3k-24v bpf120cy3k-28v ex t .  re s .  reqd 682,685,714,718 6839 6839 5v 20 18v 24v 28v 2 vf 5v 24v 28v 12/14v 5v 24v 28v 5v 24v 28v 5v 24v 28v 5v 24v 28v 5v 24v 28v 5v 12v 24v 28v 15 12 12 20 20 15 12 12 20 20 15 15 20 20 15 15 20 20 15 15 20 20 20 15 15 20 20 20 15 15 20 20 20 15 15 7241 7265,7680,7714 7839 7839 17, 85 17, 85 56,79,84,86 18,37,73,74 17, 85 17, 85 18,37,73,74 328,345,350 330,382,394 327,376,387 327,376,387 334,388 334,388 342 335,342,369,399 7328 7371 7330,7382 7327,7387 7327,7387 32 21 15 15 32 32 21 15 15 1 1 6 116 75 75 18 11 8 8 18 18 11 8 8 36 36 24 24 36 36 24 24 36 36 24 24 36 36 36 24 24 36 36 36 24 24 36 36 36 24 24 1 1 6 116 75 75 116 116 75 75 116 116 116 75 75 116 116 116 75 75 116 116 116 75 75 p = positive n = negative replace ff120 with f120  medium (50?) beam  intensity 1k mcd center contact polarity replace bpf120 with  bp120 medium (50?) beam  intensity 1k mcd@20 ma replace wf150 with w150  narrow beam (15?)   intensity 3.2k mcd@20 ma replace ff200 with f200  narrow (15?) beam  intensity 3.2k mcd@20 ma center contact polarity bpf120cy3k- 2 vf ext. res. reqd 56,79,84,86 replace wf200 with w200  narrow beam (15?)   intensity 3.2k mcd@ 20 ma replace gf200 with g200  narrow (15?) beam  intensity 3.2k mcd@20 ma center contact polarity p = positive  n = negative replace sf200 with s200  narrow (15?) beam  intensity 3.2k mcd@20 ma center contact polarity 336,383 337,379,398 378,1768,1775 386 ex t .  re s .  req d 2 vf ex t .  re s .  req d 2 vf replace bpf200 with  bp200 narrow (15?) beam  intensity 3.2k mcd@20 ma center contact center contact center contact positive all dimensions in inches. for millimeters multiply by 25.4 12/14v 12/14v 12/14v 12/14v 12/14v 12/14v wf150cy3k- 2 v   36                116 20 ex t .  re s .  req d 2 vf wf200cy3k- 2 v ex t .  re s .  req d 2 vf               20              36              1 1 6   ff200cy3k- 2 vf- p ex t .  re s .  req d 2 vf               2 0              3 6               1 1 6 120? 120? 120? 120? 120? 120? 120? 120? .80 max .200 .230 dia + positive .65 max .28 .20 .240 dia .63 max .22 .20 .226 dia .20 .63 max .207 .58 max .25 .120 .20 .25 dia + .80 max .185 .23 .200 dia + positive .100 .40 .250 .130 .150 dia + positive center  contact .180 .429 .157 dia f121 bp121 ceramic base ceramic base ? bp = bipolar ac/dc bp = bipolar ac/dc
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