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		  Datasheet File OCR Text:


		  1 board-to-wire board-to-wire 0.64 unsealed low-profile connector series for use in a  wide range of automotive applications.   ultra low profile connector   over 30% height reduction as compared to the standard  uscar footprints.  v ariations  there are multiple varieties of ait- ?  connectors which can  satisfy your needs. ? current rating: 5a  dc max. ? v oltage rating: 14v  dc  ? t emperature range:  - 40  c to +105  c  (including temperature rise in applying   electrical current) ? contact resistance: initial value/15m ?  max. after environmental testing/15m ?  max. ? insulation resistance: 100m ?  min. ? applicable wire: sae/ avss / cavs                                0.3mm 2  to 0.8mm 2  features  ?  compliant with elv/rohs.  ?  contact jst for details. ait- ? connector board-to-wire/wire-to-wire board-to-wire/wire-to-wire  specifications

 2 ait-    connector asg  connector ? 8.4 20.6 16.44 (3.7) 6 2.54 1.85 5  2.54=12.7 8.4 20.6 18.98 (3.7) 6 1.85 2.54 6  2.54=15.24 8.4 26.6 20.6 (3.7) 6 2.54 1.85 9  2.54=22.86 1.6 2.25 6.5 14 6,500 6,500 6,500 6,500 q?y/reel applicable wire range insulation o.d. (mm) model no. q sait - a03t - m064 q sait - a02t - m064 w sait - a03gf - m064 w sait - a02gf - m064 conductor (mm 2 ) 0.3 to 0.5 0.75 to 0.8 0.3 to 0.5 0.75 to 0.8 material and finish 1.9 1.9 1.9 1.9 q copper alloy, tin-plated (reflow treatment)   w copper alloy, contact area; gold -plated                                                     barrel area; tin-plated  female terminal  female connector  (top lock/ single row) ? 6 circuits ? 7 circuits ? 10 circuits 6 7 10 black gray natural (white) gray natural (white) black gray green natural (white) orange housing color 350 350 350 300 300 200 200 200 200 200 q?y/box circuits model no. ait2pb - 06 - 1ak ait2pb - 06 - 1bh ait2pb - 06 - 1fs ait2pb - 07 - 1bh ait2pb - 07 - 1fs ait2pb - 10 - 1ak ait2pb - 10 - 1bh ait2pb - 10 - 1dm ait2pb - 10 - 1fs ait2pb-10-1ad housing: glass-filled pbt  tpa: glass-filled pbt, red  material

 (3.7) 20 16.42 2.54 2.54 4x2.54=10.16 13.8 12.9 15.6 20 29.04 10x2.54=25.4 2.54 12.9 (3.7) ? 10 circuits ? 18 circuits ? 22 circuits 3  female connector  (top lock/ dual row) housing: glass-filled pbt  tpa: glass-filled pbt, red  material ait-    connector ? 15.6 20 23.96 8x2.54=20.32 2.54 12.9 (3.7) natural (white) natural (white) black natural (white) natural (white) natural (white) natural (white) black natural (white) natural (white) natural (white) black tpa color q?y/box  black gray orange orange black gray green natural (white) black gray brown natural (white) 10 18 22 circuits model no. ait2pb - 10p - 2ak ait2pb - 10p - 2bh ait2pb - 18 - 2ad ait2pb - 18 - 2bd ait2pb - 18 - 2ak ait2pb - 18 - 2bh ait2pb - 18 - 2dm ait2pb - 18 - 2fs ait2pb - 22 - 2ak ait2pb - 22 - 2bh ait2pb - 22 - 2cn ait2pb - 22 - 2fs 200 200 100 100 100 100 100 100 100 100 100 100 housing color

 23.8 21.8 12 17.8 6 (3.7) 2.16 14.3 14.8 2.54 21.8 23.8 2.54 (19.94) 19.04 2  2.54=5.08 2.16 17.8 6 (1.7) 21.8 23.8 17.8 6 (22.48) 21.58 3  2.54=7.62 2.16 2.54 21.8 23.8 7.6 (3.7) (6.74) 20.78 22.08 3  2.54=7.62 4   female connector  (side lock) 2 3 4 front-load side-load front-load side-load black natural (white) black natural (white) black black housing color 400 400 400 400 400 400 q?y/box circuits model no. tpa location  ait2pb - 02a - 1ak ait2pb - 02a - 1fs ait2pb - 03b - 1ak ait2pb - 03b - 1fs ait2pb - 04m - 1ak ait2pb - 04b - 1ak housing: glass-filled pbt  tpa: glass-filled pbt, red  material    side-load tpa  ? 3 circuits ? 4 circuits    front-load tpa  ? 2 circuits ? 4 circuits ait-    connector ?

 6.4 7.5 (22.7) (20.84) 18.74 20.5 10.8 12.7 2.54 16 8.3 2 20.5 (23.78) 23.08 2.54 7.62 14 5   male connector 7,000 7,000 7,000 7,000 q?y/reel applicable wire range insulation o.d. (mm) model no. q saitw - a03t - 064 q saitw - a02t - 064 w saitw - a03gf - 064 w saitw - a02gf - 064 conductor (mm 2 ) 0.3 to 0.5 0.75 to 0.8 0.3 to 0.5 0.75 to 0.8 material and finish 1.9 1.9 1.9 1.9 q brass, tin-plated (reflow treatment)   w brass, contact area: gold-plated                 barrel area: tin-plated   male terminal 4 6 black black housing color 108 120 q?y/box circuits model no. q b04ba - ait2 - 1ak w b06ba - ait2 - 1ak-k housing:  q glass-filled nylon          w glass-filled pbt    pin: brass, tin-plated material and finish ? 6 circuits ? 4 circuits ait-    connector ?  (top entry type)

 8.3 (16.4) 15.7 20.5 20.5 14.3 2.54 12 20.5 (20.84) 18.74 (31) 28.9 10.8 10.8 12.7 2.54 22.86 2.54 16 6 ? 6 circuits 2 6 10 96 80 72 black natural (white) black natural (white) natural (white) black black orange housing color q?y/box circuits model no. q s02ba - ait2 - 1ak q s02ba - ait2 - 1fs q s06b - ait2 - 1ak q s06b - ait2 - 1fs q s06b1 - ait2 - 1fs w s06b1 - ait2g - 1ak w s10b - ait2g - 1ak w s10b - ait2g - 1ad housing: glass-filled pbt pin:  q brass, tin-plated     w brass, tin-plated, contact area: gold-plated material and finish    single row ? 2 circuits ? 10 circuits ait-    connector ?   male connector  (side entry type)

 22.4 22.4 16.9 16.9 16.9 22.4 (25.38) (35.54) (40.62) 16.51 26.67 31.75 2.54 4x2.54=10.16 2.54 8x2.54=20.32 2.54 2.54 2.54 15 19 111 12 22 10 18 610 2.54 10x2.54=25.4 7   male connector ? 22 circuits ? 18 circuits ait-    connector ?  (side entry type)    dual row ? 10 circuits 10 18 22 36 30 24 black black gray green natural (white) orange orange black gray brown natural (white) housing color q?y/box circuits model no. s10b - ait2g - 2ak s18b - ait2g - 2ak s18b - ait2g - 2bh s18b - ait2g - 2dm s18b - ait2g - 2fs s18b - ait2g - 2ad s18b - ait2g - 2bd s22b - ait2g - 2ak s22b - ait2g - 2bh s22b - ait2g - 2cn s22b - ait2g - 2fs  housing: glass-filled pbt pin: brass, tin-plated, contact area: gold-plated material and finish  

 13.2 35 18.5 16.5 35 10.8 2.54 16 2.54 18.5 35 10.88 8.54 20.68 2.54 18.5 35 10.88 8.54 10.8 2.54 12.8 16.5 35 35 18.5 33 16.5 16 15.1 2.54 12 8   male connector ? 2 circuits ? 3 circuits ? 6 circuits ? 7 circuits ? 10 circuits (dual row)  red red red red red red natural (white) natural (white) tpa color q?y/box  black black black natural (white) natural (white) black black gray 2 3 7 10 6 circuits model no. ait2wsb - 02a - 1ak ait2wsb - 03a - 1ak ait2wsb - 06 - 1ak ait2wsb - 06 - 1fs ait2wsb - 07 - 1fs ait2wsb - 07 - 1fk ait2wsb - 10a - 2ak ait2wsb - 10a - 2bh 300 200 150 150 150 150 150 150 housing: glass-filled pbt  tpa: glass-filled pbt  material housing color ait-    connector ?  (wire-to-wire)

 9 ? 6 circuits ait-    connector ? (24.1) (27.3) (24.1) 2.54 2.5 12.7  1.2  0.05 g 7.62  9 h 2.54 2.54 2.54 12.7 22.86 2.54 10.16 15.24 0  3.4 +0.1 0  3.4 +0.1 g 9 9 h a b 0.1 0.1 g h 0.1 g h 0.1 g h note: 1. tolerances are non-cumulative.                      2. hole dimensions differ according to the type of pc board and piercing method.                              the dimensions above should serve as guideline. contact jst for details.       t op entry type  ? 4 circuits   dual row ? 10 circuits ? 18 circuits ? 22 circuits    side entry type    single row ? 2 circuits ? 10 circuits ? 6 circuits  pc board layout, assembly layout 7.62  0.05 2.54  0.05 2.5  0.05  1.35  0.05  1.35  0.05  1.2  0.05  1.2  0.05  1.2  0.05 0.1 a b  1.2  0.05 0.1 a b  1.2  0.05 0.1 a b  2  0.05 0.1 a b  1.2  0.05 0.1 g h  1.2  0.05 0  3.2 +0.1 0.1 a b 0  3.4 +0.1 0.1 g h 5.26 3 a 17.78 a b b 2.54x4=10.16 2.54 2.54 0  3.2 +0.1 0.1 a b 0  3.2 +0.1 0.1 a b 5.26 3 3 5.26 27.94 24.1 23.5 a b 2.54x8=20.32 2.54x10=25.4 33.02

 10 ait-    connector ? (39.17) (41.8) (37.9164)    w ire-to-wire type  ? single row ait2wsb - ( ) - 1( ) ait2wsb - ( )a - 1( ) ? dual row ait2wsb - ( )a - 2( )  crimping machine, applicator note: when crimping operation is conducted using an applicator and die set other than the above, jst cannot guarantee the perfo rmance of the terminal. crimp applicator mks-l strip terminal sait - a03( ) - m064  sait - a02( ) - m064  saitw - a03( ) - 064  saitw - a02( ) - 064  dies crimp applicator with dies aplmk sait - a03 - 064 aplmk sait - a02 - 064 aplmk saitw - a03 - 064 aplmk saitw - a02 - 064 mk/sait - a03 - 064 mk/sait - a02 - 064 mk/saitw - a03 - 064 mk/saitw - a02 - 064 crimping machine ap - k2n assembly layout
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