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		  Datasheet File OCR Text:


		  1 this connector is a 2.0mm pitch wire-to-wire connector, having incomplete mating prevention mechanism. pni  connector 2.0mm pitch/crimp style wire-to-wire connectors ?inertial lock structure ?finger-friendly design ?secure locking structure ?mountable on a variety of panels ?secondary retainer specifications  ?current rating:    3a ac, dc (awg #22) ?voltage rating:    100v ac, dc  ?temperature range:    -25?c to +85?c (including temperature rise in applying electrical current)  contact resistance:     initial value/15m ? max. after environmental testing/25m ? max. ?insulation resistance:    1,000m ? min. ?withstanding voltage:    800v ac/minute ?applicable wire:    awg #28 to #22 ?applicable panel thickness: 0.5 to 2.0mm * compliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. without panel locks  with panel locks  (21.35) (21.35) d   0.05  4.65   0.05  c  + 0.1  0 7.65  + 0.1  0 note: c and d dimensions: refer to receptacle housing. panel layout and assembly layout

 2 pni connector model no. applicable wire q?y / reel mm 2 awg# insulation o.d. (mm) spni-001t-p0.5 spni-002t-p0.5 0.13    0.33 0.08    0.21 26    22 28    24 1.0    1.5 0.9    1.5 9,000 9,000 model no. applicable wire q?y / reel mm 2 awg# insulation o.d. (mm) spnd-001t-c0.5 spnd-002t-c0.5 0.13    0.33 0.08    0.22 26    22 28    24 1.0    1.5 0.8    1.5 8,000 8,000 material and finish copper alloy, tin-plated (reflow treatment) material and finish copper alloy, tin-plated (reflow treatment) ? ? ? ? ? ? ? ? ? ? ? ? contact crimping machine crimp applicator with dies ap-k2n spni-001t-p0.5 .,4-4~.,4- mk/spal-001-05 aplmk spal001-05 spni-002t-p0.5 .,4-4~.,4- mk/spal-002-05 aplmk spal002-05 crimp applicator dies applicator spnd-001t-c0.5 contact crimping machine crimp applicator with dies ap-k2n .,4-4~.,4- mk/spnd-001-05 aplmk spnd001-05 spnd-002t-c0.5 .,4-4~.,4- mk/spad/nd-002-05 aplmk spad/nd002-05 crimp applicator dies applicator rohs compliance rohs compliance pin contact socket contact 0.5 2.4 13.5 2.85 1.6 0.5 7.5 3 3.9 1.5 2.08 pin contact socket contact 1,000 1,000 500 500 500 500 500  4.0 6.0 8.0 10.0 14.0 18.0 circuits model no. without panel locks with panel locks  dimensions (mm) q  ty / bag a 6.0 8.0 10.0 12.0 14.0 18.0 22.0 b 6.4 8.4 10.4 12.4 14.4 18.4 22.4 c 9.7 11.7 13.7 15.7 17.7 21.7 25.7 d material pa 66, ul94v-0, natural (white) 2 3 4 5 6 8 10 pnirr-02vf pnirr-03vf pnirr-04vf pnirr-05vf pnirr-06vf pnirr-08vf pnirr-10vf pnirr-02v pnirr-03v pnirr-04v pnirr-05v pnirr-06v pnirr-08v pnirr-10v b a 2 19.3 circuit no.1 h jst b (3.2) a 2 19.3 (6.3) h jst circuit no.1 rohs compliance note: c and d dimensions: panel layout dimensions with panel locks  without panel locks  contact receptacle housing (for pin contact)

 3 pni connector 1,000 1,000 1,000 1,000 1,000 1,000 1,000  4.0 6.0 8.0 10.0 14.0 18.0 6.3 8.3 10.3 12.3 14.3 18.3 22.3 circuits model no. dimensions (mm) q  ty / bag ab material glass-filled pa 66, ul94v-0, natural (ivory) 2 3 4 5 6 8 10 pnis-02v pnis-03v pnis-04v pnis-05v pnis-06v pnis-08v pnis-10v 2.25 7 b a 2 rohs compliance 1,000 1,000 1,000 1,000 1,000 1,000 1,000  4.0 6.0 8.0 10.0 14.0 18.0 5.7 7.7 9.7 11.7 13.7 17.7 21.7 circuits model no. dimensions (mm) q  ty / bag ab material glass-filled pbt, ul94v-0, natural (white) 2 3 4 5 6 8 10 pnirp-02v-s PNIRP-03V-S pnirp-04v-s pnirp-05v-s pnirp-06v-s pnirp-08v-s pnirp-10v-s 10.05 6.45 2 1 12 b 10.05 10.05 6.45 a 2 2 13 2 1 b 6.45 a 2 34 b circuit no.1 circuit no.1 circuit no.1   "  #   circuit no.1 rohs compliance (2 circuits) (3 circuits) (4 circuits) socket housing (for socket contact) retainer (5, 6, 8, 10 circuits)




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of PNIRP-03V-S 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























