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		  158 ? nic components corp.      www .niccomp. com       www .lowesr. com       www .rfpassives. com       www .smtmagnetics. com 159 ? nic components corp.      www .niccomp. com       www .lowesr. com       www .rfpassives. com       www .smtmagnetics. com surface mount polymer-tantalum capacitor ntp series features ?  ultra low esr and high ripple current ratings ?  values from 2.2  f to 680  f ?  suitable for ref ow soldering ?  available in eia j, p, a2, a, b2, b, c, v and d case sizes  characteristics case sizes and maximum dissipation factor * it is recommended that the applied voltage be less than 80% of the rated voltage part number system    ntp   107   m   10   tr   d ( 55 )  f                                                            rohs compliant                                                                                                                 esr                                                 case code                                          tr=tape/reel                                     voltage                                tolerance code                          capacitance code             series rated voltage @ +85c 2.5 4.0 6.3 10 16 surge voltage @ +85c 3.3 5.2 8.0 13 20 derated voltage @ 105c 2.0 3.3 5.0 8.0 12.8 capacitance (  f) code case size case size case size case size case size 2.2 225 - - j (4%) j (4%) - 3.3 335 - - j (4%) p (6%) a (6%) a (6%) 4.7 475 - - j (4%) p (6%) a2/a (6%) b (8%) 6.8 685 - - p/a (6%) a (6%) b (8%) b (8%) 10 106 - j (4%) p/a (6%) p/a2/a  (6%) a (6%) b (8%) - 15 156 - - a (6%) b (8%) b (8%) c (9%) - 22 226 -  b (8%) a (6%) b2 (10%) b (8%) b2/b (8%) c (9%) - 33 336 - b (6%) b2 (10%) b (8%) b (8%) c (9%) - 47 476 - a (6%) b2 (8%) b2/b (8%) c (9%) b (8%) c (9%) v/d (10%) d (10%) 68 686 - c (9%) b (8%) c (9%) v/d (10%) - 100 107 b2 (8%) b2/b (8%) b (8%) c (9%) v/d (10%) - 150 157 - b (8%) c (9%) b/c (9%) v/d (10%) d (10%) - 220 227 b (8%) b/c (9%) v/d (10%) d (10%) d (10%) - 330 337 v (10%) d (10% ) d (10% ) - - 470 477 - d (10% ) - - - 680 687 d (10 %) d (10% ) - - - rohs  compliant includes all homogeneous materials *see part number system for details precautions please review the notes on correct use, safety and precautions found on  pages t10  &  t11   of nics   electrolytic capacitor catalog .  also found at  www.niccomp.com/precautions   if  in  doubt  or  uncertainty,  please  review  your  specif c  application  -  process  details  with  nics technical support personnel:  tpmg@niccomp.com   ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ?  ? ? ? ? ? ?  ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ?  ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? 

 160 ? nic components corp.      www .niccomp. com       www .lowesr. com       www .rfpassives. com       www .smtmagnetics. com 161 ? nic components corp.      www .niccomp. com       www .lowesr. com       www .rfpassives. com       www .smtmagnetics. com max. esr (m ? ) @ 20c/100khz ripple current (marms) @20c/100khz surface mount polymer-tantalum capacitor ntp series case dimensions (mm) ripple current temperature derating silver band denotes  anode termination polarity indicator ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? c  0 2 c  5 8 c  5 0 1 0 . 1 9 . 0 6 . 0 c , v & d case size w 1 h l w 2 t t b2, b case size w 1 h l w 2 t t j, p, a2, a case size w 1 h l w 2 t t shading denotes new value capacitance (  f) working voltage (vdc) 2.5 4 6.3 10 16 2.2 - - j(600)=129 j(600)=129 3.3 - - j(600)=129 p(500)=224 a(800)=306 a(800)=306 4.7 - - j(600)=129 p(500)=224 a2(500)=346 a(800)=306 b(600)=376 6.8 - - p(500)=224 a(800)=306 a(800)=306 b(500)=412 b(600)=376 10 - j(600)=129 p(500)=224 a(500)=387 p(500)=224 a2(500)=346 a(500)=387 a(300)=500 b(300)=532 - 15 - - a(300)=387 b(300)=532 b(300)=532 c(200)=742 - 22 - b(300)=532 a(500)=387 b2(80)=968 b(300)=532 b2(80)=968 b(300)=532 c(150)=856 - 33 - a(500)=387 b2(80)=968 b(300)=532 b(200)=652 c(100)=1049 - 47 - a(200)=612 b2(80)=968 b2(80)=968 b(200)=652 b(70)=1102 c(100)=1049 b(70)=1102 c(100)=1049 v(60)=1443 d(100)=1225 d(70)=1464 68 - c(100)=1049 b(200)=652 b(55)=1243 c(100)=1049 v(60=1443 d(100)=1225 - 100 b2(80)=968 b2(80)=968 b(70)=1102 b(45)=1374 b(70)=1102 b(45)=1374 c(100)=1049 v(45)=1667 d(55)=1651 - 150 - b(45)=1374 b(35)=1558 c(100)=1049 b(45)=1374 c(100)=1049 c(55)=1414 v(45)=1667 d(55)=1651 d(40)=1936 d(25)=2449 d(55)=1651 d(40)=1936 - 220 b(45)=1374 b(45)=1374 c(55)=1414 v(45)=1667 v(25)=2236 v(18)=2635 v(15)=2887 d(55)=1651 d(40)=1936 d(25)=2449 d(15)=3162 d(55)=1651 d(40)=1936 d(55)=1651 d(40)=1936 d(25)=2449 - 330 v(25)=2236 v(15)=2887 d(40)=1936 d(25)=2449 d(15)=3162 d(40)=1936 d(25)=2449 - - 470 - d(25)=2449 d(18)=2887 d(15)=3162 d(12)=3536 - - - 680 d(25)=2449 d(25)=2449 - - -

 160 ? nic components corp.      www .niccomp. com       www .lowesr. com       www .rfpassives. com       www .smtmagnetics. com 161 ? nic components corp.      www .niccomp. com       www .lowesr. com       www .rfpassives. com       www .smtmagnetics. com surface mount polymer-tantalum capacitor ntp series recommended land pattern (mm) recommended peak temperature/time tape specifications (mm) reel  specifications (mm) y s x p a f k w b d h t cover tape e g h t d i w e p a t a + 0 . 2 . n i m b c + 5 . 0 d + 5 . 0 e + 5 . 0 w 1 + 0 . 1 w 2 . x a m m m 8  8 7 1  0 5  3 1  1 2 0 . 2 0 1 5 . 4 1 m m 2 1 5 . 4 1 5 . 8 1 w 1 e a b d c w 2 ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? e s a c e z i s a + 2 . 0 b + 2 . 0 c + 3 . 0 d + 1 . 0 e + 1 . 0 f + 1 . 0 g + 5 0 . 0 h + 1 . 0 j 1 . 0 + k + 2 . 0 t . x a m l e e r y t q j 0 . 1 8 . 1 0 . 8 5 . 3 5 7 . 1 0 . 4 0 . 2 0 . 4  5 . 1 1 . 1 2 . 0 0 0 0 4 p 4 . 1 2 . 2 4 . 1 0 0 0 3 2 a 9 . 1 5 . 3 4 . 1 0 0 0 3 a 9 . 1 9 . 1 0 0 0 2 2 b 2 . 3 8 . 3 4 . 1 0 0 0 3 b 3 . 3 1 . 2 0 0 0 2 c 7 . 3 4 . 6 0 . 2 1 5 . 5 0 . 8 0 . 3 3 . 0 0 0 5 v 8 . 4 7 . 7 1 . 2 4 . 0 0 0 0 1 d 8 . 4 7 . 7 3 . 3 3 . 0 0 0 5 maximum time peak soldering temperature 5 seconds 250c 10 seconds 240c 20 seconds 230c
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