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		  Datasheet File OCR Text:


		  subminiature ? sealed   dc series             features  1. enclosed switch complying with ip 6k7  2. silicon-free version available  3. models available for operating temperatures up to 120c  4. rated for currents up to 10 amp at 250vac    5. range of auxiliary actuators available (can also be retrofitted)  6. various contact materials  available, depending on application  7. mechanical life: min. 1 x10 6   operations  8. wide variety of connection options   electrical ratings   electrical life at rated load  switch  series   en61058 rating  ul1054 rating  according to en  (min. operations)  according to ul  (min. operations)  dc1  6a, 250v~  5a, 125/250vac; 1a, 48vdc  10,000  6,000  dc2  10(1.5)a, 250v~  10.1a, 125/250v ac; 1/4hp, 125vac  10,000  6,000  dc3  0.1a, 250v~  0.1a, 125/250vac  50,000  100,000  dc4  3a, 250v~  3a, 125/250vac  50,000  6,000    electrical specifications   material specifications  case:   pet / pbt   temperature rating  -40 to +85c /+120c  (without wire leads)  -40 to +85c / +105c  (with wire leads)   actuator:   pom  (t85) , pbt  (t120)   flammability rating   ul94v-o  (pet, pbt)  ul94hb  (pom)   auxiliary actuator:   stainless steel or plastic   terminals:   silver-plated copper-zinc     contacts:   silver alloy   (dc3 ? gold crosspoint)   pbt = polybutyleneterephthalate ? pet = polyethyleneterephthalate ? pom = polyacetal .   specifications subject to change without notice.          

 subminiature ? sealed   dc series                

 subminiature ? sealed   dc series         contact   call, fax or visit our  website for more information.     zf electronics corporation  11200 88th avenue  pleasant prairie, wi 53158    phone: 262.942.6500  web: www.cherrycorp.com  email: cep_sales@zf.com  fax: 262.942.6566  the manufacturer accepts no liability for  errors or non-availability, and reserves  the right to change specifications without  prior notice.    technical data relates to product  specifications only. features may differ  from those described. only drawings  combined with product specifications  shall be deemed bindin g . ? 2007 zf electronics corporation   last updated: 8/30/10  
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