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		  Datasheet File OCR Text:


		  cde cornell dubil ier  ?  1605 e. rodney french blvd.  ?  new bedford, ma 02744  ?  phone: (508)996-8561  ?  fax: (508)996-3830  ?  www.cde.com type dpp   polypropylene radial leaded film capacitors  high frequency  film/foil  polypropylene capacitors type dpp radial leaded polypropylene ?lm/foil capaci - tors  are  non-inductively  wound.  very  low  dissipation  factor  and  high  insulation resistance  contribute to  ex - cellent performance and long-term stability character - istics.    low  esr,  df  and  its  inherent  stability  make  type dpp an ideal choice for tight tolerance, pulse and  high-frequency applications.  high lights  high dv/dt low esr low df good for pusle and high frequency applications ? ? ? ?  speci?cations   capacitance range: voltage range: capacitance tolerance: operating temperature range: dielectric strength:  dissipation factor: insulation resistance: life test: pulse capability:   outline drawing   0.001 to 0.47 f 100 to 630 vdc (70 to 250 vac 60 hz) 10% standard, 5% optional C55 oc to +105 oc (derated linearly to 50% rated  voltage at +105 oc 200% (1 minute) 0.10% max. (+25 oc, 1 khz) 50,000 m f, 100,000 m  min.   1000 hr @ 85 oc @ 125% rated voltage rated body length volts 0.63 .790 - .940 1.02 dv/dt  volts per microsecond, max. 100 4200 4000 1900 250 6900 4100 2400 400 19000 10000 3200 630 60000 20000 6700 0.12  max (3.0 mm) 0.79 min (20 mm) l      s       t         d            h note:  other capacitance values, siz es and performance speci?cations are available.  please contact cde.

 cde cornell dubilier  ?  1605 e. rodney french blvd.  ?  new bedford, ma 02744  ?  phone: (508)996-8561  ?  fax: (508)996-3830  ?  www.cde.com type dpp   polypropylene radial leaded film capacitors  ratings catalog cap part number t max. h max.  l max.  s 0.06 (1.5) d 0.05 (1.27) (f) inches (mm) inches (mm) inches (mm) inches (mm) inches (mm) 100 vdc / 70 vac  60 hz) .033  dpp1s33k   0.315 (8.0) 0.532 (13.5)  0.768 (19.5)  0.591 (15.0) .024 (.6)  .047  dpp1s47k   0.335 (8.5) 0.610 (15.5)  0.768 (19.5)  0.591 (15.0) .024 (.6)  .068  dpp1s68k   0.374 (9.5) 0.650 (16.5)  0.788 (20.0)  0.591 (15.0) .024 (.6)  .10  dpp1p1k   0.394 (10.4) 0.670 (17.0)  1.024 (26.0)  0.788 (20.0) .024 (.6)  .15  dpp1p15k   0.433 (11.0) 0.748 (19.0)  1.024 (26.0)  0.788 (20.0) .032 (.8)  .22  dpp1p22k   0.512 (13.0) 0.748 (19.0) 1.024 (26.0)  0.788 (20.0) .032 (.8)  .33  dpp1p33k   0.551 (14.0) 0.827 (21.0)  1.260 (32.0)  1.083 (27.5) .032 (.8)  .47  dpp1p47k   0.63 (16.0) 0.945 (24.0) 1.260 (32.0)  1.083 (27.5) .032 (.8)  250 vdc / 140 vac  60 hz) .010  dpp2s1k   0.276 (7.0) 0.473 (12.0)  0.591 (15.0)  0.394 (10.0)  0.024 (.6)  .015  dpp2s15k   0.295 (7.5) 0.473 (12.0)  0.591 (15.0)  0.394 (10.0)  0.024 (.6)  .022  dpp2s22k   0.315 (8.0) 0.512 (13.0)  0.591 (15.0)  0.394 (10.0)  0.024 (.6)  .033  dpp2s33k   0.335 (8.5) 0.551 (14.0)  0.788 (20.0)  0.591 (15.0)  0.024 (.6)  .047  dpp2s47k   0.354 (9.0) 0.630 (16.0)  0.788 (20.0)  0.591 (15.0)  0.024 (.6)  .068  dpp2s68k   0.433 (11.0)  0.630 (16.0)  0.788 (20.0)  0.591 (15.0) 0.024 (.6)  .10  dpp2p1k   0.394 (10.0)  0.709 (18.0)  1.024 (26.0)  0.788 (20.0) 0.032 (.8)  .15  dpp2p15k   0.473 (12.0)  0.866 (22.0)  1.024 (26.0)  0.788 (20.0) 0.032 (.8)  .22  dpp2p22k   0.551 (14.0)  0.945 (24.0)  1.024 (26.0)  0.788 (20.0) 0.032 (.8)  .33  dpp2p33k   0.591 (15.0)  0.985 (25.0)  1.260 (32.0)  1.083 (27.5) 0.032 (.8)  .47  dpp2p47k   0.63 (16.0) 1.063 (27.0) 1.260 (32.0)  1.083 (27.5) 0.032 (.8)  400 vdc / 250 vac  60 hz) .010  dpp4s1k   0.335 (8.5) 0.551 (14.0)  0.591 (15.0)  0.394 (10.0)  0.024 (.6)  .015  dpp4s15k   0.354 (9.0) 0.591 (15.0)  0.591 (15.0)  0.394 (10.0)  0.024 (.6)  .022  dpp4s22k   0.394 (10.0)  0.670 (17.0)  0.768 (19.5)  0.591 (15.0)  0.024 (.6)  .033  dpp4s33k   0.394 (10.0)  0.670 (17.0)  0.768 (19.5)  0.591 (15.0)  0.024 (.6)  .047  dpp4s47k   0.354 (9.0) 0.630 (16.0)  1.024 (26.0)  0.788 (20.0)  0.032 (.8)  .068  dpp4s68k   0.433 (11.0)  0.709 (18.0)  1.024 (26.0)  0.788 (20.0)  0.032 (.8)  .10  dpp4p1k   0.473 (12.0)  0.788 (20.0) 1.260 (32.0)  1.083 (27.5)  0.032 (.8)  .15  dpp4p15k   0.473 (12.0)  0.906 (23.0) 1.260 (32.0)  1.083 (27.5)  0.032 (.8)  630 vdc / 250 vac  60 hz) .0010  dpp6 d1k   0.256 (6.5) 0.492 (12.5) 0.591 (15.0)  0.394 (10.0)  .024 (.6)  .0015  dpp6 d15k   0.276 (7.0) 0.492 (12.5) 0.591 (15.0)  0.394 (10.0)  .024 (.6)  .0022  dpp6 d22k   0.276 (7.0) 0.492 (12.5) 0.591 (15.0)  0.394 (10.0)  .024 (.6)  .0033  dpp6 d33k   0.295 (7.5) 0.473 (12.0) 0.768 (19.5)  0.591 (15.0)  .024 (.6)  .0047  dpp6 d47k   0.315 (8.0) 0.492 (12.5) 0.768 (19.5)  0.591 (15.0)  .024 (.6)  .0068  dpp6 d68k   0.354 (9.0) 0.551 (14.0)  0.768 (19.5)  0.591 (15.0)  .024 (.6)  .010  dpp6s1k   0.354 (9.0) 0.551 (14.0)  1.024 (26.0)  0.788 (20.0)  .024 (.6)  .015  dpp6s15k   0.394 (10.0)  0.630 (16.0)  1.024 (26.0)  0.788 (20.0)  .024 (.6)  .022  dpp6s22k   0.433 (11.0)  0.670 (17.0)  1.024 (26.0)  0.788 (20.0)  .024 (.6)  .033  dpp6s33k   0.433 (11.0)  0.670 (17.0)  1.260 (32.0)  1.083 (27.5)  .032 (.8)  .047  dpp6s47k   0.492 (12.5) 0.748 (19.0) 1.260 (32.0)  1.083 (27.5)  .032 (.8)  .068  dpp6s68k   0.551 (14.0)  0.866 (22.0) 1.260 (32.0)  1.083 (27.5)  .032 (.8)  .10  dpp6p1k   0.512 (13.0) 0.866 (22.0) 1.260 (32.0)  1.083 (27.5)  .032 (.8) 
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