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		  Datasheet File OCR Text:


		  data sh e e t leaded power resistors kp ? stand off wirewound u p to  8.0   w product specification - jun. 18, 2003 v.0

 specification type kp290 kp292 kp294 kp296 kp298 style  0518  0523  0533  0543  0553 power rating   p 70 w 2,0 4,0 5,0 6,5 8,0 resistance range w 0r10...7k5 0r15...11k 0r27...20k 0r39...27k 0r47...36k e -series e 24/e 12 e 24/e 12 e 24/e 12 e 24/e 12 e 24/e 12 tolerance %  10  5  > _  r20  10  5  > _  r3 0  10  5  > _  r47  10  5  > _  r68  10  5  > _  r91 temperature coefficient 10 -6   *  k -1 - 80 ... + 500 max. cont. working voltage v rms for all styles insulation voltage   (1min.) v rms max. 75 insulation resistance w not insulated derating linear c 70 ... 350 (0w) climatic category 55/200/56 temperature range c - 55 ... 350 thermal resistance kw -1 110 70 60 50 40 failure rate  (total,  j 0  max. 60% conf. lev.) 10 -9   *  h -1 appr. 100, depends on value endurance  (p 70 , 70c, 1000h) %  3,0  average damp heat, steady state  (40c, 93% r. h., 56d) %  2,0 climatic sequence %  2,0 terminal strength %  1,0 yageo europe gmbh   ramskamp 70   d-25337 elmshorn germany   ph.: +49 4121 870-0   f.: +49 4121 870-297 file: kp_e_102 (01) 28 .04.03 page  1  of 4 series kp power wirewound resistors radial, fibre glass core, coated p 7 0  r  ? d r r  ?  ? d r r  ?  ? d r r  ?  ? d r r  ?

 type kp290 kp292 kp294 kp296 kp298 terminal tensile strength n 40 resistance to soldering heat   (260c, 10s) %  0,2 typ. solderability solderable according to iec 60068-2-20ta marking on termination; value 3 digits, tolerance, production date code dimensions in mm: type l rm kp290-0/1 18,2 10 kp292-0/1 23,3 15 kp294-0/1 33,4 25 kp296-0/1 43,5 35 kp298-0/1 53,7 45 type rm tolerance xmax. kp29x-0  1,0 3,0 kp29x-1  0,8 1,7 yageo europe gmbh   ramskamp 70   d-25337 elmshorn germany   ph.: +49 4121 870-0   f.: +49 4121 870-297 file: kp_e_102 (01) 28 .04.03 page  2  of 4 series kp power wirewound resistors radial, fibre glass core, coated  ? d r r  ?

 temperatur rise: (hot-spot + solder joints) yageo europe gmbh   ramskamp 70   d-25337 elmshorn germany   ph.: +49 4121 870-0   f.: +49 4121 870-297 file: kp_e_102 (01) 28 .04.03 page  3  of 4 series kp power wirewound resistors radial, fibre glass core, coated

 packaging: type packaging pieces pack.-code kp290-0 kp290-1 bulk 250 450 b kp292-0 kp292-1 bulk 200 300 b kp294-0 kp294-1 bulk 100 200 b kp296-0 kp296-1 bulk 100 125 b kp298-0 kp298-1 bulk 75 100 b ordering example: kp 294-1 5 b 1k3 type tolerance pack.-code    r-value yageo europe gmbh   ramskamp 70   d-25337 elmshorn germany   ph.: +49 4121 870-0   f.: +49 4121 870-297 file: kp_e_102 (01) 28 .04.03 page  4  of 4 series kp power wirewound resistors radial, fibre glass core, coated
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