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		  ? odc ? odc

 ? designed  for  the  fiber  to  antenna  (ftt a)  applications,  odc   fiber  optic  connector  can  withstand  harsh  environmental  conditions  when  being  used  in  outdoor  applications. robust  connection -  fully  protected  ceramic  ferrules  and  alignment  sleeves:  no  risk  to  damage  the  optical  faces  during  mounting/dismounting  operations. easy  installation -  standard  interface:  n  type  connector  size - screwed locked mechanism: easy to install (u-19mm wrench / 10n/cm torque)- fast and easy connection: blind mate coupling. resistant in harsh environment, adapted for outdoor use - waterproof connection- dust proof - corrosion resistant / emi immunity - high tensile strength. main benefits performance specifica tion characteristics applica tions o p ti c a l     i n s e r t i o n   l o s s   ( i e c   6 1 3 0 0 - 3 - 4 )     m u l t i m o d e   t yp   e   0 . 2   d b   ( m a x   e   0 . 5   d b )     si n g l e m o d e   t yp   e   0 . 2   d b   ( m a x   e   0 . 7   d b )     r e t u r n   l o s s     si n g l e m o d e   e3   5 0   d b     m e c h a n i c a l     m e c h a n i c a l   r e s i s t a n c e     o d c   p l u g   e   8 0 0   n   t e n si l e   st r e n g t h   ( w i t h   f i e l d   ca b l e )     o d c   so c k e t   e   3 0   n   t e n si l e   st r e n g t h   ( w i t h   si m p l e x  ca b l e )     m a t i n g   e n d u r a n c e     i e c   6 1 3 0 0 - 2 - 2   m i n   2 0 0   c y cl e s     e n v i r o n m e n ta l     o p e r a t i n g   t e m p e r a t u r e   r a n g e     i e c   6 1 3 0 0 - 2 - 2 2   - 4 0 c   /   + 8 5 c   ( d e p e n d i n g   o n   ca b l e   t yp e )     s a l t   m i s t     i e c   6 1 3 0 0 - 2 - 2 6   p a sse d     v i b r a t i o n     i e c   6 1 3 0 0 - 2 - 1   p a sse d     p r o t e c t i o n   c l a s s   i p   6 7   ( w i t h   ca p   o r   w h e n   co u p l e d )     m a te r i a l     h o u s i n g   b r a ss     p l a t i n g   n i cke l - si l ve r   ( f o r   e m p   b e st   p r o t e ct i o n )     t elecommunication odc  connectors  are  particularly  designed  for  antenna  uplink  and  downlink  for  rrh  (remote  radio  head)  and  rru  (remote  radio  units)  in  new  generation  flexible  base  stations  (3g,  4g,  wimax,  cdma, &). t ransportation i n t e l l i g e n t   t r a ff i c   s y s t e m s   ( i t s ) ,   vi d e o   t r a n s m i s s i o n   f o r   surveillance  of  intersections,  ramps,  tunnels,  incident  detection, &. other applications broadcast  -  ca tv broadcast  tv programs, transport  high speed data  flow by computer  through ca tv  network,  conference  tv 3 2 ? odc ? odc

 ? designed  for  the  fiber  to  antenna  (ftt a)  applications,  odc   fiber  optic  connector  can  withstand  harsh  environmental  conditions  when  being  used  in  outdoor  applications. robust  connection -  fully  protected  ceramic  ferrules  and  alignment  sleeves:  no  risk  to  damage  the  optical  faces  during  mounting/dismounting  operations. easy  installation -  standard  interface:  n  type  connector  size - screwed locked mechanism: easy to install (u-19mm wrench / 10n/cm torque)- fast and easy connection: blind mate coupling. resistant in harsh environment, adapted for outdoor use - waterproof connection- dust proof - corrosion resistant / emi immunity - high tensile strength. main benefits performance specifica tion characteristics applica tions o p ti c a l     i n s e r t i o n   l o s s   ( i e c   6 1 3 0 0 - 3 - 4 )     m u l t i m o d e   t yp   e   0 . 2   d b   ( m a x   e   0 . 5   d b )     si n g l e m o d e   t yp   e   0 . 2   d b   ( m a x   e   0 . 7   d b )     r e t u r n   l o s s     si n g l e m o d e   e3   5 0   d b     m e c h a n i c a l     m e c h a n i c a l   r e s i s t a n c e     o d c   p l u g   e   8 0 0   n   t e n si l e   st r e n g t h   ( w i t h   f i e l d   ca b l e )     o d c   so c k e t   e   3 0   n   t e n si l e   st r e n g t h   ( w i t h   si m p l e x  ca b l e )     m a t i n g   e n d u r a n c e     i e c   6 1 3 0 0 - 2 - 2   m i n   2 0 0   c y cl e s     e n v i r o n m e n ta l     o p e r a t i n g   t e m p e r a t u r e   r a n g e     i e c   6 1 3 0 0 - 2 - 2 2   - 4 0 c   /   + 8 5 c   ( d e p e n d i n g   o n   ca b l e   t yp e )     s a l t   m i s t     i e c   6 1 3 0 0 - 2 - 2 6   p a sse d     v i b r a t i o n     i e c   6 1 3 0 0 - 2 - 1   p a sse d     p r o t e c t i o n   c l a s s   i p   6 7   ( w i t h   ca p   o r   w h e n   co u p l e d )     m a te r i a l     h o u s i n g   b r a ss     p l a t i n g   n i cke l - si l ve r   ( f o r   e m p   b e st   p r o t e ct i o n )     t elecommunication odc  connectors  are  particularly  designed  for  antenna  uplink  and  downlink  for  rrh  (remote  radio  head)  and  rru  (remote  radio  units)  in  new  generation  flexible  base  stations  (3g,  4g,  wimax,  cdma, &). t ransportation i n t e l l i g e n t   t r a ff i c   s y s t e m s   ( i t s ) ,   vi d e o   t r a n s m i s s i o n   f o r   surveillance  of  intersections,  ramps,  tunnels,  incident  detection, &. other applications broadcast  -  ca tv broadcast  tv programs, transport  high speed data  flow by computer  through ca tv  network,  conference  tv 3 2 ? odc ? odc

 product range  and dimensions cable  assemblies c a b l e   t y p e   f i b e r   t y p e   c o n n e c t o r   t y p e   o p e r a t i n g   t e m p e r a t u r e   ( c )   f l a m e   r e s i s t a n c e   u v   r e s i s t a n c e   l s z h   s i m p l e x   ca b l e   si n g l e   m o d e   9 / 1 2 5   o d c   so cke t   2 / 4   ch a n n e l s   - 4 0 /   + 8 5   f i r e   r e t a r d a n t   a s t m   g 1 5 4   y e s   m u l t i m o d e   5 0 / 1 2 5   m u l t i m o d e   6 2 . 5 / 1 2 5   f i e l d   ca b l e   2   f i b e r s   si n g l e   m o d e   9 / 1 2 5   o d c   p l u g   2   ch a n n e l s   - 4 0 /   + 8 5   u l 9 4 - v 2   m i n   - 3 5 /   + 7 0   u l   1 6 6 6   m u l t i m o d e   5 0 / 1 2 5   - 4 0 /   + 8 5   u l 9 4 - v 2   m i n   - 3 5 /   + 7 0   u l   1 6 6 6   m u l t i m o d e   6 2 . 5 / 1 2 5   - 4 0 /   + 8 5   f i r e   r e t a r d a n t   f i e l d   ca b l e   4   f i b e r s   m u l t i m o d e   5 0 / 1 2 5   o d c   p l u g   4   ch a n n e l s   - 4 0 /   + 8 5   u l 9 4 - v 2   m i n   m u l t i m o d e   6 2 . 5 / 1 2 5   - 4 0 /   + 8 5   f i r e   r e t a r d a n t   m u l t i m o d e   5 0 / 1 2 5   - 3 5 /   + 7 0   u l   1 6 6 6     all our cables are rohs compliant accessories radiall   also  propose  specific  solution  for  specific  requirement.  many  custom  boots  are  now  available  in  order  to  adapt  to  your  application  field metallic cap plastic cap v inyl cap 30.85 16.9 25.4 28.25 19.5 from 2.8 mm up to 4 mm (panel thickness) sw 30 sw 25 e 0.2 19.4  e 0 . 2 2 2 . 3   panel pattern 43 30.1 2 m   2 2 34 s w   3 0 24.8 2 4 . 8 3 m   0 + .3 e?   .5   2 2 0 panel pattern 43 27.1 5 2 2 32 24.8 3 2 2 4 . 8 e?   3 5 . 18.25 1 8 . 2 5 m  3 +0.3 e?   .3 16   0 panel pattern 23.9 8 5 1 5 . 8 5 25.4 18.25 2 5 . 4 1 8 . 2 5 e?   . 5 3 44.45 18.93 e?  8.2 e?   2 1 44.6 18.93 e?  8.2 e?   2 1 ? odc  plugs ? odc  sockets o d c 2 o d c 4 o d c 2 o d c 2 o d c 2 o d c 4 o d c 4 s i n g l e m o d e m u l t i m o d e s t a n d a r d   t y p e m u l t i m o d e s t a n d a r d   t y p e s i n g l e m o d e m u l t i m o d e s i n g l e m o d e m u l t i m o d e s q u a r e   f l a n g e s m a l l   s i z e   2 4 . 5 x 2 4 . 5   m m s q u a r e   f l a n g e l a r g e   s i z e   3 2 x 3 2   m m m u l t i m o d e m u l t i m o d e m u l t i m o d e h e x a g o n a l   f l a n g e ( 3 0   m m   o n   f l a t s ) h e x a g o n a l   f l a n g e ( 3 0   m m   o n   f l a t s ) s q u a r e   f l a n g e s m a l l   s i z e   2 4 . 5 x 2 4 . 5   m m 5 4 ? odc ? odc

 product range  and dimensions cable  assemblies c a b l e   t y p e   f i b e r   t y p e   c o n n e c t o r   t y p e   o p e r a t i n g   t e m p e r a t u r e   ( c )   f l a m e   r e s i s t a n c e   u v   r e s i s t a n c e   l s z h   s i m p l e x   ca b l e   si n g l e   m o d e   9 / 1 2 5   o d c   so cke t   2 / 4   ch a n n e l s   - 4 0 /   + 8 5   f i r e   r e t a r d a n t   a s t m   g 1 5 4   y e s   m u l t i m o d e   5 0 / 1 2 5   m u l t i m o d e   6 2 . 5 / 1 2 5   f i e l d   ca b l e   2   f i b e r s   si n g l e   m o d e   9 / 1 2 5   o d c   p l u g   2   ch a n n e l s   - 4 0 /   + 8 5   u l 9 4 - v 2   m i n   - 3 5 /   + 7 0   u l   1 6 6 6   m u l t i m o d e   5 0 / 1 2 5   - 4 0 /   + 8 5   u l 9 4 - v 2   m i n   - 3 5 /   + 7 0   u l   1 6 6 6   m u l t i m o d e   6 2 . 5 / 1 2 5   - 4 0 /   + 8 5   f i r e   r e t a r d a n t   f i e l d   ca b l e   4   f i b e r s   m u l t i m o d e   5 0 / 1 2 5   o d c   p l u g   4   ch a n n e l s   - 4 0 /   + 8 5   u l 9 4 - v 2   m i n   m u l t i m o d e   6 2 . 5 / 1 2 5   - 4 0 /   + 8 5   f i r e   r e t a r d a n t   m u l t i m o d e   5 0 / 1 2 5   - 3 5 /   + 7 0   u l   1 6 6 6     all our cables are rohs compliant accessories radiall   also  propose  specific  solution  for  specific  requirement.  many  custom  boots  are  now  available  in  order  to  adapt  to  your  application  field metallic cap plastic cap v inyl cap 30.85 16.9 25.4 28.25 19.5 from 2.8 mm up to 4 mm (panel thickness) sw 30 sw 25 e 0.2 19.4  e 0 . 2 2 2 . 3   panel pattern 43 30.1 2 m   2 2 34 s w   3 0 24.8 2 4 . 8 m   3 + 0. 3 e?  2 2 .5   0 panel pattern 43 27.1 5 2 2 32 24.8 3 2 2 4 . 8   e? 3 . 5 18.25 1 8 . 2 5 m  3 +0.3 e?  1 .3  6 0 panel pattern 23.9 8 5 1 5 . 8 5 25.4 18.25 2 5 . 4 1 8 . 2 5 e?   . 5 3 44.45 18.93 e?  8.2 e?   2 1 44.6 18.93 e?  8.2 e?   2 1 ? odc  plugs ? odc  sockets o d c 2 o d c 4 o d c 2 o d c 2 o d c 2 o d c 4 o d c 4 s i n g l e m o d e m u l t i m o d e s t a n d a r d   t y p e m u l t i m o d e s t a n d a r d   t y p e s i n g l e m o d e m u l t i m o d e s i n g l e m o d e m u l t i m o d e s q u a r e   f l a n g e s m a l l   s i z e   2 4 . 5 x 2 4 . 5   m m s q u a r e   f l a n g e l a r g e   s i z e   3 2 x 3 2   m m m u l t i m o d e m u l t i m o d e m u l t i m o d e h e x a g o n a l   f l a n g e ( 3 0   m m   o n   f l a t s ) h e x a g o n a l   f l a n g e ( 3 0   m m   o n   f l a t s ) s q u a r e   f l a n g e s m a l l   s i z e   2 4 . 5 x 2 4 . 5   m m 5 4 ? odc ? odc

 ? st andard odc  cable  assemblies how t o orders use the matrix below to build your own part-number 1- series : ? o = odc  series 2- connector 1 : p2x = odc2 plugp4x = odc4 plug s2a  = odc2 socket / square flange small (24,5 mm) s2b = odc2 socket / square flange large (32 mm)s2c = odc2 socket / hexagonal flange (30 mm on flats) s4d = odc4 socket / hexagonal flange (30 mm on flats) s4e = odc4 socket / square flange small (24,5 mm) - for other connector types : please consult us 3- connector 1 protection cap : c = odc metal dust cap with chain (ip67)m = odc metal dust cap without chain (ip67) p  = odc plastic cap v = odc vinyl dust cap - for other cap types : please consult us 4- fiber type / cable : 09s = simplex fiber / singlemode 9/125 / for socket only50s = simplex fiber / multimode 50/125 / for socket only 62s = simplex fiber / multimode 62.5/125 / for socket only 09f = field cable 2 fibers / singlemode 9/125 / for plug only 50f = field cable 2 fibers / multimode 50/125 / for plug only 62f = field cable 2 fibers / multimode 62.5/125 / for plug only 50g = field cable 4 fibers / multimode 50/125 / for plug only 62g = field cable 4 fibers / multimode 62.5/125 / for plug only - for other fiber types and cables : please consult us 5- connector 2 : xxx = free endp2x = odc2 plug p4x = odc4 plug lc = 1 x simplex lc (for simplex cable assembly) lc1 = 1 x duplex lc (for 2 channels assembly) lc2 = 2 x duplex lc (for 4 channels assembly) sc = 1 x simplex sc (for simplex cable assembly) sc1 = 1 x duplex sc (for 2 channels assembly) sc2 = 2 x duplex sc (for 4 channels assembly) - for other connector types : please consult us 6- connector 2 protection cap : c = odc metal dust cap with chain (ip67)m = odc metal dust cap without chain (ip67) p  = odc plastic cap v = odc vinyl dust cap - for other cap types : please consult us 7- length : xxx m = overall length in meterxxx cm = overall length in centimeter - for other length : please consult us for further description, please ask for our standard generic t echnical data sheet. any variation will have to be expressed through a customer specification (length, labelling, packaging,  &) o p2x m 09s p2x v 015 odc2 plug / duplex lc plug, length (l) = 5m or 50m multimode or singlemode = field cable (2 fibers) odc2 socket / duplex lc plug, length (l) = 1m multimode or singlemode = 2 simplex cables 7 6 odc4 socket / duplex lc plug x 2, length (l) = 1m multimode = 4 simplex cables odc2 plug / odc2 plug, length (l) = 5m or 50m multimode or singlemode = field cable (2 fibers) odc4 plug / duplex lc plug x 2, length (l) = 5m or 50m multimode = field cable (4 fibers) odc4 plug / odc4 plug, length (l) = 5m or 50m multimode = field cable (4 fibers) ? odc ? odc standard  odc  cable  assemblies  are  available  from  stock  of fering  quick  delivery .  for  other  requests,  please  consult  the  order  instruction  page  and  send  your  requirement  to  your  nearest  radiall  sales  network.   p a r t   n u m b e r   s i n g l e m o d e   f 7 9 2   8 5 5   2 2 0   m u l t i m o d e   f 7 9 2   8 5 8   2 2 0                 p a r t   n u m b e r   m u l t i m o d e   f 7 9 2   8 5 8   2 4 0           d i m e n s i o n   p a r t   n u m b e r   s i n g l e m o d e   l e n g t h   =   5 m   f 7 9 2   8 5 5   6 2 0 - 0 5   l e n g t h   =   5 0 m   f 7 9 2   8 5 5   6 2 0 - 5 0   m u l t i m o d e   l e n g t h   =   5 m   f 7 9 2   8 5 8   6 2 0 - 0 5   l e n g t h   =   5 0 m   f 7 9 2   8 5 8   6 2 0 - 5 0         d i m e n s i o n   p a r t   n u m b e r   s i n g l e m o d e   l e n g t h   =   5 m   f 7 9 2   8 8 5   6 2 0 - 0 5   s i n g l e m o d e   l e n g t h   =   5 0 m   f 7 9 2   8 8 5   6 2 0 - 5 0   m u l t i m o d e   l e n g t h   =   5 m   f 7 9 2   8 8 8   6 2 0 - 0 5   m u l t i m o d e   l e n g t h   =   5 0 m   f 7 9 2   8 8 8   6 2 0 - 5 0               d i m e n s i o n   p a r t   n u m b e r   m u l t i m o d e   l e n g t h   =   5   m   f 7 9 2   8 5 8   6 4 0 - 0 5   m u l t i m o d e   l e n g t h   =   5 0   m   f 7 9 2   8 5 8   6 4 0 - 5 0             d i m e n s i o n   p a r t   n u m b e r   m u l t i m o d e   l e n g t h   =   5 m   f 7 9 2   8 8 8   6 4 0 - 0 5   m u l t i m o d e   l e n g t h   =   5 0 m   f 7 9 2   8 8 8   6 4 0 - 5 0    
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 ? odc ? odc d1f220ce - 2008  august edition this informa tion is  intended  as a  guide  only . t o en sure a  continu ing  policy  of prod uct improve ment,  radiall  reserves  the  right  to  modify  its  specifications  without  prior  notification. p r i n t e d   i n   f r a n c e radiall.com radiall  worldwide loca tions europe france - radiall   headquarters 101, rue ph. hof fmann - 931 16 rosny  sous bois (paris) t el. : +33 1 49 35 35 35 fax : +33 1 48 54 63 63 e-mail : info@radiall.com finland - radiall  sf t el. : + e-mail : infofi@radiall.com ge rm an y - ra di al l  gm bh c a r l - z e i s s  s t r .  1 0  p o s t f a c h  2 0 0 1 4 3  -  d 6 3 3 0 7  r ? d e r m a r k  ( f r a n k f u r t ) t el. :  +49 6 0 74 91 0 7 0 fax  : +4 9 60 74 9 1 07 70 e-m ail : i nfo de@ rad ial l.c om reg ion al of fic e : mu nic h italy - radiall  elettronica srl v ia concordia, 5 - 20090  assago milano t el. : +39 02 48 85 121 fax : +39 02 48 84 30 18 e-mail : infoit@radiall.comregional of fice : roma netherlands - radiall  bv hogebrinkerweg 15b - 3871 km hoevelaken t el. : +31 33 253 40 09 fax : +31 33 253 45 12 e-mail : infonl@radiall.com sweden - radiall   ab sj??ngsv?gen 2 - se-192 72 sollentuna  (stockholm) t el. : +46 844 434 10 fax : +46 875 449 16 e-mail : infose@radiall.com u.k . - rad ial l  ltd gro und fl oor , 6  the g rand u nion o f fic e park , pac ket b oat la ne uxbr idg e midd lese x ub8 2g h (lon don) t el. : + 44 189 5 425 00 0 fax : + 44 189 5 425 01 0 e-m ail : in fouk @rad iall .co m p .o. box 202 - 90101 oulu 358 407 522 412   asia china - shanghai radiall  electronic co., ltd n 390  y ong he road 200072 - shanghai t el. : +86 21 66 52 37 88 fax : +86 21 66 52 1 1 77 e-mail : infosh@radiall.com japan - nihon radiall shibuya-ku ebisu 1-5-2, kougetsu bldg 405-tokyo 150-0013 t el. : +81 3 3440 6241 fax : +81 3 3440 6242 e-mail : infojp@radiall.com hongkong - radiall  electronics ltd elite industrial centre, room 212, 2/f n 883 cheung sha w an road - kowloon  hong kong t el. : +852 29 59 38 33 fax : +852 29 59 26 36 e-mail : infohk@radiall.com india - radiall  protectron pvt ltd 25 d, ii phase, peenya industrial  area - bangalore  560058 t el. : +91 80 23 72 09 89 fax : +91 80 28 39 72 28 e-mail : infoin@radiall.com america north  america radiall 6825 w est galveston street suite 1 1 chandler,  arizona 85226, usa t el. : +1 480 682 9400 fax : +1 480 682 9403 e-mail : infousa@radiall.com radiall-aep 104 john w . murphy drive new ha ven, connecticut 06513 t el. : +1 203 776 2813  fax : +1 203 776 8294 e-mail : aepsales@aep.us africa greece russia tha?land australia isra?l singapore t aiwan belgium malaysia spain t urkey china philippines south  africa usa denmark poland south korea france portugal switzerland represented in f o r   t h e   a b o v e   c o u n t r i e s ,   p l e a s e   c o n t a c t   t h e   l o c a l   a g e n t   o r   r a d i a l l   a t   i n f o @ r a d i a l l . c o m sales & production subsidiary industrial sitesales subsidiary
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