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		  Datasheet File OCR Text:


		  emi/emp filters glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com c-16 c 240-382j (hermetic version shown) mil-dtl-38999 series ii filter connector jam nut receptacle  g h flat capacitance (see table ii)  insert arrangement iaw mil-std-1560 filter connector  product code mil-dtl-38999 series ii connector class (see table i) shell style j - jam nut filter type p  - pi circuit c - c circuit contact gender p - pin s - socket 240 - 382 j h2 15-35 p s p a n n termination s - solder cup p  - pc tail alternate key position per mil-dtl-38999 a, b, c, d, n = normal 90/85 120 bsc  typ d d b dia. master key l max. f .105 (2.7) .084 (2.1) ep max. (pin) ep max. (socket) o-ring solder-cup  contact (p) feedthrough (c) .175 (4.5) .125 (3.2) nut per ms27512 a thread contrasting color  pin ends 3 pl .409 (10.4) .362 (9.2) panel thickness c flat j - jam nut flange mounting style n  - not applicable 

 emi/emp filters glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com c-17 c table iii shell  size a thread .1p- .03l-ts b dia. c flat d a/f ep max. es max. f g dia. h l max. 08 .875-20 unef  1.391 (35.3) 1.359 (34.5) .818 (20.8) .811 (20.6) 1.266 (32.2) 1.234 (31.3) .281 (7.1) .359 (9.1) .743 (18.9) .733 (18.6) .894 (22.7) .884 (22.5) .833 (21.2) .823 (20.9) 1.024  (26.0) 10 .1.000-20 unef  1.516 (38.5) 1.484 (37.7) .942 (23.9) .935 (23.7) 1.391 (35.3) 1.359 (34.5) .281 (7.1) .359 (9.1) .743 (18.9) .733 (18.6) 1.020 (25.9) 1.010 (25.7) .957 (24.3) .947 (24.1) 1.024  (26.0) 12 1.125-18 unef 1.641 (41.7) 1.609 (40.9) 1.066 (27.1) 1.059 (26.9) 1.516 (38.5) 1.484 (37.7) .281 (7.1) .359 (9.1) .743 (18.9) .733 (18.6) 1.144 (29.1) 1.134 (28.8) 1.081 (27.5) 1.071 (27.2) 1.024  (26.0) 14 1.250-18 unef 1.766 (44.9) 1.734 (44.0) 1.191 (30.3) 1.184 (30.1) 1.641 (41.7) 1.609 (40.9) .281 (7.1) .359 (9.1) .743 (18.9) .733 (18.6) 1.269 (32.2) 1.259 (32.0) 1.206 (30.6) 1.196 (30.4) 1.024  (26.0) 16 1.375-18 unef 1.954 (49.6) 1.922 (48.8) 1.321 (33.6) 1.314 (33.4) 1.797 (45.6) 1.765 (44.8) .281 (7.1) .359 (9.1) .743 (18.9) .733 (18.6) 1.394 (35.4) 1.384 (35.2) 1.336 (33.9) 1.326 (33.7) 1.024  (26.0) 18 1.500-18 unef 2.032 (51.6) 2.000 (50.8) 1.441 (36.6) 1.434 (36.4) 1.906 (48.4) 1.874 (47.6) .281 (7.1) .359 (9.1) .743 (18.9) .733 (18.6) 1.520 (38.6) 1.510 (38.4) 1.456 (37.0) 1.446 (36.7) 1.024  (26.0) 20 1.625-18 unef 2.157 (54.8) 2.125 (54.0) 1.566 (39.8) 1.559 (39.6) 2.032 (51.6) 2.000 (50.8) .250 (6.4) .344 (8.7) .769 (19.5) .759 (19.3) 1.645 (41.8) 1.635 (41.5) 1.581 (40.2) 1.571 (39.9) 1.019  (25.9) 22 1.750-18 uns 2.281 (57.9) 2.249 (57.1) 1.691 (43.0) 1.684 (42.8) 2.156 (54.8) 2.124 (53.9) .250 (6.4) .344 (8.7) .769 (19.5) .759 (19.3) 1.750 (44.5) 1.740 (44.2) 1.706 (43.3) 1.696 (43.1) 1.019  (25.9) 24 1.875-16 un 2.406 (61.1) 2.374 (60.3) 1.816 (46.1) 1.809 (45.9) 2.281 (57.9) 2.249 (57.1) .250 (6.4) .344 (8.7) .769 (19.5) .759 (19.3) 1.895 (48.1) 1.885 (47.9) 1.831 (46.5) 1.821 (46.3) 1.019  (25.9) panel iv: jam-nut  panel cut-outs  shell  size  g h flat 08 .894 (22.7) .884 (22.5) .833 (21.2) .823 (20.9) 10 1.020 (25.9) 1.010 (25.7) .957 (24.3) .947 (24.1) 12 1.144 (29.1) 1.134 (28.8) 1.081 (27.5) 1.071 (27.2) 14 1.269 (32.2) 1.259 (32.0) 1.206 (30.6) 1.196 (30.4) 16 1.394 (35.4) 1.384 (35.2) 1.336 (33.9) 1.326 (33.7) 18 1.520 (38.6) 1.510 (38.4) 1.456 (37.0) 1.446 (36.7) 20 1.645 (41.8) 1.635 (41.5) 1.581 (40.2) 1.571 (39.9) 22 1.750 (44.5) 1.740 (44.2) 1.706 (43.3) 1.696 (43.1) 24 1.895 (48.1) 1.885 (47.9) 1.831 (46.5) 1.821 (46.3) 240-382j (hermetic version shown) mil-dtl-38999 series ii filter connector jam nut receptacle *some dimensions do not apply. consult factory table i: connector class sym class material finish description m environmental aluminum electroless nickel mt environmental aluminum ni-ptfe 1000 hour grey tm nickel fluorocarbon polymer nf environmental aluminum cadmium o.d. over electroless  nickel p environmental stainless steel electro-deposited nickel zn environmental aluminum zinc-nickel over electroless nickel h2 hermetic stainless steel electroless nickel table ii: capacitor array code capacitance range class pi - circuit (pf) c - circuit (pf) x* 160,000 - 240,000 80,000 - 120,000 y* 80,000 - 120,000 40,000 - 60,000 z* 60,000 - 90,000 30,000 - 45,000 a 38,000 - 56,000 19,000 - 28,000 b 32,000 - 45,000 16,000 - 22,500 c 18,000 - 33,000 9,000 - 16,500 d 8,000 - 12,000 4,000 - 6,000 e 3,300 - 5,000 1,650 - 2,500 f 800 - 1,300 400 - 650 g 400 - 600 200 - 300 * reduced dwv C please consult factory. consult factory  for additional  filter types,  tvs diodes,  and other  custom filter  connector  confgurations. 
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