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		  Datasheet File OCR Text:


		  13 fpc connectors ef-51 series 0.5mm pitch  ( smt )  cfp89 -0350f (a+5.0)=b 0.15 (a+5.7)=c scale10:1 (       -1)x0.5=a 0.5 4.9 2.5 (a+2.35)=d 4.1  0.05 1.5  0.05 1  0.05 a  0.05 0.5  0.05 0.3  0.03 1.75  0.05 (a+6.1)=e  0.05     p.c. board dimension  applicable fpc dimension (t=0.3?.05) a+1.0  0.07 a  0.05 a+2.3  0.05 a+3.1  0.1 3.4  0.1 2.9  0.2 2.1  0.05 0.5  0.03 0.35  0.03 1.15  0.07 r 0.2max r 0.2max no. of pins 9.5 14.5 15.2 11.85 22.0 27.0 27.7 24.35 40 20 45 15.6 27.8 19.5 24.5 25.2 21.85 25.3 24.5 50 29.5 30.2 26.85 30.3 39.5 80 44.5 45.2 41.85 45.3  features 1. our original front flip lock structure ensures multi pins products of high level contact reliability.  the structure which relieves the load from the cover when the fpc is locked will prevent detachment or breakage of the cover.  there are no restrictions to the direction in which the fpc can be laid. 2. by turning the cover, an fpc/ffc can be connected easily with only a small force. 3. low profile of 2.5mm height when mounted. 4. a small area with a 4.9mm depth will contribute to a reduced pcb mounting area. 5. convenient bottom contact design. 6. a mechanism to prevent fpcs from coming loose is provided. 7. using the zif structure. 8. supplied in the embossed taping with automatic mounter.  specification 1. rating: 0.5a, 50v ac/dc 2. contact resistance: 30m ? , max., initially 3. insulation resistance: 100m ? , min. at 100v dc 4. withstanding voltage: 100v ac (for one minute) 5. operating temperature range: ?0?c to +85?c  material and plating                                            no. of pins a b c d e
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