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		  Datasheet File OCR Text:


		  world products inc. 19654 8th st. east, sonoma, ca, usa, 95476 . . phone: (707) 996-5201 . . fax: (707) 996-3380 chip ceramic inductors -  0805 specifications 0805 is the u.s. inches equivalent for the 2012 millimeter series. part number inductance q typical self-resonant frequency (mhz) dc resistance (m ohms) rated dc current (ma) nh tolerance 100mhz 800mhz 1800mhz min typ max max wpc-2012-1.0 1.0 0.3nh 17 67 136 4000 12000 100 300 wpc-2012-1.2 1.2 0.3nh 17 64 128 4000 10000 100 300 wpc-2012-1.5 1.5 0.3nh 16 60 125 4000 10000 100 300 wpc-2012-1.8 1.8 0.3nh 15 58 125 4000 8000 100 300 wpc-2012-2.2 2.2 0.3nh 15 52 92 3800 8000 100 300 wpc-2012-2.7 2.7 0.3nh 14 50 76 3600 6000 100 300 wpc-2012-3.3 3.3 0.3nh 10% 15 50 75 3400 6000 130 300 wpc-2012-3.9 3.9 16 50 78 3200 5400 150 300 wpc-2012-4.7 4.7 15 46 59 3000 4500 200 300 wpc-2012-5.6 5.6 15 47 60 2800 4000 230 300 wpc-2012-6.8 6.8 5%/10% 16 52 75 2600 3650 250 300 wpc-2012-8.2 8.2 5%/10% 16 50 42 2200 3000 280 300 wpc-2012-100 10 5%/10% 17 47 45 1800 2500 300 300 wpc-2012-120 12 5%/10% 16 42 35 1650 2450 350 300 wpc-2012-150 15 5%/10% 15 40 31 1350 2000 400 300 wpc-2012-180 18 5%/10% 16 46 37 1350 1750 450 300 wpc-2012-220 22 5%/10% 17 40 25 1100 1500 500 300 wpc-2012-270 27 5%/10% 19 40 -- 1100 1500 550 300 wpc-2012-330 33 5%/10% 19 33 -- 900 1200 600 300 wpc-2012-390 39 5%/10% 18 28 -- 900 1150 650 300 wpc-2012-470 47 5%/10% 22 31 -- 850 1050 700 300 wpc-2012-560 56 5%/10% 23 19 -- 750 1000 750 300 wpc-2012-680 68 5%/10% 22 13 -- 700 950 800 300 wpc-2012-820 82 5%/10% 20 -- -- 600 850 900 300

 world products inc. 19654 8th st. east, sonoma, ca, usa, 95476 . . phone: (707) 996-5201 . . fax: (707) 996-3380 chip ceramic inductors -  0805 specifications - (continued) 0805 is the u.s. inches equivalent for the 2012 millimeter series. part number inductance q typical self-resonant frequency (mhz) dc resistance (m ohms) rated dc current (ma) nh tolerance 100mhz 800mhz 1800mhz min typ max max wpc-2012-101 100 5%/10% 21 -- -- 600 730 1000 300 wpc-2012-121 120 5%/10% 17 -- -- 600 630 1300 250 wpc-2012-151 150 5%/10% 17 -- -- 400 570 1500 250 wpc-2012-181 180 5%/10% 17 -- -- 350 510 1800 250 wpc-2012-221 220 5%/10% 17 -- -- 330 450 2000 250 wpc-2012-271 270 5%/10% 17 -- -- 300 410 2500 250 wpc-2012-331 330 5%/10% 18 -- -- 270 370 3000 250 wpc-2012-391 390 5%/10% 18 -- -- 220 330 3500 250 wpc-2012-471 470 5%/10% 18 -- -- 180 280 4000 250  
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