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		  Datasheet File OCR Text:


		  electrical specifications environmental specifications mechanical specifications shipping specifications antenna type: pcsd18-06516-4d description: 1710-1880 mhz, dual polarized, 65 degree azimuth beamwidth,  16 dbd gain panel antenna with 4 degrees of electrical downtilt 1710-1880 15.3  (17.5) 7 65 15.5 (25 4 300 dc ground 7-16 din female 2 bottom frequency band, mhz gain, dbd (dbi) azimuth beamwidth, degrees elevation beamwidth, degrees dual, slant 45 front-to-back ratio, db intermodulation, dbc return loss, db (vswr) impedance, ohms polarization type electrical downtilt, degrees maximum input power, watts lightning protection connector type connector position number of connectors 1473 (58) x 173 (6.8) x 89 (3.5) 6.8 (15.0) gray uv protected pvc 1607 (63) x 300 (11.8) x 254 (10) 11.0 (24.3) antenna dimensions - l x w x d, mm (in) antenna weight, kg (lb) radome color  radome material 201 (125) 483 (109) 118 (27) 483 (109) -40 to +65 up to 100 survival wind speed, km/h (mph) wind load - frontal, n (lbf)* wind load - lateral, n (lbf)* wind load - rear, n (lbf)* temperature range, degrees c humidity, % shipping dimensions - l x w x d, mm (in) shipping weight, kg (lb) mounting hardware specifications 15.3 (33.8) PCSD18-06516-4DM 600691a-2 mount description adjustable downtilt, 0 - 14 degrees shipping dimensions - mount with antenna -       1612 (63.3) x 300 (11.8) x 254 (10) mounting bracket part number to include mounting bracket with antenna,  order part number: shipping weight - mount with antenna, kg (lb) customer support center: from north america: 1-800-255-1479 international: +1-708-873-2307 www.andrew.com a n t e n n a   s p e  c i f i c a t i o n s    performax   tm  base station antennas   this specification sheet is for reference only and is subject to change without notice.     copyright  ? 2001 andrew corporation, printed in the u.s.a.   l x w x d, mm (in) mount weight, kg (lb) 1.0 (2.2) bulletin # 94117 - rev. 9/17/2001 * based on 100 mph (161 km/h)  port to port isolation, db >30

 customer support center: from north america: 1-800-255-1479 international: +1-708-873-2307 www.andrew.com antenna type: pcsd18-06516-4d a n t e n n a   s p e  c i f i c a t i o n s measured at 1795 mhz azimuth pattern polar plot center = -40db 5 db / radial division 10 degree / angular division elevation pattern    performax   tm  this specification sheet is for reference only and is subject to change without notice.     copyright  ? 2001 andrew corporation, printed in the u.s.a.   base station antennas   page 2 bulletin # 94117 - rev. 9/17/2001 pattern file 640498 polar plot center = -40db 5 db / radial division 10 degree / angular division
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