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		  Datasheet File OCR Text:


		  (0,50mm) .0197"  (0,80mm) .0315" hqcd, eqcd series www.samtec.com specifications for complete speci  cations see  www.samtec.com? hqcd or  www.samtec.com?eqcd cable: 38 awg micro ribbon coax cable  signal routing: 50   single-ended overall length: (95,3mm) 03.75" to  (1m) 40" standard cable flexing life: >10,000 cycles cable bending radius:  www.samtec.com end no. 1 end no. 2 specify  end assemblies from chart wiring option ?1 = pin 1 to pin 1 ?2 = pin 1 to pin 2 ?3 = pin 1 to second to last pin ?4 = pin 1 to last pin end options ttr ttl tbr tbl str stl sbr sbl surface mount t erminal,  t op mount,  notch  r ight t erminal,  t op mount,   notch  l eft t erminal,  b ottom mount,  notch  r ight t erminal,  b ottom mount,  notch  l eft s ocket,  t op mount,  notch  r ight, s ocket,  t op mount,  notch  l eft s ocket,  b ottom mount,  notch  r ight s ocket,  b ottom mount,  notch  l eft end 1  or  end 2  end 1  or  end 2  teu ted seu sed edge mount t erminal,  e dge mount, notch  u p t erminal,  e dge mount,  notch  d own s ocket,  e dge mount, notch  u p s ocket,  e dge mount,  notch  d own end 1 only tpu tpd spu spd panel mount (not available on hqcd 120  position and eqcd 80 positions) t erminal,  p anel   mount,  notch  u p t erminal,  p anel   mount,  notch  d own s ocket,  p anel   mount,  notch  u p s ocket,  p anel   mount,  notch  d own leave blank for no screw mount  & retention end option ?f = screw mount end no. 1 only (n/a with xpx options) ?s = screw mount end no. 2 only ?b = screw mount both ends  (n/a with xpx options)  (n/a on 80 positions eqcd  and 120 position hqcd)  ?l = end no. 1 retention pin or socket ?r = end no. 2 retention pin or socket ?d = both ends retention pin or socket ?1 = end no. 1 screw mount. end no. 2 retention pin or socket ?2 = end no. 1 retention pin or socket.  end no. 2 screw mount option retention pin  applications (?l, ?r, ?d) panel mount  end option  applications (?tpu, ?tpd, ?spu, spd) retention pin option can  increase unmating force  up to 50% #4-40 thread panel mount  options eqcd?020?40.00?tpd?ttr?1 hqcd?020?06.00?stl?ttr?1?b eqcd?020?06.00?ttl?ttr?1?d
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