

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						50310			1608L			ADS6442			DH110			SB3200			PCD1100			LSBK2340			Z0160			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				EPH-331ETD1B1A040S Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  miniature aluminum electrolytic capacitors for photo    ash cat. no. e1001k l' 15min. 4min. fd' fd fp0.5 vent sleeve (pet : black) ? specifications category temperature range rated voltage range  capacitance tolerance leakage current dissipation factor (tane) charge and discharge characteristics shelf life items - 20 to +55c 300, 315, 330v dc - 10 to +20% (v) i=1bc where, i : max. leakage current (ma), c : nominal capacitance (mf) 0.06max. the following specifications shall be satisfied when the capacitors are restored to 20 c  after charge and discharge are repeated 5,000 times  at room temperature (5 to 35c). discharge resistance or xenon tube : 0.7 to 1.0o. capacitance change [p10% of the initial value d.f. (tane) [150% of the initial specified value leakage current [150% of the initial specified value the following specifications shall be satisfied when the capacitors are restored to 20 c  after exposing them for 1,000 hours at 55c  without  voltage applied. before the measurement, the capacitor shall be preconditioned by applying voltage according to item 4.1 of jis c 5101-4. capacitance change [p10% of the initial value d.f. (tane) [150% of the initial specified value leakage current [150% of the initial specified value characteristics (at 20c, 120hz) (at 20c after 5 minutes) (at 20c, 120hz) ? dimensions [mm] 8.0 to 8.5 0.6 3.5 6.0 to 7.5 0.5 2.5 fd fd f fd' l' 9.0 to 9.5 0.6 4 10.0 to 14.0 0.6 5 14.5 to 18.0 0.8 7.5 fd+0.5max. l+1.0max. @ terminal code : e @rohs compliant ? part numbering system f d code (14th, 15th) l code (16th, 17th) 6 6 7 7 8 8 9 9 a a b b c c d d e e f f g g h h j 6.0 6.5 7.0 7.5 8.0 8.5 9.0 9.5 10.0 10.5 11.0 11.5 12.0 12.5 13.0 13.5 14.0 14.5 15.0 15.5 16.0 16.5 17.0 17.5 18.0 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 fd(mm) 14th fd code 15th 1 1 1 1 1 2 2 2 2 2 2 2 2 2 2 3 3 3 3 3 3 3 3 3 3 4 4 4 4 4 4 15.0 16.0 17.0 18.0 19.0 20.0 21.0 22.0 23.0 24.0 25.0 26.0 27.0 28.0 29.0 30.0 31.0 32.0 33.0 34.0 35.0 36.0 37.0 38.0 39.0 40.0 41.0 42.0 43.0 44.0 45.0 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 l(mm) 16th l code 17th @ size code supplement code size code (l code) size code (fd code) nominal capacitance code (ex. 50 m f:500,100m f:101) lead formingtaping code terminal code rated voltage code (ex. 315v:3b1,330v:331) series code category e p h - a a a e a a a a a a a a s m 134 26 7 8 9 1 0 51 2 1 3 11 16 17 18 1514 please refer to "product code guide (radial lead type)" (1/2)

 miniature aluminum electrolytic capacitors for photo    ash cat. no. e1001k ? ratings (reference) ss  : enter the appropriate lead forming or taping code. above part numbers are only reference. please consult with us about detail speci   cations (rated voltage, capacitance, case size, type of rubber, etc...). wv (v dc ) cap (mf) case size fdbl(mm) tan e part no. 315 86 10b30 0.06 eph-3b1e ss860a030s 122 10b40 0.06 eph-3b1e ss121a040s 144 12.5b30 0.06 eph-3b1e ss1e1c530s 209 12.5b40 0.06 eph-3b1e ss211c540s 330 80 10b30 0.06 eph-331e ss800a030s 114 10b40 0.06 eph-331e ss1b1a040s 137 12.5b30 0.06 eph-331e ss1d1c530s 194 12.5b40 0.06 eph-331e ss1k1c540s @ products of vents on the sealing rubber     dimensions[mm]       products of vent on rubber type, please make clearance about 1mm minimum between rubber and board.  if it is dif   cult to make clearance  1mm minimum between rubber and board, please arrange gas escaping hole on the board (same position and 40% minimum diameter fro m  the vent). the products of dual vents on rubber, requires placement one or two gas escaping hole on the board. @ products of a vent on the case please make the following open space over the vent so that the vent can operate correctly.    case diameter  clearance     f 6 to 16mm  2mm minimum     f 16.5mm and up  3mm minimum f v f vent fd v f f 10 (4.6) (1.8) 5p0.5 lead wire (2/2)
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