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		  Datasheet File OCR Text:


		  smd  emi  filters 10 the tokin management number size l : 12.6    11.6    5.6 mm inductance    121 : 120 m h series   p ? f  - features this is a magnetically shielded surface-mount type inductor in which a ferrite drum core with winding is connected with surface mount type external electrodes and combined with a ring core. specifications leadless power inductors p?f-l series markings shapes and  dimensions recommended pattern model inductance dc resistance rated current ( m h) ( w ) max. (a) pf-100l   10    20% 0.05 3.00 pf-120l   12    20% 0.05 2.90 PF-150L   15    20% 0.06 2.70 pf-180l   18    20% 0.06 2.60 pf-220l   22    20%,  - 15% 0.07 2.35 pf-330l   33    20%,  - 15% 0.12 1.85 pf-470l   47    20%,  - 15% 0.16 1.60 pf-680l   68    20%,  - 15% 0.19 1.40 pf-820l   82    20%,  - 15% 0.24 1.25 pf-101l 100    20%,  - 15% 0.27 1.20 pf-121l 120    20%,  - 15% 0.33 1.05 pf-151l 150    20%,  - 15% 0.40 0.95 pf-221l 220    20%,  - 15% 0.60 0.75 pf-331l 330    20%,  - 15% 0.82 0.65 pf-471l 470    20%,  - 15% 1.25 0.55 (mm) c a b a : 8.0mm b : 5.0mm c : 5.0mm 11.6      0.5 4.0 5.0      0.3 1.0 5.6max. 12.6    0.3 1.0 2.5 4.0    0. 2 220 manufacturing week specification name lot marking (based on the clausea2-3 of eiaj.rc1001) applications ? d/d converters ? transform chopper inductors

 smd  emi  filters 11 typical exanple of dc-superposed characteristics l( m h) i(ma) 10 100 1000 10000 0 2 4 6 8 10 12 l  pf ?100l l( m h) i(ma) 10 100 1000 10000 0 2 6 4 8 10 12 14 l  pf ?120l l( m h) i(ma) 10 100 1000 10000 0 2 4 6 8 16 14 10 12 18 l  pf ?150l l( m h) i(ma) 10 100 1000 10000 0 2 6 4 10 8 14 12 18 16 20 l  pf ?180l l( m h) i(ma) 10 100 1000 10000 0 5 10 15 20 25 l  pf ?220l l( m h) i(ma) 10 100 1000 10000 0 5 10 15 20 25 30 35 l  pf ?330l l( m h) i(ma) 10 100 1000 10000 0 10 20 30 40 50 60 l  pf ?470l l( m h) i(ma) 10 100 1000 10000 0 10 20 30 50 40 70 60 80 l  pf ?680l l( m h) i(ma) 10 100 1000 10000 0 10 20 30 40 70 90 80 60 50 l  pf ?820l note operating temperature range - 25 ~ +80?c storage temperature range - 25 ~+85?c tape and reel dimensions please order by referring to page 30, 31 and 32. cautions for use refer to pages 33. inductances whose specifications are other than above can be manufactured.

 smd  emi  filters 12 l( m h) i(ma) 10 100 1000 10000 0 50 100 150 200 250 l  pf ?221 l( m h) i(ma) 10 100 1000 10000 0 50 100 150 200 300 250 400 350 l  pf ?331l l( m h) i(ma) 10 100 1000 10000 0 50 150 100 250 200 300 400 350 500 450 l  pf ?471l l( m h) i(ma) 10 100 1000 10000 0 20 40 60 80 100 120 l  pf ?101l l( m h) i(ma) 10 100 1000 10000 0 20 40 60 80 100 120 140 l  pf ?121l l( m h) i(ma) 10 100 1000 10000 0 20 40 60 80 120 100 180 160 140 l  pf ?151l
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