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		  Datasheet File OCR Text:


		  ? 2006 glenair, inc.  cage code 06324  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  f-11   e-mail:  sales@glenair.com  series 803 a b f d e f g h j k l m n p series 803 mighty mouse ? turn bayonet coupling series 803 hermetic jam nut mount  series 803 hermetic receptacles feature 304l stainless steel shells,  fused vitreous glass insulators  and gold-plated alloy 52 iron alloy  contacts.   1 x 10 -6 cc/second  maximum  helium leak rate when tested at 1  atmosphere vacuum. two shell styles are available:  jam nut  and flange mount.     how to order sample part number 803-006 C 07 z1 9-19 p n series shell style shell material /  finish shell size/insert  contact type shell key  position 803-006 hermetic  receptacles with printed circuit board contacts or solder cup  contacts 07 jam nut  02 flange mount z1 stainless steel /  passivated zb stainless steel/ nickel plated 5-3  3 #23 6-1  1 #16  6-4  4 #23 6-7  7 #23 7-1  1 #12  7-10  10 #23 8-13  13 #23 9-4  4 #16  9-19  19 #23 10-26  26 #23 12-2  2 #12   12-37  37 #23 14-55  55 #23 15-85  85 #23 p pin, solder cup c pin, pc tail n normal alternate  key  positions: x y z series 803 hermetic receptacles solder cup contacts  accept up to  #22 awg stranded wire. or, choose  printed circuit board contacts  for  attachment to rigid boards or ? exible  circuits.   rev. 08-feb-2007

 series 803 a b f d e f g h j k l m n p ? 2006 glenair, inc.  cage code 06324  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  f-12   e-mail:  sales@glenair.com  series 803 mighty mouse ? turn bayonet coupling series 803 hermetic receptacle dimensions dimensions shell  size a max. b bsc. c ref. ? d e flats f flat ? g h thread ? j tail dia. in. mm. in. mm. in. mm. in. mm. in. mm. in. mm. in. mm. 5 .703 17.86 .513 13.03 .460 11.68 .300 7.62 .545 13.84 .350 8.89 .575 14.61 .3750-32 unef-2a #23 .018/.022 (0.46/0.56) #16 .060/.064 (1.52/1.63) #12 .092/.096 (2.34/2.44) 6 .788 20.02 .598 15.19 .522 13.26 .362 9.19 .595 15.11 .410 10.42 .635 16.13 .4375-28 unef-2a 7 .890 22.61 .708 17.98 .590 14.99 .436 11.07 .723 18.36 .536 13.61 .755 19.18 .5625-32 un-2a 8 1.154 29.31 .964 24.49 .668 16.97 .508 12.91 .723 18.36 .536 13.61 .755 19.18 .5625-32 un-2a 9 1.207 30.66 1.017 25.83 .721 18.31 .561 14.25 .790 20.07 .596 15.14 .830 21.08 .6250-28 un-2a 10 1.291 32.79 1.101 27.97 .795 20.19 .635 16.13 .855 21.72 .656 16.66 .890 22.61 .6875-28 un-2a 12 1.394 35.41 1.204 30.58 .874 22.20 .714 18.14 1.044 26.52 .845 21.46 1.078 27.38 .8750-28 un-2a 14 1.545 39.24 1.280 32.51 1.050 26.67 .865 21.97 1.230 31.24 1.022 25.96 1.264 32.11 1.0625-20 un-2a 15 1.630 41.40 1.370 34.80 1.150 29.21 .925 23.50 1.290 32.77 1.096 27.84 1.325 33.66 1.1250-28 un-2a jam nut  receptacle 803-006-07 flange mount  receptacle 803-006-02 a max b bsc c ref master  keyway 45o .110/.103  (2.79/2.62) 2 plcs f flat e flats typ master  keyway ? g ?  d .700 (17.78)   ma x .485 (12.32) .425 (10.80) .125 (3.18) min 4 x .025 (0.64) standof f ?  j .100 (2.54) max panel thickness ?  d .580 (14.73) .125 (3.18) min 4 x .025 (0.64) standof f .860 (21.84)   ma x h thread ?  j rev. 08-feb-2007
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