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		  Datasheet File OCR Text:


		  r ectifiers,  general  p urpose 1.0  to  250  amperes 50  to  1600  v olts w w w . c e n t r a l s e m i . c o m * also  available  in  do-41sp case  (0.6mm  lead  diameter)  with  radial  t ape  and  reel  (do-41sp-rpcu), see  pages  239  thru  240. **  device  utilizes  glass  passivated  chip  for  high  reliability . (3-january  2008) i o (amps) 1.0 @  t a ( o c) 75 75 55 100 100 i fsm (amps) 50 50 50 50 50 case do-41* gpr-1a do-41  glass v rrm (vol ts) 50 1n4001 1n4001gpp** 100 1n4002 1n4002gpp** 200 1n4003 1n4003gpp** 1n4245 1n361 1 1n4383 400 1n4004 1n4004gpp** 1n4246 1n3612 1n4384 600 1n4005 1n4005gpp** 1n4247 1n3613 1n4385 800 1n4006 1n4006gpp** 1n4248 1n3614 1n4585 1000 1n4007 1n4007gpp** 1n4249 1n3957 1n4586 v f max  @  i f =i o 1.1v 1.1v  1.2v 1.0v 1.1v i r max  @  v rrm 5.0ma 5.0ma 1.0ma 1.0ma 10ma

 r ectifiers,  general  p urpose (continued) w w w . c e n t r a l s e m i . c o m i o (amps) 1.0 1.5 @  t a ( o c) 75 55 75 70 75 i fsm (amps) 50 50 50 50 50 case gpr-1a do-15** do-41* v rrm (vol ts) 50 1n5391** 100 cpr1-010 1n5392** cr1-010 200 1n5059 1n5614 cpr1-020 1n5393** cr1-020 300 1n5394** 400 1n5060 1n5616 cpr1-040 1n5395** cr1-040 500 1n5396** 600 1n5061 1n5618 cpr1-060 1n5397** cr1-060 800 1n5062 1n5620 cpr1-080 1n5398** cr1-080 1000 1n5622 cpr1-100 1n5399** cr1-100 1200 cpr1-120 cr1-120 v f max  @  i f =i o 1.2v 1.2v  1.1v  1.4v   1.1v i r max  @  v rrm 5.0  a 0.5  a 5.0  a 10  a 5.0  a * also  available  in  do-41sp case  (0.6mm  lead  diameter)  with  radial  t ape  and  reel  (do-41sp-rpcu),  see  pages  239  thru  240. **  a vailable  in  do-41  case  on  special  order?ust  add  do-41  suf fix  to  part  number .  ie:  1n5395  do-41 (6-december  2004)

 r ectifiers,  general  p urpose (continued) w w w . c e n t r a l s e m i . c o m i o (amps) 2.0 3.0 @  t a ( o c) 75 50 75 55 75 i fsm (amps) 50 50 200 100 125 case gpr-1a do-15 do-201ad gpr-3a v rrm (vol ts) 50 1n5400 100 cpr2-010 cr2-010 1n5401 200 cpr2-020 cr2-020 1n5402 1n5550 1n5624 300 1n5403 400 cpr2-040 cr2-040 1n5404 1n5551 1n5625 500 1n5405 600 cpr2-060 cr2-060 1n5406 1n5552 1n5626 800 cpr2-080 cr2-080 1n5407 1n5553 1n5627 1000 cpr2-100 cr2-100 1n5408 1n5554 1200 cpr2-120 cr2-120 1400 cr2-140 1600 cr2-160 v f max  @  i f =i o 1.2v 1.1v 1.1v  1.1v  1.0v i r max  @  v rrm 5.0  a 10  a 10  a 1.0  a 5.0  a (6-december  2004)

 r ectifiers,  general  p urpose (continued) w w w . c e n t r a l s e m i . c o m *  device  utilizes  glass  pasivated  chip  for  high  reliability . i o (amps) 3.0 5.0 6.0 @  t a ( o c) 75 100 75 75 25 60 i fsm (amps) 125 200 200 200 200 400 case gpr-3a do-201ad case  106 v rrm (vol ts) 50 cr3-005 cr3-005gpp* 100 cpr3-010 cr3-010 cr3-010gpp* cr5-010 cr5-010gpp* 200 cpr3-020 cr3-020 cr3-020gpp* cr5-020 cr5-020gpp* cr6a2gpp* 400 cpr3-040 cr3-040 cr3-040gpp* cr5-040 cr5-040gpp* cr6a4gpp* 600 cpr3-060 cr3-060 cr3-060gpp* cr5-060 cr5-060gpp* cr6a6gpp* 800 cpr3-080 cr3-080 cr3-080gpp* cr5-080 cr5-080gpp* cr6a8gpp* 1000 cpr3-100 cr3-100 cr3-100gpp* cr5-100 cr5-100gpp* cr6a10gpp* 1200 cr3-120 v f max  @  i f =i o 1.1v 1.1v 1.1v 1.2v 1.2v 1.0v i r max  @  v rrm 5.0  a 10  a 5.0  a 5.0  a 5.0  a 10  a (6-december  2004)

 r ectifiers,  general  p urpose (continued) w w w . c e n t r a l s e m i . c o m i o (amps) 12 16 20 40 @t c ( o c) 150 150 150 150 i fsm  (amps) 300 325 350 800 case do-4* do-5* v rrm (vol ts) 100 cr12-010 cr16-010 cr20-010 cr40-010 200 cr12-020 cr16-020 cr20-020 cr40-020 400 cr12-040 cr16-040 cr20-040 cr40-040 600 cr12-060 cr16-060 cr20-060 cr40-060 800 cr12-080 cr16-080 cr20-080 cr40-080 1000 cr12-100 cr16-100 cr20-100 cr40-100 1200 cr12-120 cr16-120 cr20-120 cr40-120 v f max  @  i f =i o 1.1v 1.1v  1.1v  1.1v  i r max  @  v rrm 10  a 10  a 10  a 100  a *  standard  polarity  is  cathode  to  case.  for  reverse  polarity  add  ?? suffix  to  part  number . (6-december  2004)

 r ectifiers,  general  p urpose (continued) w w w . c e n t r a l s e m i . c o m i o (amps) 60 80 150 250 @t c ( o c) 150 150 150 150 i fsm  (amps) 900 1500 3000 5000 case do-5* do-8* do-9* v rrm (vol ts) 100 cr60-010 cr80-010 cr150-010 cr250-010 200 cr60-020 cr80-020 cr150-020 cr250-020 400 cr60-040 cr80-040 cr150-040 cr250-040 600 cr60-060 cr80-060 cr150-060 cr250-060 800 cr60-080 cr80-080 cr150-080 cr250-080 1000 cr60-100 cr80-100 cr150-100 cr250-100 1200 cr60-120 cr80-120 cr150-120 cr250-120 v f max  @  i f =i o 1.1v 1.2v 1.1v  1.1v i r max  @  v rrm 100  a 100  a 1.0ma 2.0ma *  standard  polarity  is  cathode  to  case.  for  reverse  polarity  add  ?? suffix  to  part  number . (6-december  2004)
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