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		  Datasheet File OCR Text:


		  high precision power splitter  ps series power splitter with excellent high frequency characteristics for applications from  dc  20ghz bit error is restrained by keeping high frequency digital signal stable offer standard type with ground and custom type designed to customer' specification. ps  1608  g  t2  -  r50  -  t1 ( t5 ) impedance (50  ) package (t1:1,000pcs/reel, t5:5,000pcs/reel) number of output terminal (t2  2 terminals) type(g  standard) part code dimensions specifications part number susumu group catalog dimension (inch size)  ps3216 ( g ) (1206)  ps5025 ( g ) (2010) l w a b t 3.2  0.2 1.6  0.2 0.3  0.1 0.35  0.1 0.4  0.1  ps2012 ( g ) (0805) 2.0  0.2 1.25  0.2 0.4  0.1 0.3  0.1 0.4  0.1 ps1608 ( g ) (0603) 1.6  0.2 0.8  0.2 0.4  0.1 0.3  0.1 0.4  0.1 5.0  0.2 2.5  0.2 0.35  0.1 0.65  0.1 0.8  0.15 w t l a b b rr r r  16.67  input output output back side    no ground for custom type front side type standard type operating frequency insertion loss input power ps1608g dc  20ghz 6  0.5db(dc  10ghz) 6  1.0db(10ghz  20ghz) vswr 1.3(dc  10ghz) 1.5(10ghz  20ghz) max overload power *standard type with ground on back side can gain stable performance regardless of circuit characteristics *custom type without ground on back side can be designed according to specific circuit       ?  please ask as for chip custom type with demension of 1.0*0.5mm       ?  simplified pattern can be realized as ground is not required on the surface of circuit split diviation ps2012g dc  17.5ghz 6  0.5db(dc  10ghz) 6  1.0db(10ghz  17.5ghz) 1.3(dc  10ghz) 1.5(10ghz  17.5ghz) ps3216g dc  15ghz 6  0.5db(dc  10ghz) 6  1.0db(10ghz  15ghz) 1.3(dc  10ghz) 1.5(10ghz  15ghz) max.0.3db ps5025g dc  10ghz 100mw 125mw 250mw 500mw 200mw 250mw 500mw 1000mw 1,000 ? 5,000pcs/reel 6  0.5db(dc  7.5ghz) 6  1.0db(7.5ghz  10ghz) 1.3(dc  7.5ghz) 1.5(7.5ghz  10ghz) operating temperature package  40  125  c mechanical equivalent circuit electrical $pnqmfufmzmfbegsff 3p)4dpnqmjbou ( unit : mm )
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