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		  Datasheet File OCR Text:


		  ? 2006 glenair, inc.  cage code 06324/0ca77  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  p-20   e-mail:  sales@glenair.com  how to order vertical smt pcb connectors series insert arrangement/  contact type shell material and  finish termination type hardware 890-010 plug, pin contacts,  single row, vertical smt  nanominiature 890-011 receptacle, socket  contacts, single row,  vertical smt nanominiature plugs (890-010) 9p 15p 21p 25p 31p 37p 51p receptacles (890-011) 9s 15s 21s 25s 31s 37s 51s a1 aluminum shell, cadmium  plating a2 aluminum shell, electroless  nickel plating t titanium shell, unplated s stainless steel shell,  passivated bss  b oard  s traight s urface  mount t threaded inserts, #0-80  female sample part number 890-010  C  37p a1  Cbss t vertical smt pcb n ano connectors  feature gold alloy  nanopin contacts. these nanomimiature connectors  offer premium performance and reliability for demanding  applications. available with #0-80 threaded inserts, or with  jackscrews for use with ?  exible circuits.  pre-tinned pc tails  are coated with sn63pb37 tin-lead for  excellent solderability.  choose aluminum, titanium or stainless steel shells  in  seven layouts from 9 to 51 contacts. complies to the  requirements of mil-dtl-32139. these connectors are  intermateable with any corresponding glenair series  890 single row metal shell nanominiature connector. series 89 nanominiature connectors single row vertical surface mount pcb 890-010 and -011 specifications durability 200 cycles minimum current rating 1 amp maximum voltage rating (dwv) 300 vac rms sea level  insulation resistance 5000 megohms minimum operating temperature -55 c. to +125 c. contact resistance 71 mv. @1 amp #30 awg wire thermal vacuum outgassing 1.0% max tml, 0.1% max.  materials and finishes connector shell see ordering information insulator liquid crystal polymer (lcp),30% glass-filled contacts gold alloy, unplated hardware 300 series stainless steel pc tails #30 (.010 dia.) copper wire, solder dipped pcb trays  liquid crystal polymer (lcp) or epoxy encapsulant epoxy

 ? 2006 glenair, inc.  cage code 06324/0ca77  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  p-21   e-mail:  sales@glenair.com  p single row nano vertical smt dimensions plug (pin) connectors receptacle (socket) connectors layout a dimension b basic dimension c basic dimension in. mm. in . mm. in. mm. 9p .500 12.70 .395 10.03 .284 7.21 9s .500 12.70 .395 10.03 .285 7.24 15p .650 16.51 .545 13.84 .434 11.02 15s .650 16.51 .545 13.84 .435 11.05 21p .800 20.32 .695 17.65 .584 14.83 21s .800 20.32 .695 17.65 .585 14.86 25p .900 22.86 .795 20.19 .684 17.37 25s .900 22.86 .795 20.19 .685 17.40 31p 1.050 26.67 .945 24.00 .834 21.18 31s 1.050 26.67 .945 24.00 .835 21.21 37p 1.200 30.48 1.095 27.81 .984 24.99 37s 1.200 30.48 1.095 27.81 .985 24.02 51p 1.550 39.37 1.445 36.70 1.334 33.88 51s 1.550 39.37 1.445 36.70 1.335 33.91 series 89 nanominiature connectors single row vertical surface mount pcb 890-010 and -011 .025 (0.64) typ .005 (0.13) pin 1 a c b #0-80 unf-2b, 2x .115  (2.92) .108 / .102 2.74 / 2.59 .330 (8.38) .115 (2.92) .010 (0.25) .020 (0.51) .005 (0.13) .025 (0.64) typ a c b socket 1 #0-80 unf-2b, 2x .115  (2.92) .115 (2.92) .010 (0.25) .020 (0.51) .042/.037 (1.07/0.94) .110  .003 (2.79  0.08) .255 (6.48)

 ? 2006 glenair, inc.  cage code 06324/0ca77  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  p-22   e-mail:  sales@glenair.com  series 89 nanominiature connectors single row vertical mount smt 890-010 and -011 pin #1 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) .395(10.03) .070 (1.78) 2 plcs 1 3 5 7 2 4 6 8 9 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) .545 (13.84) .070 (1.78) 2 plcs 1 3 5 7 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) .695 (17.65) .070 (1.78) 2 plcs 1 3 5 7 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 1 7 1 9 2 1 2 0 1 8 1 6 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) .795 (20.19) .070 (1.78) 2 plcs 1 3 5 7 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 1 7 1 9 2 1 2 3 2 5 2 0 2 2 2 4 1 8 1 6 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) .945 (24.00) .070 (1.78) 2 plcs 1 3 5 7 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 1 7 1 9 2 1 2 3 2 5 2 7 2 9 3 1 2 0 2 2 2 4 2 6 2 8 3 0 1 8 1 6 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) 1.095 (27.81) .070 (1.78) 2 plcs 1 3 5 7 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 1 7 1 9 2 1 2 3 2 5 2 7 2 9 3 1 3 3 3 5 3 7 3 2 3 4 3 6 2 0 2 2 2 4 2 6 2 8 3 0 1 8 1 6 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) 1.445 (36.71) .070 (1.78) 2 plcs 1 3 5 7 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 1 7 1 9 2 1 2 3 2 5 2 7 2 9 3 1 3 3 3 5 3 7 3 2 3 4 3 6 2 0 2 2 2 4 2 6 2 8 3 0 4 2 4 4 4 6 4 8 5 0 3 8 4 0 4 3 4 5 4 7 4 9 5 1 3 9 4 1 1 8 1 6 .083 (2.11) .098 (2.49) pad height .088 (2.24) lead length .016 (0.41) typ.  .083 (2.11) .010 (0.25) lead dia.  pad/footprint detail vertical smt plug (pin) connector layout 890-010 component mounting side of printed circuit board 9 contacts 15  contacts 21 contacts 25 contacts 31 contacts 37 contacts 51 contacts

 ? 2006 glenair, inc.  cage code 06324/0ca77  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  p-23   e-mail:  sales@glenair.com  p .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) .395(10.03) .070 (1.78) 2 plcs 1 3 57 2 4 68 9 series 89 nanominiature connectors single row vertical mount smt 890-010 and -011 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) .545 (13.84) .070 (1.78) 2 plcs 1 357 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) .695 (17.65) .070 (1.78) 2 plcs 1 357 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 1 7 1 9 2 1 2 0 1 8 1 6 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) .795 (20.19) .070 (1.78) 2 plcs 1 357 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 1 7 1 9 2 1 2 3 2 5 2 0 2 2 2 4 1 8 1 6 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) .945 (24.00) .070 (1.78) 2 plcs 1 357 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 1 7 1 9 2 1 2 3 2 5 2 7 2 9 3 1 2 0 2 2 2 4 2 6 2 8 3 0 1 8 1 6 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) 1.095 (27.81) .070 (1.78) 2 plcs 1 357 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 1 7 1 9 2 1 2 3 2 5 2 7 2 9 3 1 3 3 3 5 3 7 3 2 3 4 3 6 2 0 2 2 2 4 2 6 2 8 3 0 1 8 1 6 .050 (1.27) typ .025 (0.64) typ .0975 (2.48) .083 (2.11) .083 (2.11) 1.445 (36.71) .070 (1.78) 2 plcs 1 357 2 4 6 8 9 1 1 1 0 1 2 1 4 1 3 1 5 1 7 1 9 2 1 2 3 2 5 2 7 2 9 3 1 3 3 3 5 3 7 3 2 3 4 3 6 2 0 2 2 2 4 2 6 2 8 3 0 4 2 4 4 4 6 4 8 5 0 3 8 4 0 4 3 4 5 4 7 4 9 5 1 3 9 4 1 1 8 1 6 socket #1 .083 (2.11) .098 (2.49) pad height .088 (2.24) lead length .016 (0.41) typ.  .083 (2.11) .010 (0.25) lead dia.  pad/footprint detail vertical smt receptacle (socket) connector layout 890-011 component mounting side of printed circuit board 9 contacts 15  contacts 21 contacts 25 contacts 31 contacts 37 contacts 51 contacts
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