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		  Datasheet File OCR Text:


		     www.vishay.com for technical questions, contact:  ff2aresistors@vishay.com document number: 66004 42 revision: 11-mar-10 gsr vishay angstrohm metal film resistors,  hermetically-sealed, precision, industrial features ? hermetic glass enclosure is impervious to harmful environments ? inert gas filled ? low noise (- 40 db) ? low tcr (down to 15 ppm/c) mechanical specifications termination:  vishay angstrohm gsr resistors use gold- plated nickel leads, which are both solderable and weldable (hot solder dip is available as an option).   note (1)  continuous working voltage shall be   or ma ximum working voltage, whichever is less. standard electrical specifications model power rating maximum working voltage  (1) v temperature coefficient   ppm/c tolerance  % resistance range   p 70 c w p 125 c w gsr55 0.125 0.10 200 15, 25, 50 0.05, 0.1, 0.5, 1 10 to 2.5m gsr57 0.25 0.125 250 15, 25, 50 0.05, 0.1, 0.5, 1 10 to 1m gsr60 0.25 0.125 250 15, 25, 50 0.05, 0.1, 0.5, 1 10 to 3m gsr65 0.50 0.25 300 15, 25, 50 0.05, 0.1, 0.5, 1 10 to 10m gsr70 0.75 0.50 350 15, 25, 50 0.05, 0.1, 0.5, 1 10 to 10m gsr75 2.0 1.0 750 15, 25, 50 0.05, 0.1, 0.5, 1 10 to 5m global part number information new global part numbering: gsr55e49r900bmr (preferred part number format) global model temperature coefficient resistance value tolerance code packaging special (see standard  electrical  specifications  table) x  = 15 ppm e  = 25 ppm h  = 50 ppm r =   k = k  m = m  10r000  = 10   49r900  = 49.9   680k00  = 680 k  1m0000  = 1.0 m  a  =  0.05 % b  =  0.1 % d  =  0.5 % f  =  1.0 % mr  = foil bag (55, 57, 60, 65, 70) ms  = foil bag (75 only) cs  = reel (55, 57, 60) ct  = reel (65, 70, 75) blank = standard (dash number) (up to 3 digits) from  1 to 999 as applicable historical part numbering: gsr55e49r9b (will continue to be accepted) gsr55 e 49r9 b historical model temperature coefficient resistance value tolerance code p  x  r 55e4 r90 9 sr 0bm g r

    document number: 66004 for technical questions, contact:  ff2aresistors @vishay.com www.vishay.com revision: 11-mar-10 43 gsr metal film resistors,  hermetically-sealed, precision, industrial vishay angstrohm dimensions  in inches (millimeters)    model a   length   b   diameter   c   cl to cl   (max.)   d   length    0.125 ( 3.18)   e   diameter    0.002 ( 0.051)   d   approx.   weight (g)   gsr55   0.280  0.020   (7.11  0.51)   0.110  0.020   (2.79  0.51)   0.379   (9.63)   1.50   (38.10)   0.025   (0.635)   0.337   gsr57   0.310  0.025   (7.87  0.64)   0.150  0.020   (3.81  0.51)   0.467   (11.86)   1.50   (38.10)   0.025   (0.635)   0.405   gsr60   0.425  0.030   (10.80  0.76)   0.150  0.020   (3.81  0.51)   0.530   (13.46)   1.50   (38.10)   0.025   (0.635)   0.450   gsr65   0.640  0.040   (16.26  1.02)   0.240  0.025   (6.10  0.64)   0.780   (19.81)   1.50   (38.10)   0.025   (0.635)   1.300   gsr70   0.640  0.040   (16.26  1.02)   0.240  0.025   (6.10  0.64)   0.780   (19.81)   1.50   (38.10)   0.032   (0.813)   1.440   gsr75   1.062  0.062   (26.98  1.58)   0.250  0.025   (6.35  0.64)   1.186   (30.12)   1.50   (38.10)   0.032   (0.813)   2.500   e c a d b power derating 120  100  8 0  60  40  20  0  ambient temperature c 25 50  75 100 125 150 175  ra  ted power in   %   125 c  marking - style and size   - value   - tolerance and rtc   - date code  

    document number: 91000 www.vishay.com revision: 18-jul-08 1 disclaimer legal disclaimer notice vishay all product specifications and data are subject to change without notice.  vishay intertechnology, inc., its affiliates, agents, and employees, and all persons acting on its or their behalf (collectively, ?vishay?),  disclaim any and all liability fo r any errors, inaccuracies or  incompleteness contained herein or in any other disclosure relating to any product.  vishay disclaims any and all li ability arising out of the use or application  of any product describ ed herein or of any information provided herein to the maximum extent permit ted by law. the product specifications do not expand or otherwise modify vishay?s terms and conditions of purcha se, including but not limited to the warranty expressed therein, which apply to these products.  no license, express or implied, by estoppel or otherwise, to any intellectual property rights is granted by this document or by any conduct of vishay.  the products shown herein are not designed for use in medi cal, life-saving, or life-sustaining applications unless otherwise expressly indicated. customers using or selling  vishay products not expressly indicated for use in such applications do so entirely at their own risk and agree to fully indemnify vishay for any damages arising or resulting from such use or sale. please contact authorized vishay  personnel to obtain written terms and conditions regarding products designed for such applications.  product names and markings noted herein may  be trademarks of their respective owners.
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