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		  Datasheet File OCR Text:


		  t ransponder coils for surface mounting  ? ?
 nz ; ??????? type sa412b inductance range: 1.0~8.2mh type sa3d14 frequency range: ~7.0mh features ? high reliability conforms to automotive applications. ? encapsulated core and winding for anti-shock proof. ? high q and high sensivility due to optimaized magnetic material and electrode structure. ? wide inductance range for desigh flexibility ? sa3d14 is triaxial lf antenna coil. ? applicable to reflow soldering ? rohs compliant ?yy? ? 	l,	jt&b??	?t
q ? 
q.q

??	%
?-`h1	?8? ? 
qpq???w7&=t???2k?s
q ? 
?-su?xz???????
c?d ? 4"%x.??a??? ? ??x?i
?zud ? 3p)4|?0  applications ? surtable as a transponder antenna coil for tpms and keyless entry system. (vehicle application) ;yym ? 51.4q?t???????w.3aw??? ??;??a???t7&	?	?;s selection guide for standard transformers 4.0 2.3 3.2 2.5 marking 12.0 3.4 (3.6 max.) 0.05 12.0 9.0 0.7 12.1 10.4 1088np-102j 1.0 125 5 45 1088np-122j 1.2 125 5 45 1088np-152j 1.5 125 5 45 1088np-182j 1.8 125 5 45 1088np-222j 2.2 125 5 45 1088np-272j 2.7 125 5 45 1088np-332j 3.3 125 5 45 1088np-392j 3.9 125 5 45 1088NP-472J 4.7 125 5 45 1088np-562j 5.6 125 5 40 1088np-682j 6.8 125 5 40 1088np-752j 7.5 125 5 40 1088np-822j 8.2 125 5 40 type sa412b ?????? 	*t
: 2 f?
?
j inductance l (mh) test frequency (khz) unloaded q min. toko part number 13.9 10.2 recommended patterns 
*	???? (unit: mm) ?0) tolerance (%) (unit: mm) 13.8 13.8 3.6 0.5 1.55 2.5 0.5 2.5 2.5 1.5 2.7 2.7 c0.3 1.6 1.6 x x y zz y 4.2 10.2 13.4 4.4 13.4 10.8 3.5 2.7 3.0 2.7 3.5 3.5 2.7 0.2 3.0 0.2 0.2 3.5 0.2 2.7 (unit: mm) (unit: mm) type sa412b sa3d14 4"%uzqfjtgpsdvtubnj[fetqfdjgjdbujpo1mfbtfgffmgsffu pforvjsfdpodfsojohefubjmt 4"%x??7
?pb{	?itmmoxsem?d
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