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		  Datasheet File OCR Text:


		  axial lead ceramic capacitors multilayer  ceragold tm  construction   conformal coated, miniature sizes, 0.3pf - 2.2uf   wide range of capacitance, tolerance, tc, and voltage   c0g (np0), x7r, z5u and y5v temperature coefficients   popular values available from stock cea series inch  [mm] dielectric characteristics (typical) d c r e p y t c d v w 1 e g n a r e c n a t i c a p a c l ) x a m , h t g n e l y d o b ( d ) x a m , r e t e m a i d y d o b ( d ) a i d d a e l ( ) o p n ( g 0 cr 7 xv 5 y / u 5 z 2 5 0 a e c 5 2 0 5 0 0 1 f p 0 0 0 1 - 3 . 0 f p 0 0 0 1 - 3 . 0 f p 0 2 8 - 5 . 0 f u 5 1 . 0 - f p 0 0 1 f u 0 1 . 0 - f p 0 0 1 f u 1 0 . 0 - f p 0 0 1 f u 0 . 1 - f p 0 0 0 1 f u 7 4 . 0 - f p 0 0 0 1 f u 8 6 0 . 0 - f p 0 0 0 1 0 5 1 . 0 ] 8 . 3 [ 0 0 1 . ] 4 5 . 2 [ 3 0 0 .  8 1 0 ] 8 0 .  5 4 . 0 [ 0 1 a e c 5 2 0 5 0 0 1 f p 0 0 7 2 - 5 . 0 f p 0 0 2 2 - 5 . 0 f p 0 0 0 1 - 5 . 0 f u 2 2 . 0 - f p 0 0 1 f u 0 1 . 0 - f p 0 0 1 f u 3 3 0 . 0 - f p 0 0 1 f u 2 . 1 - f p 0 0 0 1 f u 0 . 1 - f p 0 0 0 1 f u 0 1 . 0 - f p 0 0 0 1 0 7 1 . 0 ] 2 3 . 4 [ 0 0 1 . ] 4 5 . 2 [ 3 0 0 .  8 1 0 . ] 8 0 .  5 4 . 0 [ 2 1 a e c 5 2 0 5 0 0 1 f p 0 0 6 5 - 5 . 0 f p 0 0 7 4 - 5 . 0 f p 0 0 3 3 - 5 . 0 f u 0 . 1 - f p 0 0 1 f u 7 4 . 0 - f p 0 0 1 f u 0 1 . 0 - f p 0 0 1 f u 2 . 2 - f p 0 0 0 1 f u 0 . 1 - f p 0 0 0 1 f u 0 1 . 0 - f p 0 0 0 1 0 0 2 . 0 ] 1 . 5 [ 8 1 1 . ] 0 . 3 [ 3 0 0 .  8 1 0 . ] 8 0 .  5 4 . 0 [ m e t i) o p n ( g o cr 7 x) u 5 z ( v 5 y 2 s e u l a v 2 1 e , e g n a r . p a cf p 0 0 6 , 5 - f p 3 . 0f u 1 - f p 0 0 1f u 2 . 2 - f p 0 0 0 , 1 e c n a r e l o t e c n a t i c a p a c ) d t s ( f p 5 . , f p 5 2 . , f p 1 .  : f p 0 1 <  % 0 1  , ) d t s ( % 5  , % 2  , % 1  : f p 0 1 , ) d t s ( % 0 1  , % 5  % 0 2  % 0 2 - / 0 8 + , ) d t s ( % 0 2  e g n a r e r u t a r e p m e t g n i t a r e p oc  5 2 1 + o t c  5 5 -c  5 2 1 + o t c  5 5 -c  5 8 + o t c  0 3 - s c i t s i r e t c a r a h c e r u t a r e p m e tc  / m p p 0 3  0 3 e g n a r p m e t . p o r e v o x a m % 5 1  ) % 6 5 - / % 2 2 + ( % 2 8 - / % 2 2 + e g n a r p m e t g n i t a r e p o r e v o x a m ) r h e d a c e d / s s o l p a c ( g n i g ae l b i g i l g e n% 2% 7 ( f e o c e g a t l o v ? ) v x a m @ ce l b i g i l g e np y t % 0 1 + o t % 0 5 -p y t % 0 2 + o t % 0 8 - ) z h k 1 ( r o t c a f n o i t a p i s s i d ) c  5 2 1 + & c  5 2 + ( % 5 1 . 0 f p 0 0 0 1 < s e u l a v r o f z h m 1 , s m r v 0 . 1 s m r v 1 , . x a m % 5 . 2s m r v 5 . 0 . x a m % 0 . 4 c  5 2 e c n a t s i s e r n o i t a l u s n i ) 2 0 3 - d o h t e m - 2 0 2 - d t s - l i m ( g 0 0 1 ? m 0 0 0 1 r o ? -f u s s e l s i r e v e h c i h w g 0 0 1 ? m 0 0 0 1 r o ? -f u s s e l s i r e v e h c i h w g 0 1 ? m 0 0 0 1 r o ? -f u s s e l s i r e v e h c i h w h t g n e r t s c i r t c e l e i dc d v d e t a r x 5 . 2c d v d e t a r x 5 . 2c d v d e t a r x 5 . 2 ) s r u o h 0 0 0 1 ( t s e t e f i l c  5 2 1 + @ e g a t l o v d e t a r x 2 ? g i w f p 5 2 . 0 r o % 3 < c c  5 2 1 + t a e g a t l o v d e t a r x 2 ? % 0 2 < c c  5 8 + t a e g a t l o v d e t a r x 5 . 1 ? % 0 3 < c fa080a    sale of this product is in accordance with gf-061. specifications subject to change without notice.   rohs term.w is rohs compliant & 260c compatible rcd?s cea series features  ceragold tm  high-density multi- layer construction enabling an expanded range of values. bodies are  insulated with a proprietary flame retardant epoxy coating for superior environmental protection and dielectric strength. non-standard values, increased voltage ratings, custom marking, military screening, cut & formed leads, etc., are available. matched sets and networks also available. custom components are an rcd specialty! footnotes: 1     expanded range available, consult factory 2    y5v is standard,  z5u is avail. (y5v & z5u are c onsidered interchangeable) 3     60ppm 
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