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		  Datasheet File OCR Text:


		  multilayer ceramic capacitors axial leads, miniature   conformal coated and miniature size   wide range of capacitance, tolerance, tc, and voltage   axial leaded for thru-hole placement   cog (npo), x7r, z5u and y5v temperature coefficients   tape and reel and ammo packaging   industry standard sizes   increased voltage ratings available   radial style (cer series) available features rcd components inc.,   520 e. industrial park dr., manchester, nh usa 03109 tel: (603) 669-0054  fax:(603) 669-5455  e-mail: sales@rcdcomponents.com   www.rcdcomponents.com faxxxx  specifications subject to change without notice  dimensions e z i s g n i g a k c a p d r a d n a t s r / to m m ak l u b 5 0 a e c0 0 0 50 0 0 50 0 0 1 0 1 a e c0 0 0 50 0 0 50 0 0 1 2 1 a e c0 0 5 20 0 5 20 0 5 s c i t s i r e t c a r a h c) o p n ( g o cr 7 xv 5 y / u 5 z e g n a r e c n a t i c a p a cf p 0 0 7 , 4 - f p 1f p 0 0 0 , 0 2 2 - f p 0 0 1f p 0 0 0 , 0 0 2 , 1 - f p 0 0 2 , 2 e c n a r e l o t e c n a t i c a p a c , ) g ( % 2  , ) f ( % 1  ) k ( % 0 1  , ) j ( % 5  , ) k ( % 0 1  , ) j ( % 5  ) m ( % 0 2  ) z ( % 0 2 - 0 8 + o t ) m ( % 0 2  e g n a r e r u t a r e p m e t g n i t a r e p oc  5 2 1 + o t c  5 5 - c  5 2 1 + o t c  5 5 - c  5 8 + o t c  0 1 + ) u 5 z ( c  5 8 + o t c  0 3 - ) v 5 y ( s c i t s i r e t c a r a h c e r u t a r e p m e tc  / m p p 0 3  0) c d v 0 ( % 5 1  % 6 5 - , % 2 2 + ) u 5 z ( % 2 8 - , % 2 2 + ) v 5 y ( g n i t a r e g a t l o vc d v 0 0 2 & 0 0 1 , 0 5c d v 0 0 2 & 0 0 1 , 0 5c d v 0 0 1 & 0 5 r o t c a f n o i t a p i s s i d ) c  5 2 1 + & c  5 2 + ( . x a m % 5 1 . 0 . f p 0 3 n a h t r e t a e r g s e u l a v r o f : w o l e b d n a f p 0 3 f o s e u l a v r o f 0 0 4 + c x 0 2 = q f p 0 0 1 > s e u l a v r o f z h m 1 , s m r v 0 . 1 . x a m s m r v 1 , z h k 1 t a . x a m % 5 . 2. x a m s m r v 5 , z h k 1 t a . x a m % 0 . 4 c  5 2 e c n a t s i s e r n o i t a l u s n i ) 2 0 3 - d o h t e m - 2 0 2 - d t s - l i m ( m k 0 0 1 ? m 0 0 0 1 r o ? f u - s s e l s i r e v e h c i h w . n i m m k 0 0 1 ? m 0 0 0 1 r o ? f u - s s e l s i r e v e h c i h w . n i m m k 0 0 1 ? m 0 0 0 1 r o ? f u - s s e l s i r e v e h c i h w . n i m h t g n e r t s c i r t c e l e i dc d v d e t a r f o % 0 5 2c d v d e t a r f o % 0 5 2c d v d e t a r f o % 0 5 2 ) s r u o h 0 0 0 1 ( t s e t e f i lc  5 2 1 + t a e g a t l o v d e t a r f o % 0 0 2c  5 2 1 + t a e g a t l o v d e t a r f o % 0 0 2c  5 8 + t a e g a t l o v d e t a r f o % 0 5 1 performance characteristics e z i s) h t g n e l ( l) r e t e m a i d ( df ] 3 6 . [ 5 2 0 . .  ) a i d d a e l ( dh t g n e l d a e l 5 0 a e c] 7 .  8 . 3 [ 8 2 0 .  9 4 1 . 0] 1 8 .  5 . 2 [ 2 3 0 . 0  8 9 0 .] 8 0 . 5 [ 2 . 0] 8 0 .  5 4 . 0 [ 3 0 0 .  8 1 0 .] 7 2 [ . n i m 6 0 . 1 0 1 a e c] 7 .  3 . 4 [ 8 2 0 .  9 6 1 . 0] 1 8 .  5 . 2 [ 2 3 0 . 0  8 9 0 .] 8 0 . 5 [ 2 . 0] 8 0 .  5 . 0 [ 3 0 0 .  2 0 .] 7 2 [ . n i m 6 0 . 1 2 1 a e c] 7 .  1 . 5 [ 8 2 0 .  2 . 0] 1 8 .  0 . 3 [ 2 3 0 . 0  8 1 1 .] 5 . 7 [ 5 9 2 . 0] 8 0 .  5 . 0 [ 3 0 0 .  2 0 .] 7 2 [ . n i m 6 0 . 1 e z i sc d v w ) f p ( e g n a r e c n a t i c a p a c ) o p n ( g o cr 7 xv 5 y / u 5 z 5 0 a e c 5 2 0 5 0 0 1 0 0 0 1 - 5 . 0 0 2 8 - 5 . 0 0 6 5 - 5 . 0 0 0 0 , 3 3 - 0 0 1 0 0 0 , 2 2 - 0 0 1 0 0 7 , 4 - 0 0 1 0 0 0 , 0 2 2 - 0 0 2 , 2 0 0 0 , 0 5 1 - 0 0 2 , 2 - - 0 1 a e c 5 2 0 5 0 0 1 0 0 3 3 - 5 . 0 0 2 8 - 0 5 1 0 0 2 1 - 0 0 0 1 0 0 0 , 0 0 1 - 0 3 3 0 0 0 , 7 4 - 0 3 3 0 0 0 , 2 2 - 0 3 3 0 0 0 , 0 0 0 , 1 - 0 0 0 , 0 1 0 0 0 , 0 8 6 - 0 0 0 , 0 1 - - 2 1 a e c 5 2 0 5 0 0 1 0 0 7 , 4 - 5 . 0 0 0 9 , 3 - 5 . 0 0 0 5 , 1 - 5 . 0 0 0 0 , 0 2 2 - 0 0 0 , 1 0 0 0 , 0 0 1 - 0 0 0 , 1 0 0 0 , 8 6 - 0 0 0 , 1 0 0 0 , 0 0 2 , 1 - 0 0 0 , 0 1 0 0 0 , 0 0 0 , 1 - 0 0 0 , 0 1 - - resistors    cap s   &   c oils    delay   lines specifications * option r: custom radial lead forming is available for all sizes.                          consult factory for additional lead spacings. cea10           -   102 -   k    050    r   t52 p/n designation: option code : r (radial lead form)* rcd type 3-digit capacitance code in pf:   2 significant digits and multiplier  (1r0=1pf,100=10pf,101=100pf, 103=10,000pf) tolerance : f=1%, g=2%, j=5%, k=10%, m=20%, z=+80%/-20%, b=0.1pf, c=0.25pf, d=0.5pf packaging : b=bulk,  a=ammo, t=tape & reel (t&r code: for 26mm= 26, 52.4mm= 52) 3-digit voltage code : 050=50, 101=100, 201=200 temperature characteristic : g=cog (npo), r=x7r, u=z5u, v=y5v l d .200[5.08] .400[10.2] d option r f (custom radial lead forming)* *consult factory for additional sizes                               
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