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		  Datasheet File OCR Text:


		    611 industrial way west, eatontown, nj   07724    tel: 732 - 460 - 0212   fax: 732 - 460 - 0214    sales@advanced - control.com     www.advanced - control.com   frequency range (min)   6   C   1 8   ghz   insertion loss (max)   3.0   db   vswr (max)   2.0   ratio   isolation (min)   6 0   db   switching speed (max)   100   nsec   cw rf power, operating (max)   0.5   w     notes:                 mechanical specifications:   dc bias:     +5v +/ - 0.5v @ 120ma max         case style: s3 outline   (standard)   - 15v +/ - 3v @ 50ma max         finish:  gold plate   per mil - g - 45204, chem film per mil - c - 5541                   connectors: sma female per mil - c - 39012   dc bias:     +5v +/ - 0.5v @ 150ma max          bias & control pins: ?0.02 x 0.15 long   ( - 5 option )   - 5v +/ - 0.5v @ 60ma max         weight: 35g max       mounting: ?0.10 through holes (4) places   dc bias:     + 1 5v +/ - 3 v @ 120ma max   ( - 12 option)   - 15v +/ - 3v @ 50ma max     control:     ttl 0 = low loss     e1 controls j2  C   j1             ttl 1 = isolation     e2 controls j3  C   j1         e3 c ontrols j4  C   j1     absorptive switch: internal  50? terminations at j2, j3 and j4 (in isolation mode).     switching speed is defined as 50%ttl to 90% (t - on) and 50%ttl to 10%rf (t - off).         environmental specifications:           screening:   mil - e - 5400, mil - std - 202, mil - e - 16400         internal visual per mil - std - 883,   method 2017   operating temp:  - 55c to +85c           temperature cycle:  - 65c to +100c, 10 cycles   storage temp:  - 65c to +125c             humidity: mil - std - 202f, m103, cond b         hermetically - sealed switches are fine and gross leak checked   shock: mil - std - 202f, m213,   cond b           per mil - std - 883, method 1014.   altitude: mil - std - 202f, m105, cond b             vibration   : mil - std - 202f, m204, cond b           thermal shock: mil - std - 202f, m107, cond a           temperature cycle: mil - std - 202f, m105c, cond d                           outline case style s3                   12 0 9       ?   add  - 12 - rc suffix: +/ - 12v to 18v dc supplies, rohs - compliant   ?   add  - h suffix: hermetic seal (does not apply to rohs - compliant  models)     part number ordering information:     ?   add  - rc suffix: rohs - compliant         ?   add  - 5 suffix: +/ - 5v dc supplies   ?   add  - 5 - rc suffix: +/ - 5v dc supplies, rohs - compliant   ?   add  - 12 suffix: +/ - 12v to 18v dc supplies           s 3c8 r   switch   single - pole,  three - throw   r eflec tive    j2 e1 e2 -v +v g j3 j1 j4 e3 sn: 0000 dc: wwyy acc
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