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		  Datasheet File OCR Text:


		  ?"mmtqfdjgjdbujpotjouijtdbubmphboeqspevdujpotubuvtpgqs pevdutbsftvckfduupdibohfxjuipvuopujdf1sjpsupuifqvsdi btf
qmfbtfdpoubdu/&$50,*/gpsvqebufeqspevduebub ?1mfbtfsfrvftugpsbtqfdjgjdbujpotiffugpsefubjmfeqspevdu ebubqsjpsupuifqvsdibtf ?#fgpsfvtjohuifqspevdujouijtdbubmph
qmfbtfsfbe1sfdbvu jpotboepuifstbgfuzqsfdbvujpotmjtufejouifqsjoufewfstjp odbubmph 1.$"'70-& ac line filters vol.08 normal mode sn5-300jb 0.080 sn5-450jb 0.110 1 1 25 64 3 3 18 25 SN8S-300JB 0.055 2 26 4.8 19 sn8s-400jb 0.070 2 46 5.4 20 13.5 13.5 18.0 18.0 sn8s-500jb 0.085 2 72 5.9 23 18.0 9.2 9.2 12.5 12.5 12.5 15.0 15.5 18.0 18.0 18.0 0.4 0.4 0.6 0.6 0.6 sn8d-300jb 0.070 2 45 7.6 20 18.5 15.5 18.0 0.6 sn8d-400jb 0.085 2 80 8.4 24 18.5 15.5 18.0 0.6 sn8d-500jb 0.100 2 125 8.7 27 18.5 15.5 18.0 (7.5) (7.5) (9.7) (9.7) (9.7) (10.0) (10.0) (14.0) (14.0) (14.0) (13.0) (14.0) (13.0) (14.0) (13.0) (14.0) 0.6 ?operating temperature range(?c): ?5 to t (t=105?emperature rise)       ?wire type:1 pvf, 1 uew or 1 pew ?inductance measurement condition: at 100khz, 1ma, kc547     ?thermal class: a (105?c) shape and dimensions model dc resistance (  ) max. temperature rise(k) max. wire size (mm? inductance (  h) min. rated current (a) weight approx. (g)  a soldered c ed b reinforcing  terminal 3.2  0.5 10  3.0 2?0.7 'jojtifeejnfotjpot	nn
 "	nby
 #	nby
 $	nby
 % & 'sfrvfodzdibsbdufsjtujd sn coils terminal base type ?jb type [rohs compliant] sn coils terminal base type ?jb type [rohs compliant] 3 6 1 3 6 1 3 6 1 3 6 1 3 6 1 3 6 1 1 3 6 361 361 361 361 3 3 6 1 3 6 1 3 6 1 3 6 1 3 6 1 3 6 1 1 3 6 361 361 361 361 3 3 6 1 3 6 1 3 6 1 3 6 1 3 6 1 3 6 1 1 3 6 361 361 361 361 3 sn5-300jb sn5-450jb sn8s-400jb sn8s-500jb SN8S-300JB sn8d-400jb sn8d-500jb sn8d-300jb 1m 100k 10k 1k 100 10 0.1 1 impedance  (  ) frequency  (hz) 1k 10k 100k 1m 10m 30m 1m 100k 10k 1k 100 10 0.1 1 impedance  (  ) frequency  (hz) 1k 10k 100k 1m 10m 30m 1m 100k 10k 1k 100 10 0.1 1 impedance  (  ) frequency  (hz) 1k 10k 100k 1m 10m 30m
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