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		  Datasheet File OCR Text:


		  29 journey  �  aliso viejo, ca 92656  �  usa (949) 448-7070    �    f ax : (949) 448-8484 e- mail : abinfo @ abracon.com �  i nternet a ddress :  www.abracon.com abracon is  iso 9001 /  qs 9000 certified -66- ? -66- vertical / horizontal/base mount toroidal coils aipt-92  technical information: � testing: (equivalent acceptable) inductance:  measured at 20khz typical inductance occurs @ idc and  etop values shown inductance increases with voltage rdc: quadtech 1880 milliohmmeter � temperature range:  -30c to +130c  � marking: eia 5 band color code � mounting: add (v), (h), (b) as suffix to part number physical characteristics note: all specifications subject to change without notice. features: options:      common applications: �  high saturation material � bulk packaging is standard � switching regulators � wide inductance range � mounting: (v)ertical is standard, � automotive systems � high current capability (h)orizontal and (b)ase mounting � power amplifiers � long term stability available � power supplies � high reliability � inductance: optional values � scr and triac controls �  low dc resistance available � speaker crossover networks � emi/rfi suppression � filters refer to page 67 standard specifications aipt-92-20-2.0( ) 20 2.0 52 40 32.8 33 .060 h ? .020 aipt-92-25-2.6( ) 25 2.6 30 85 20.7 22 .403 a bm1 .020 aipt-92-50-2.6( ) 50 2.6 50 169 45.7 45 .071 b bm2 .020 aipt-92-100-2.6( ) 100 2.6 90 338 94.1 90 .100 c bm3 .020 aipt-92-35-2.6( ) 35 2.6 55 118 28.4 36 .037 b bm2 .025 aipt-92-70-3.0( ) 70 3.0 85 315 61.0 73 .052 c bm3 .025 aipt-92-150-3.0( ) 150 3.0 140 653 146.0 140 .087 d bm4 .025 aipt-92-285-3.0( ) 285 3.0 300 1283 260.0 340 .140 e bm5 .025 aipt-92-450-3.0( ) 450 3.0 425 2025 436.3 500 .200 f ? .025 aipt-92-100-3.6( ) 100 3.6 130 648 90.7 110 .045 d bm4 .032 aipt-92-165-4.0( ) 165 4.0 240 1320 152.0 260 .070 e bm5 .032 aipt-92-270-4.0( ) 270 4.0 350 2160 263.9 400 .100 f ? .032 aipt-92-400-4.0( ) 40 4.0 70 320 37.9 57 .027 c bm3 .032 aipt-51-22-5.0( ) 22 5.0 44 275 20.3 37 .020 g ? .032 aipt-92-100-5.0( ) 100 5.0 200 1250 90.7 180 .034 e bm5 .042 aipt-92-170-5.0( ) 170 5.0 300 2125 159.7 310 .050 f ? .042 aipt-92-55-5.0( ) 55 5.0 100 688 54.9 88 .023 d bm4 .042 aipt-92-95-7.0( ) 95 7.0 225 2328 96.0 200 .025 f ? .051 aipt-92-55-7.0( ) 55 7.0 150 1348 49.1 100 .017 e bm5 .051 aipt-92-55-10.0( ) 55 10.0 175 2750 55.9 120 .013 f  ?  .064 part        l idc et op energy l 20khz rdc coil base lead number h max (v-sec) storage h test mv ? size mount diameter typical amps (j) no dc no dc max code package (in) .003 aipt-92 series

 ? 29 journey  �  aliso viejo, ca 92656  �  usa (949) 448-7070    �    f ax : (949) 448-8484 e- mail : abinfo @ abracon.com �  i nternet a ddress :  www.abracon.com abracon is  iso 9001 /  qs 9000 certified -67- vertical / horizontal / base mount toroidal coils aipt-92  bm-1 bm-2 bm-3 bm-4 bm-5 (in.) .340 .580 .650 .29 .110 (mm) 8.64 14.73 16.57 7.37 2.79 (in.) .450 .650 .700 .325 .150 (mm) 11.43 16.51 17.78 8.26 3.91 (in.) .450 .830 .950 .415 .150 (mm) 11.73 21.03 24.13 10.54 3.91 (in.) .600 .950 1.10 .475 .225 (mm) 15.24 24.13 27.94 12.07 5.72 (in.) .700 1.25 1.40 .625 .250 (mm) 17.78 33.02 35.56 15.88 6.35 meas. abcde nom.005 nom t ypical (in.) 0.55 0.25 3.75 .180 ? (mm) 13.97 6.35 9.53 4.57 ? (in.) 0.70 0.38 .375 .280 .5300.50 (mm) 17.78 9.65 9.53 7.11 13.461.27 (in.) 0.85 0.41 .375 .280 .7200.50 (mm) 21.59 10.41 9.53 7.11 18.291.27 (in.) 1.05 0.55 .375 .400 .840.020 (mm) 26.27 13.97 9.53 10.16 21.240.51 (in.) 1.40 .700 .375 .500 1.10.100 (mm) 35.56 17.78 9.53 12.7 25.652.54 (in.) 1.65 .700 .375 .500 ? (mm) 41.91 17.78 .953 12.7 ? (in.) 0.85 0.33 .875 ? .730.050 (mm) 21.59 8.38 22.23 ? 18.291.27 (in.) 0.64 0.28 .875 ? .5300.50 (mm 16.26 7.11 22.23 ? 13.461.27 meas. pn lm k nom.005 nom typical base mount coil size a b c d e f g h standard specifications physical characteristics:  refer to size chart above dimensions: inches (mm)
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