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		  Datasheet File OCR Text:


		  PSB-501LF socket 478 pentium   m  cpu card w / vga /  audio / 2lan PSB-501LF   is the new pentium    m  single board computer based on the  latest intel     processor, pentium     m and  intel     855gme chipset. the pentium     m  series  allow systems to be thin, light  and with low power design. with  innovative power management, it  enables computer to run robust  application with low power con- sumption. it is an excellent balance of  performance and electrical ex- penditure. in addition, the new  pentium     m series also provide high  speed networking availability, sup- porting dual lan ports up to  1000mbps with intel      82541gi chipset. the PSB-501LF supports intel     pentium    m processor up to 2.0ghz with 400mhz  front side bus, and two 184-pin  333mhz ddr sdram dimm sockets  capable of supporting 2gb of  memory. with onboard intel     855gme  chipset, the PSB-501LF provides multi  display functions, including crt, and  lvds lcd. also with an additional  socket for the compact flash tm   bootable ide-compatible flash  memory module, the PSB-501LF  ensures exceptional expansion  capabilities. other powerful functions  of PSB-501LF are 2 com ports, 4 high  speed usb2.0 ports, ac '97 codec,  keyboard/mouse connectors, 2 eide  (udma 33/66/100) interfaces, printer  port, and etc. no. 24, lane 365, yang guang st., nei hu  district, taipei 114, taiwan, r.o.c. tel:     +886-2-8751-1111     fax: +886-2-8751-1199 email: sales@protech.com.tw     http://www.protech.com.tw r r r r r r r r r r compliant r protech systems it's the right choice

 power consumption  +5v / +12v socket 478 pentium   m cpu card w / vga / audio / 2lan PSB-501LF  PSB-501LF  3.71a / 2.27a 3.49a / 2.37a r performance & power consumption  3dmark 2001se build 330 cc winstone 2001 cpu type celeron   m  1.3ghz pentium   m  1.4ghz 2155 2223 81.7 87.8 r all of trademarks and brand names are the property of their owners. trademark "protech" is the property of protech systems co.,  ltd. all information contained in this document is subject to change without any prior notice. this catalog is copyrighted in dec. 2 006 all of trademarks and brand names are the property of their owners. trademark "protech" is the property of protech systems co.,  ltd. all information contained in this document is subject to change without any prior notice. this catalog is copyrighted in dec. 2 006 r business winstone 2002 28.8 32.4 specifications  keyboard mouse lan audio usb display   graphic lcd interface environment operationtemp. storage tmp. humidity ordering information PSB-501LF certificate: ce, fcc, class  a keyboard mouse lan audio usb display   graphic lcd interface environment operationtemp. storage tmp. humidity ordering information PSB-501LF certificate: ce, fcc, class  a mini din connector or external connector mini din connector (selectable w / kb) or y-cable lan 1 : intel   82562et (10/100mbps) lan 2 : intel   82541pi (10/100/1000mbps) support wake-on-lan with atx power ac '97 codec, realtek alc202a with line-in / line-out / mic 4 x usb 2.0 0~60c(32~140f) -40~85c(-40~185f) operation humidity 20~90%,  storage humidity 20~95% 2 x 40-pin ide (udma 33/66/100) 1 x compact flash slot (ide) 1 epci bus 2 x com ports, com1 for rs232,  com2 for rs232/422/485  (for 16550 compatible type of uart) 1 x parallel (spp / epp / ecp) 1 (sir) built-in intel   855gme, share system memory support crt, lvds, dvo 18/36-bit lvds, dvo picmg s478 pentium-m / celeron-m cpu card w vga  / audio / lan x 2 (10/100mbps & 10/100/1000mbps)  system   cpu type cpu frequency chipset dram bios watchdog power supply power requirement power consumption dimension i/o chipset ide interface cf fdd interface bus interface serial port parallel port irda system   cpu type cpu frequency chipset dram bios watchdog power supply power requirement power consumption dimension i/o chipset ide interface cf fdd interface bus interface serial port parallel port irda intel   pentium   m / celeron   m processor 1.3~2.0ghz intel   855gme + ich4 (fsb : 400mhz) 2 x 184-pin ddr dimm, support ddr333  sdram up to 2gb phoenix-award pnp bios, with vga bios 1~255 secs watchdog timer selectable  w / reset / nmi supports at / atx power +5v, +12v, -12v +5v : 2.8a / +12v : 1.93a -12v : 0.03a   (pentium   m 1.3ghz) 338.5mm x 122mm (13.33" x 4.8") r   r r r r r r r 1 1 6 5 10 com1 lpt1 ide2 ide1 fdd1 intel 855gme j2 jatxpwr1 jcfan1 1 1 jp14 jsfan1 1 1 jp7 j3 1 ich4 jp15 1 2 1 1 1 3 1 jp4 jp5 battery 1 irda1 jp2 1 1 1 jusb1 jusb2 1 jp10 1 1 3 3 jp9 jwol1 wol1 epci1 a 30 b 30 a 1 b 1 1 lan 1 jp16 1 1 1 1 6 5 10 1 14 13 26 1 2 33 34 1 2 33 40 1 2 33 40 1 jpanel1 buz jp13 jcdin2 it8888f ite i/o alc202a dim  2 dim  1 dio1 exkb1 1 jcdin1 jp6 bios 1 j1 1 jp18 com2 lan1 lan2 din1 vga1
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