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		  Datasheet File OCR Text:


		  2.54mm pitch c-grid? header, through hole without peg, dual row,  vertical, shrouded, high temperat ure, 32 circuits, 0.76m gold ,  (au) selective plating, tin (sn) pc tail plating, 3.81mm inside shroud to end circuit spacing    part number: 15-80-1324  series image   -   reference onl y status:  active - custom  series:  70567   category:  pcb headers  overview:  c - grid ?   /  sl? products   old part number:  70567-0558 mates with part(s):  70013  interim clip  product environmental compliance  eu  rohs : elv and rohs compliant  china  rohs :   reach  svhc :    low - halo g en  status : not reviewed  status active - custom category pcb headers series 70567 application signal, wire-to-board overview c - grid ?   /  sl? products product name c-grid? breakaway no circuits (loaded) 32 circuits (maximum) 32 color - resin black durability (mating cycles max) 25 first mate / last break no glow-wire compliant no guide to mating part no keying to mating part none lock to mating part yes material - metal brass, phosphor bronze material - plating mating gold material - plating termination tin material - resin high temperature thermoplastic number of rows 2 orientation vertical pc tail length 3.30mm pcb locator no pcb retention yes pcb thickness - recommended 2.36mm packaging type tube pitch - mating interface 2.54mm pitch - termination interface 2.54mm plating min - mating 0.762m plating min - termination 1.905m polarized to mating part no polarized to pcb no shrouded open ends stackable no surface mount compatible (smc) yes temperature range - operating -55c to +105c termination interface: style through hole (please review the product specification for specific details.) part detail   general  physical  pa g e 1 of 2 molex connector part number - 15-80-1324 4/16/2012 htt p ://www.molex.com/molex/ p roducts/datasheet. j s p ? p art=active/0015801324 _ pcb _ hea ...

 current - maximum per contact 2.5a voltage - maximum 250v dc lead-free process capability wave capable (th only) old part number 70567-0558 product specification ps-70567 solder process data  reference - drawing numbers  application tooling    tooling specifications and manuals are  found by selecting the products below.  crimp height specifications are then  contained in the application tooling  specification document.  previously availa ble application  tooling  check our list of old tooling that used to be  available  for this part    pa g e 2 of 2 molex connector part number - 15-80-1324 4/16/2012 htt p ://www.molex.com/molex/ p roducts/datasheet. j s p ? p art=active/0015801324 _ pcb _ hea ...
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