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		  Datasheet File OCR Text:


		       dual   select able  ac input  ac-dc 19" comp a t ible double  & extended eurocard 400 watts mul tiple output  s witching   mode power supplies hsu393 series             fea t ures:  dual  input  range user select a ble  19" comp a t ible eurocard forma t   dual  conver ter  architecture for  hept ad output  meet   the safety  st andards  emi meet  cispr pub. 22 & fcc class  a  ce marking  compliance  6u x  12hp  x  280mm double eurocard    for ex tended mul t ibus                   specifica t ion  input   specifica t ion  input v o ltage:  1 15v ac/ 230v ac dual  sel ect abl e .  input connector:  din 41612 at  rear or iec 320    ac receptacle for hsu393-j.  input fr equency:  47-63hz  inrush curr ent:   t y p. 40a  @230v ac.  input curr ent:  t y p. 6.0a@1 15v ac/ 2.5a@230v ac.  dielectric w i thstand:  m eet  iec 950.  emi:  meet cispr pub. 2 2  & fcc class  a.  power  fail signal:  in stalled .   remote (logic) inhibit:  a v ailab l e.  hold-up t i me:   t y p. 6-8m s @1 15v ac/ 10-12m s@230v ac.  e a rth l e akage:   t y p. 0.3m a  @230v ac.  overload pr otection (olp):  fully protected against  out put  overl oad and short  ci rcui t .   c onsul t  t h e fact ory  for olp  set t i ng.    output   specifica t ion  output v o ltage:  see ratings chart.  output curr ent:  see ratings chart.  output w a ttage:  t y p.  400 w a t t s   cont i nuous.  output connection:  din 41612 at  rear .  l i ne regul a ti on:  t y p.  0.1%.  l oad regul a ti on:    hsu393-q:   main   vo1  typ .  1 -2 .0 %  aux.  vo2 t y p. 2.0%(m a ) aux.  vo3 t y p. 2.0%(m a ) aux.  vo4 t y p. 3.0%(pr )   hsu393-j  main   vo1  typ .  1 -2 .0 %.  aux.  vo2 t y p. 2.0%(m a ) main   vo3  typ .  1 -2 .0 %.  aux.  vo4 t y p. 2.0%(m a ) aux.  vo5 t y p. 2.0%(m a ) aux.  vo6 t y p. 3.0%(pr )  aux.  vo7 t y p. 3.0%(pr )   noise & ripple:   t y p.1% peak t o  peak.  ovp:  bu ilt-in  at m a in   vo1  (latch ).  adjusta b ility :   a v ai l a bl e at  m a i n  out put   vo1 and  aux. out put   vo2 (m ag.  am p.).  remote sense:  in stalled  at m a in   vo1 .  output led indicator:  in stalled .   general   specifica t ion  efficiency:  t y p. 74-77.0%.  switching fr equency:   t y p. 65-70k hz.  ci r c ui t t o pol ogy:  forward circuit.  t r ansient response:   t y p. 3m s fol l o wi ng a 25%    load change.  safety s t andard:  iec 950/ ul1950 c l ass i.  power  density:  1.46  w a t t  /  c ubi c inch.  operating t emperatur e :  0  to  +5 0  c at fu ll lo ad . derates  lin early to  +7 0  c at h a lf lo ad .  s t orage t emperatur e :  -20 t o  +85c .   t emperatur e  coefficient:  t y p.  0.04%/  c .   cool i n g:  forced air flow is recom m e nded for  t a  > +50c  fu ll lo ad  o p e ratio n .   construction format:  12hp(te)x6ux280m m .   19? com p at i b l e  doubl e eurocard & ext e nded    m u l t ibus form at.  note:  all m easur em ents ar e at nom inal input,   full load,  and +25 c unless other w ise specified.    
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