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		  Datasheet File OCR Text:


		  d-8 mx07 d d 3.00 to 7.92mm (.118 to .312") pitch pcb and wire connectors www.molex.com/product/kk/kk.htm l 3.96mm (.156") pitch  kk ? solid header  41772  right angle without pegs features and benefts  	 sizes 	2	to	18	circuits	  	 optional 	voided	circuits	available	(contact	molex)  	 various 	pin	lengths	available	(contact	molex)  	 end-to-end 	stackable reference information  product	specification:	ps-08-50	 packaging:	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 tuv	file	no.:	r75108 mates	with:	2139,	2145,	3069,	6442,	7674,	7675,	 	 41695	and	41815	 designed	in:	inches	 electrical  voltage: 	250v	 current:	7.0a	 contact	resistance:	6	milliohms	max.	 dielectric	withstanding	 voltage:	1500v	 insulation	resistance:	50,000	megohms	min.	 mechanical durability: 	 tin25 	cycles	max. 	 gold100	cycles	max. physical  housing:	 polyester,	ul	 94v-0	 contact:	brass,	1.14mm	(.045")	square	 plating:	see	 table	 operating	 temperature:	-40	to	+105?c	 circuits  order no.  tin  15 m " select gold  30 m " select gold overall gold 		2	 26-60-302 0 41772-046 3 41772-048 0 26-61-302 0 		3	 26-60-303 0 41772-046 4 41772-048 1 26-61-303 0 		4	 26-60-304 0 41772-046 5 41772-048 2 26-61-304 0 		5	 26-60-305 0 41772-046 6 41772-048 3 26-61-305 0 		6	 26-60-306 0 41772-046 7 41772-048 4 26-61-306 0 		7	 26-60-307 0 41772-046 8 41772-048 5 26-61-307 0 		8	 26-60-308 0 41772-046 9 41772-048 6 26-61-308 0 		9	 26-60-309 0 41772-047 0 41772-048 7 26-61-309 0 10	 26-60-310 0 41772-047 1 41772-048 8 26-61-310 0 circuits  order no.  tin  15 m " select gold  30 m " select gold overall gold 11	 26-60-311 0 41772-047 2 41772-048 9 26-61-311 0 12	 26-60-312 0 41772-047 3 41772-049 0 26-61-312 0 13	 26-60-313 0 41772-047 4 41772-049 1 26-61-313 0 14	 26-60-314 0 41772-047 5 41772-049 2 26-61-314 0 15	 26-60-315 0 41772-047 6 41772-049 3 26-61-315 0 16	 26-60-316 0 41772-047 7 41772-049 4 26-61-316 0 17	 26-60-317 0 41772-047 8 41772-049 5 26-61-317 0 18	 26-60-318 0 41772-047 9 41772-049 6 26-61-318 0 circuit	number	designation	is	for	ordering	purposes	 only,	check	corresponding	circuit	designation	on	mating	connector 3.96mm (.156") pitch  kk ? solid header  41791  vertical, friction lock features and benefts  	 sizes 	2	to	18	circuits	  	 provides 	left	to	right	polarization	when	mated	with		 41695	or	43061	.156"	crimp	housing	with	the	optional	 polarizing	ribs	  	 various 	pin	lengths	available		  	 voided 	circuits	available	(contact	molex)	  	 passive 	locking	feature	is	used	to	maintain	 	 interconnection,	ideal	for	high	vibration	 	 applications	  	 end-to-end 	stackable reference information  product	specification:	ps-08-50	 packaging:	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 tuv	file	no.:	r75108 mates	with:	2139,	2145,	3069,	6442,	7674,	7675,	 	 41695	and	41815	 designed	in:	inches	 electrical  voltage: 	250v	 current:	7.0a	 contact	resistance:	6	milliohms	max.	 dielectric	withstanding	 voltage:	1500v	 insulation	resistance:	50k	megohms	min.	 mechanical durability:		 tin25 	cycles	max. 	 gold100	cycles	max. physical  housing:	 polyester,	ul	 94v-0	 contact:	brass,	1.14mm	(.045")	pin plating:	see	 table	 operating	 temperature:	0	to	+75?c	 circuits order no. lead-free tin 15 m " select gold 30 m " select gold overall gold 		2	 26-60-402 0 41791-083 2 41791-084 9 26-61-402 0 yes 		3	 26-60-403 0 41791-083 3 41791-085 0 26-61-403 0 		4	 26-60-404 0 41791-083 4 41791-085 1 26-61-404 0 		5	 26-60-405 0 41791-083 5 41791-085 2 26-61-405 0 		6	 26-60-406 0 41791-083 6 41791-085 3 26-61-406 0 		7	 26-60-407 0 41791-083 7 41791-085 4 26-61-407 0 		8	 26-60-408 0 41791-083 8 41791-085 5 26-61-408 0 		9	 26-60-409 0 41791-083 9 41791-085 6 26-61-409 0 10	 26-60-410 0 41791-084 0 41791-085 7 26-61-410 0 circuit	number	designation	is	for	ordering	purposes	 only,	check	corresponding	circuit	designation	on	mating	connector circuits order no. lead-free tin 15 m " select gold 30 m " select gold overall gold 11	 26-60-411 0 41791-084 1 41791-085 8 26-61-411 0 yes 12	 26-60-412 0 41791-084 2 41791-085 9 26-61-412 0 13	 26-60-413 0 41791-084 3 41791-086 0 26-61-413 0 14	 26-60-414 0 41791-084 4 41791-086 1 26-61-414 0 15	 26-60-415 0 41791-084 5 41791-086 2 26-61-415 0 16	 26-60-416 0 41791-084 6 41791-086 3 26-61-416 0 17	 26-60-417 0 41791-084 7 41791-086 4 26-61-417 0 18	 26-60-418 0 41791-084 8 41791-086 5 26-61-418 0
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