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		  Datasheet File OCR Text:


		    linear motion 0.2 watt composition slide contr ol featur es  innovative ac power switch, spst or spdt, available on mono element resistors  10-60mm slider travel  0.2 watt power rating (resistor)  1000 watt power rating (spst switch)  600 watt power rating (spdt switch)  detent at 50% travel available  multiple detents available  single or dual element designs  economical  wide resistance range  slim construction permits stacking  many units in a small space technical data sheet 1448c cts corporation / manufacturer of reliable electronic components series 448 electrical and mechanical specifications resistance range 500 ohms through 1 megohm resistance tolerance standard   20% available   10% resistance tapers standard: linear special: available upon request insulation resistance 10 megohms at 250 vdc voltage rating across end terminals linear curves?00 vdc (not to exceed wattage ratings) power rating, watts resistor: 0.2 watt @ 55  c derated to no load  @ 85  c, linear taper switch: 1000 watts 120vac (tungsten-filament load) 6a 120vac @ 0.75-0.80pf (inductive load) power switch (optional) spst - 10,000 cycles carrying 1000 watts 120 vac (tungsten-filament) 10,000 cycles switching 6a 120 vac @ 0.75-0.80pf (inductive load) spdt - 10,000 cycles carrying 600 watts 120 vac (tungsten-filament) 6,000 cycles switching 3a 120 vac @ 0.75-0.80pf (inductive load)  slide travel x and u style: 10, 15, 20, 30, 45, and 60mm v style: 10, 15, 25, 40, and 55mm switch: 20mm = 17mm electrical + 3mm switch 30mm = 27mm electrical + 3mm switch actuator information see illustrations, page 4 (actuator styles) operating force either direction 20-150 gf switch off force: 100-500 gf stop strength: 3k gf maximum, measured at  base of slider detent force (detent optional) leaving detent: 20-200 gf over operating force operating life 10,000 cycles linear 0.05w 0.1w 0.2w 0.25w 0.5w non-linear 0.025w 0.05w 0.1w 0.15w 0.25w size 10mm 15mm 30mm 45mm 60mm taper 20mm

  model dimensions l (travel) a b c u448-10d 10/ .394 19.10/ .752 25.40/1.000 29.50/1.161 u448-15d 15/ .591 24.10/ .949 30.40/1.197 34.50/1.359 u448-20d 20/ .787 29.10/1.146 35.40/1.394 39.50/1.555 u448-30d 30/ 1.181 39.10/1.539 45.40/1.787 49.50/1.949 u448-45d 45/ 1.772 54.10/2.130 60.40/2.378 64.50/2.539 u448-60d 60/ 2.362 69.10/2.721 75.40/2.969 79.50/3.131 dimension: mm inch model dimensions l (travel) a b u448-10m 10/ .394 19.60/ .772 23.70/ .933 u448-15m 15/ .591 24.60/ .969 28.70/1.130 u448-20m 20/ .787 29.60/1.165 33.70/1.327 u448-30m 30/ 1.181 39.60/1.559 43.70/1.720 u448-45m 45/ 1.772 54.60/2.149 58.70/2.311 u448-60m 60/ 2.362 69.60/2.740 73.70/2.902 t ype v448 mono t ype u448 mono t ype u448 dual model dimensions l (travel) a b v448-10m 10/ .394 30.20/1.189 28.70/1.130 v448-15m 15/ .591 35.20/1.387 33.70/1.372 v448-25m 25/ .984 45.20/1.180 43.70/1.721 v448-40m 40/ 1.575 60.20/2.370 58.70/2.311 v448-55m 55/ 2.166 75.20/2.961 73.70/2.902 dimension: mm inch dimension: mm inch

  model dimensions l (travel) a b c x448-20ms 20/ .787 27.50/1.083 47.20/1.859 49.20/1.937 x448-30ms 30/ 1.181 37.50/1.476 57.20/2.272 59.20/2.331 dimension: mm inch model dimensions l (travel) a b c x448-10d 10/ .394 17.60/ .693 30.30/1.193 32.40/1.276 x448-15d 15/ .591 22.60/ .890 35.30/1.390 37.40/1.473 x448-20d 20/ .787 27.60/1.087 40.30/1.587 42.40/1.669 x448-30d 30/ 1.181 37.60/1.481 50.30/1.981 52.40/2.063 x448-45d 45/ 1.772 52.60/2.071 65.30/2.571 67.40/2.654 x448-60d 60/ 2.362 67.60/2.662 80.30/3.162 82.40/3.248 dimension: mm inch model dimensions l (travel) a b x448-10m 10/ .394 24.50/ .965 26.60/1.047 x448-15m 15/ .591 29.50/1.161 31.60/1.244 x448-20m 20/ .787 34.50/1.359 36.60/1.441 x448-30m 30/ 1.181 44.50/1.752 46.60/1.835 x448-45m 45/ 1.772 59.50/2.343 61.60/2.425 x448-60m 60/ 2.362 74.50/2.934 76.60/3.016 dimension: mm inch t ype x448 mono t ype x448 dual t ype x448 mono w/spst switch     

  model dimensions l (travel) a b c x448-20ms 20/ .787 27.50/1.083 47.20/1.859 49.20/1.937 x448-30ms 30/ 1.181 37.50/1.476 57.20/2.272 59.20/2.331 dimension: mm inch type x448 mono w/spdt switch      order from: cts corporation, electrocomponents  / 1601 mishawaka street / elkhart, indiana 46514 north america toll free (888) 287-4690 / (219) 296-6700 / fax: (219) 293-1240 http://www.ctscorp.com cts components taiwan, ltd.  / 7, central 6th road (chung liu road) / p.o. box 26-20 kaohsiung export processing zone / kaohsiung, taiwan, rep. of china (07) 8216145 / fax: (07) 8417642.8110040 5m-1-99 i actuator styles ordering information 448 u e 2 102 b d n mounting style u actuator?arallel to pc board x actuator perpendicular to pc board v actuator?ow profile perpendicular to pcb travel u & x types v-type a 10mm a 10mm b 15mm b 15mm c 20mm c 25mm d 30mm d 40mm e 45mm e 55mm f 60mm actuator style u & x types v-type 2: style a: 9.5mm 1: style d: 3.35mm 3: style b: 4.0mm 4: style c: 5.0mm resistance code (examples) code resistance 501 500 ohms 102 1k 252 2.5k 502 5k 103 10k 253 25k 503 50k 104 100k resistance tolerance a ?0% b ?0% c ?0% taper d linear a cw 10% audio b ccw 10% audio specials n no specials c center detent m multiple detent s spst power switch (20 & 30mm x type only) d spdt power switch (20 & 30mm x type only) actuator style ? available for ??type only for dual elements: consult factory
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