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		  Datasheet File OCR Text:


		  d-4 mx07 d d 3.00 to 7.92mm (.118 to .312") pitch pcb and wire connectors www.molex.com/product/kk/kk.htm l 3.96mm (.156") pitch kk ? crimp terminal housing 41695 features and benefts  	 sizes 	2	to	20	circuits	  	 locking 	ramp	feature	available	  	 polarizing 	rib	feature	available	for	side-to-side	 	 polarization	  	 offset 	pin	 entry	holes	provide	180?	polarization	  	 accepts	entire	line	of	.156"	contacts	  	 optional 	voids	available	 reference information  product	specification:	ps-08-50	 packaging:	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 mates	with:	molex	kk	3.96mm	(.156")	pitch	headers	or	 1.14mm	(.045")	pins	 use	with:	2478,	2578,	6838	and	7258	terminals	 designed	in:	inches	 electrical  voltage: 	250v	ac	max.	 current:		 phosphor	bronze7.0a	max.	 	 brass5.0a	max.	 dielectric	withstanding	 voltage:	1500v	ac	 insulation	resistance:	500k	megohms	min.	 mechanical  contact	insertion	force:	1.8kg	(4	lb)	max.	 contact	retention	to	housing:	3.6kg	(8	lb)	min.	 mating	force:		 square	pin2.25	lb	max.	 	 round	pin1.60	lb	max.	 unmating	force:		 square	pin0.84	lb	min.	 	 round	pin0.60	lb	min.	 normal	force:	0.75kg	(1.65	lb)	 durability:	25	cycles	max.	 physical  housing:	 polyester,	ul	 94v-0	 operating	 temperature:	0	to	+75?c	 circuits  order no. with locking ramp and    polarizing ribs  without locking ramp or    polarizing ribs  with locking ramp only  		2	 09-50-802 3 09-50-802 0 09-50-802 1 		3	 09-50-803 3 09-50-803 0 09-50-803 1 		4	 09-50-804 3 09-50-804 0 09-50-804 1 		5	 09-50-805 3 09-50-805 0 09-50-805 1 		6	 09-50-806 3 09-50-806 0 09-50-806 1 		7	 09-50-807 3 09-50-807 0 09-50-807 1 		8	 09-50-808 3 09-50-808 0 09-50-808 1 		9	 09-50-809 3 09-50-809 0 09-50-809 1 10	 09-50-810 3 09-50-810 0 09-50-810 1 11	 09-50-811 3 09-50-811 0 09-50-811 1 note:	when	mating	polarizing	rib	version	with	breakaway	friction	lock	header	or	polarizing	wall	series,	 	 the	end	friction	lock	or	polarizing	wall	of	header	must	be	removed. circuits  order no. with locking ramp and    polarizing ribs  without locking ramp or    polarizing ribs  with locking ramp only  12	 09-50-812 3 09-50-812 0 09-50-812 1 13	 09-50-813 3 09-50-813 0 09-50-813 1 14	 09-50-814 3 09-50-814 0 09-50-814 1 15	 09-50-815 3 09-50-815 0 09-50-815 1 16	 09-50-816 3 09-50-816 0 09-50-816 1 17	 09-50-817 3 09-50-817 0 09-50-817 1 18	 09-50-818 3 09-50-818 0 09-50-818 1 19	 09-50-819 3 09-50-819 0 09-50-819 1 20	 09-50-820 3 09-50-820 0 09-50-820 1 order no. polarizing key 15-04-029 7 3.96mm (.156") pitch kk ? crimp terminal housing 2139 features and benefts  	 sizes 	2	to	24	circuits	  	 locking 	ramp	available	  	 molded 	void	options	available	  	 standard 	ramp	options	available	  	 polarizing 	pegs	and	keys	available	  	 end-to-end 	stackable	 reference information  product	specification:	ps-08-50	 packaging:	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 mates	with:	molex	kk	3.96mm	(.156")	pitch	headers	 	 or	1.14mm	(.045")	pins	 use	with:	2478	and	2578		 designed	in:	inches	 electrical  voltage: 	250v	ac	max.	 current:		 phosphor	bronze7.0a	max. 	 brass5.0a	max.	 dielectric	withstanding	 voltage:	1500v	ac	 insulation	resistance:	50k	megohms	min.		 mechanical contact	insertion	force:	1.8kg	(4	lb)	max.	 contact	retention	to	housing:	3.6kg	(8	lb)	min.	 mating	force:		 square	pin2.25	lb	max.	 	 round	pin1.60	lb	max.	 unmating	force:		 square	pin0.84	lb	min.	 	 round	pin0.60	lb	min.	 normal	force:	0.75kg	(1.65	lb)	 physical  housing:	nylon,	ul	 94v-2	(see	41695	for	 	 ul	 94v-0	polyester)	 operating	 temperature:	0	to	+75?c	 circuits order no. without    locking ramp  with locking    ramp  	 2	 09-50-702 1 09-50-302 1 	 3	 09-50-703 1 09-50-303 1 	 4	 09-50-704 1 09-50-304 1 	 5	 09-50-705 1 09-50-305 1 	 6	 09-50-706 1 09-50-306 1 	 7	 09-50-707 1 09-50-307 1 	 8	 09-50-708 1 09-50-308 1 	 9	 09-50-709 1 09-50-309 1 note:	use	41695	for	.100"	and	over	insulation	diameter	wire circuits order no. without    locking ramp  with locking    ramp  10	 09-50-710 1 09-50-310 1 11	 09-50-711 1 09-50-311 1 12	 09-50-712 1 09-50-312 1 13	 09-50-713 1 09-50-313 1 14	 09-50-714 1 09-50-314 1 15	 09-50-715 1 09-50-315 1 16	 09-50-716 1 09-50-316 1 17	 09-50-717 1 09-50-317 1 circuits order no. without    locking ramp  with locking    ramp  18	 09-50-718 1 09-50-318 1 19	 09-50-719 1 09-50-319 1 20	 09-50-720 1 09-50-320 1 21	 09-50-721 1 09-50-321 1 22	 09-50-722 1 09-50-322 1 23	 09-50-723 1 09-50-323 1 24	 09-50-724 1 09-50-324 1 order no. polarizing key  15-04-021 9 polarizing peg  15-04-022 0
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