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		  Datasheet File OCR Text:


		    lxes2tb bb 4 - 028               1     preliminary   1. features     ?   low capacitance (0.5pf typ.)   ?   protection for the iec61000 - 4 - 2(esd) 10kv(contact), 15kv(air)   ?   fast turn on and low clamping voltage   ?   for 4 lines   ?   rohs regulation conformity parts     2. typical applications     ?   high speed communication line protection   ?   hdmi, display port, sata, usb2.0x2 ports, etc.     3. mechanical details (dimensions: mm)                                                 top   view   no   terminal name   (1)   line - 1   (2)   line - 2   (3)   gnd   (4)   line - 3   (5)   line - 4   (6)   nc   (7)   nc   (8)   gnd   (9)   nc   (10)   nc     side   view   (10)   028   xy         (1)   (5)   (6)   1.00  0.05   2.50  0.05         1pin mark     device code     trace code   typ 0.152   0.55 typ   (7)   bottom view   typ 1.95   0.40  0.05   0.20  0.05   (1)   (2)   0.400. 05   (3)   (4)   (10)   (9)   (8)   0.50   (6)   (5)    www.datasheet.co.kr  datasheet pdf - http://www..net/

   lxes2tb bb 4 - 028               2     preliminary   4. schematic                       5. maximum ratings     rating   symbol   value   units   operating voltage (vdd - gnd)   v dc   5.5   v   esd per iec 61000 - 4 - 2 ( air )   e sd per iec 61000 - 4 - 2 (contact)   v esd    1 5    10   kv   lead soldering temperature   t sol   260(10sec.)   o c   operating temperature   t op   - 40   to +85   o c   storage temperature   t sto   - 40   to +1 25   o c       6 .   electrical characteristics  (t=25   o c )     parameter   symbol   conditions   min   typ   max   units   leakage current   i leak   v pin3,8 =0v ,  v pin1,2,4,5 =0 - 5v       1.5   a   breakdown voltage   v bv   i bv   = 1 ma   6     10   v   capacitance   (i/o - gnd)   c in   v pin3,8 =0v, v in =2.5v, f=1mhz,      0.5     pf      www.datasheet.co.kr  datasheet pdf - http://www..net/

   lxes2tb bb 4 - 028               3     preliminary   7. typical characteristic                                       8. soldering footprint (dimensions: mm)                                                                        n otes : this land layout is for preference purpose only.          for example : line - 1 enters at pin1 and exits at pin10                   the pcb trace connects pin1 and 10 together                   pin3 and pin 8 connects the gnd plane of pcb.   line - 1                                                                     line - 2                                                                    line - 3                                                                    line - 4                                                                    p in3   pin 1                                                             pin10                                                                gnd                                                                     pin 2                                                             pin 9                                                         pin 4                                                           pin 7                                                         pin 5                                                             pin 6                                                     0.2     0.4     0.875     0.5     1.0     0.675     esd waveform  iec61000 - 4 - 2  8kv contact    voltage  C   capacitance characteristic    0 20 40 60 80 100 - 10 0 10 20 30 40 50 voltage(v) time(ns)  0.0  0.2  0.4  0.6  0.8  1.0  0 1 2 3 4 cline (pf) vdc (v)  www.datasheet.co.kr  datasheet pdf - http://www..net/

   lxes2tb bb 4 - 028               4     preliminary   9. taping specification      1) dimensions of tape (plastic tape)                                                  in mm                                  2) dimensions of reel                                                              (in   mm)                                 3)  packaging unit:  3,000   pcs   / reel     1.5min   14.4max   8.4 + 2.5   130.2    60 min   ? 180 max   - 0.5   note:   1.   this d atasheet's specifications are subject to change or our products in it may be discontinued without advance notice. please chec k with  our sales representatives or product engineers before ordering.   2.   this datasheet has only typical specifications because th ere is no space for detailed specifications. therefore, please approve our product  specifications or transact the approval sheet for product specifications before ordering.        www.datasheet.co.kr  datasheet pdf - http://www..net/
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