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		  Datasheet File OCR Text:


		  features and specifications specifications mini-fit plus hcs?  (high-current system) 4.20mm (.165) pitch 45750       female crimp  terminal 46012       male crimp  terminal 46014       single-row  vertical header 46015       dual-row    vertical header 46011       dual-row vertical  bmi header 46010       dual-row vertical  board receptacle features and benefits     crimp terminals produced from a proprietary,  high-current alloy and is rated up to 13.0a    per circuit     terminals feature a patented, elongated dimple  design which provides longer wipe lengths and  increased contact area over standard mini-fit  terminals     100 mating cycles with gold plating; 75 mating  cycles with tin plating achieved which is ideal for  applications requiring a high number of mating  cycles the mini-fit plus hcs? crimp terminals, headers and receptacles deliver up to 13.0a with  extended durability for higher-current, mid-range power applications, without increasing  design footprints  mini-fit plus hcs male and female crimp terminals  are produced from a proprietary, high-current alloy,  providing enhanced high-performance current- carrying capability. the mini-fit  plus hcs product  family consists of crimp terminals, headers and pcb  receptacles; 13.0a per circuit can be achieved using  16 awg wire.  the female contacts feature a patented, elongated  dimple design to provide more contact area and a  longer contact wipe over standard mini-fit terminals.  mini-fit plus hcs terminals can be used with all  existing mini-fit ?  plug and receptacle housings. in  addition, all standard mini-fit right-angle headers  (series 5569, 42404, 43810, 46991) are inherently  hcs compatible, as they feature a solid-pin  construction which is designed to handle high current.  for more information on molexs extensive mini-fit  product offering, visit www.molex.com/product/ minifit.html.     available in wire-to-wire, wire-to-board and  board-to-board configurations which can be used  in multiple applications     mini-fit plus hcs male and female crimp terminals  are used with existing mini-fit receptacle and plug  housings and new crimp housings are not required     crimp terminals are compatible with existing  molex crimp tooling and no new tooling is  required specifications C female and male terminals reference information packaging: reel or bag mechanical contact insertion force: 1.54kg (3.40 lb) max. contact retention to housing: 3.0kg (6.61 lb) min. wire pull-out force: 6.0kg (13.23 lb) min. mating force:    tin (sn)  11.1n (2.5 lbf) max.   gold (au)  4.4 n (1.0lbf) max normal force:    tin (sn)  200g min.     gold (au)  50g min. durability:    tin (sn)  75 cycles       gold (au)  100 cycles physical contact: high-current copper (cu) alloy  plating:     contact area C 100? tin (sn) or 30? gold (au)      underplating C 50? nickel (ni) wire range: 16, 18, 20 awg insulation range: 3.10mm (.122) max. strip length: 2.99 to 3.51mm (.118 to .138) operating temperature: -40 to +105 c  electrical voltage: 600v current: see current chart right current interruption: 8.0a max. at 24v specifications C headers reference information packaging: bag or tray ul file no.: e29179 csa file no.: 1068385 electrical voltage (max.): 600v current (max.): see current chart below physical housing: nylon, ul 94v-0      contact: high-current copper (cu) alloy  plating:    contact area C 100? tin (sn) or  30? gold (au)      underplating C 50? nickel (ni) operating temperature: -40 to +105c mechanical durability:    tin (sn)  75 cycles        gold (au)  100 cycles wire size  (awg) single-row circuit size dual-row circuit size 3 4 5 2 4,6 8,10,12 14,16,18 20,22,24 16 13.0a 12.5a 12.0a 13.0a 12.0a 10.5a 10.0a 9.5a 18 11.0a 10.5a 10.0a 11.0a 10.0a 8.0a 8.0a 8.0a 20 9.5a 9.0a 8.5a 9.5a 8.0a 7.5a 7.0a 7.0a current chart mini-fit plus hcs female crimp terminal patented elongated  contact design

 ordering information www.molex.com/product/mini-fit_plus_hcs.html applications order no. 987650-3601   usa/kc/2009.08 ? 2009, molex mini-fit plus hcs?  (high-current system) 4.20mm (.165) pitch     desktop/tower computer     power supplies     telecommunications     - hubs      - servers     industrial     medical     appliance     marine and recreational     military commercial off-the-shelf (cots)     mid-range power applications mini-fit ?  right-angle headers are inherently considered  hcs capable due to the solid-pin construction laundry equipment (washers and dryers) server and storage room order no. plating wire size (awg) insulation range female male reel bag reel bag 45750-3111 45750-3112 46012-3141 46012-3142 tin 16 2.20 to 3.15mm (.087 to .124") 45750-1111 45750-1112 46012-1141 46012-1142 18 to 20 1.65 to 2.95mm (.065 to .116") 45750-3211 45750-3212 46012-3241 46012-3242 select gold 16 2.20 to 3.15mm (.087 to .124") 45750-1211 45750-1212 46012-1241 46012-1242 18 to 20 1.65 to 2.95mm (.065 to .116") order no. circuit size tin plated select gold plated (30 " ) 94v-2 94v-0 94v-2 94v-0 46010-0411 46010-0421 46010-0412 46010-0422 4 46010-0611 46010-0621 46010-0612 46010-0622 6 46010-1011 46010-1021 46010-1012 46010-1022 10 46010-1411 46010-1421 46010-1412 46010-1422 14 46010-1811 46010-1821 46010-1812 46010-1822 18 46010-2411 46010-2421 46010-2412 46010-2422 24 order no. circuit size tin plated select gold plated (30 " ) 94v-2 94v-0 94v-2 94v-0 46011-0400 46011-0402 46011-0401 46011-0403 4 - 46011-0602 - 46011-0603 6 46011-1000 46011-1002 46011-1001 46011-1003 10 46011-1400 46011-1402 46011-1401 46011-1403 14 46011-1800 46011-1802 46011-1801 46011-1803 18 46011-2400 46011-2402 46011-2401 46011-2403 24 crimp terminals dual-row pcb receptacles dual-row bmi (blind mating interface) vertical headers order no. circuit size tin plated select gold plated (30 " ) 94v-2 94v-0 94v-0 46015-0207 46015-0203 46015-0208 2 46015-0407 46015-0403 46015-0408 4 46015-0607 46015-0603 46015-0608 6 46015-0807 46015-0803 46015-0808 8 46015-1007 46015-1003 46015-1008 10 46015-1207 46015-1203 46015-1208 12 46015-1407 46015-1403 46015-1408 14 46015-1607 46015-1603 46015-1608 16 46015-1807 46015-1803 46015-1808 18 46015-2007 46015-2003 46015-2008 20 46015-2207 46015-2203 46015-2208 22 46015-2407 46015-2403 46015-2408 24 dual-row vertical headers
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