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		  Datasheet File OCR Text:


		  for additional information on gyrotrons, other cpi  products, or a copy of our catalog -on- disk,  please contact:   cpi microwave power products, 811 hansen way, palo alto, ca 94303 -0750  telephone: 650 -846- 3172, fax: 650-856- 0705, email: marketing@cpii.com     rev: 2012 -03-15  page  1   of 2   cpi - mpp   provides   an   extensive   line   of   gyrotrons   that   generate   frequencies   from   28  to   263  ghz   with   power   levels   ranging   from   25  w   to   1 . 4   mw .    high   power,   long - pulse/cw   gyrotrons   are   employed   primarily   for   fusion   plasma   heating   and  current - drive .    lower - power   devices   are   employed   for   a   wide   variety   of   scientific,   industrial,   and   defense   applications .       the   vgy -8026  gyrotron   delivers   25   w   of   continuous   output   power   at   a   frequency   of   263   ghz,   and  allows   for   frequency   tuning   of    50  mhz   relative   to   the   nominal   center   frequency .     

 for additional information on gyrotrons, other cpi  products, or a copy of our catalog -on- disk,  please contact:   cpi microwave power products, 811 hansen way, palo alto, ca 94303 -0750  telephone: 650 -846- 3172, fax: 650-856- 0705, email: marketing@cpii.com     rev: 2012 -03-15  page  2   of 2   typical operating parameters     power output                   > 25 w   pulse length                         cw   cath. voltage (nom.)    10 - 15 kv    cath. voltage (max)           25 kv    beam current (nom.)     ~50  ma   beam current (max)        150  ma     frequency                       263 ghz   efficiency                             1 - 10%   output mode                        tem 00   features     ? continuous wave (cw) operation   ? stable output power and frequency   (requires suitable control system)   ?  50 mhz frequency tuning   ? diode electron gun    ? operates in a 10 tesla superconducting  magnet with a ?3.5? (89mm) warm bore   output power vs. cathode voltage   output power vs. beam current   collector   vacion   pump   output    window   internal   mode   converter   te 03  interaction   circuit   diode   electron   gun  
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