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		  Datasheet File OCR Text:


		    liste_metal_filters  23 jun. 09   page 1 of 1     metal packaged    smd & th mcf      type  nominal  frequency  pole  pass band  attenuation  band  ripple  max.  loss  attenuation  guaranteed  terminal  impedance      mhz    no.    db    khz    db    khz    db    db    db    fo ~       khz  z in  = z out    // pf  cc  pf  21m7a  21.4000  2  3    3.75  20    18  0.5  1.5  35  50  +350 ~ +1000  -200 ~ -1000  850 // 6.0    21m7b  21.4000  4  3    3.75  40    14  1.0  2.5  65  80  +350 ~ +1000  -200 ~ -1000  850 // 5.0  18  21m15a  21.4000  2  3    7.5  18    25  0.5  1.5  35  50  +350 ~ +1000  -200 ~ -1000  1500 // 2.0    21m15b  21.4000  4  3    7.5  40    25  1.0  2.5  65  80  +350 ~ +1000  -200 ~ -1000  1500 // 2.0  8  35m8et  35.4000  10  3    4.0  50    8  1.0  5.0  80    1000  50    35M26ET  35.4000  10  3    13.0  55    22  1.0  3.0  80    1000  50    45m7af  45.0000  2  3    3.75  10    12.5  1.0  2.0  65  -910  200 // 4.0    45m7bf  45.0000  4  3    3.75  30    12.5  1.0  4.0  90   900 ~   1000  350 // 6.5  18  45m15af  45.0000  2  3    7.5  15    25  1.0  2.0  35  65  +900 ~ +1000  -900 ~ -1000  650 // 3.0    45m15bf  45.0000  4  3    7.5  30    25  1.0  3.0  90    900 ~   1000  650 // 3.0  9  45m20bf  45.0000  4  3    10.0  30    40  1.0  3.0  90    900 ~   1000  800 // 2.0  6.5  45m30bf  45.0000  4  3    15.0  30    50  1.0  3.0  90    900 ~   1000  1200 // 0.7  3.5  70m15b  70.0000  4  3    7.5  25    25  1.0  3.0  70  +500  ~ +1000  -200 ~ -1000  2000 // -1  -1  90m15b  90.0000  4  3    7.5  25    25  1.0  3.5  70  +500  ~ +1000  -200 ~ -1000  1400 // -1  -1       operating temperature range  -20  ~ +70 c  commercial application  -40  ~ +85 c  industrial application  packing smd type  tape & reel: 500, 1k or 2k pieces    other   nominal frequencies ,  pass band  and  atte nuations   on request     2 pole  &  4 pole        2 pole  &  4 pole       6 pole, 8 pole  &  10 pole          
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