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		  Datasheet File OCR Text:


		  pomona ?         all dimensions are in inches. tolerances (except noted): .xx = .02? (,51 mm), .xxx =  .005? (,127 mm).   all specifications are to the latest revisions. specifications are subject to change wi thout notice.   registered trademarks are the property of their respective companies.     made in usa     6/9/99   pomona access   90100    (800) 444 - 6785 or (425) 446 - 6010   sy/eh/ls   more drawings  available at www.pomonaelectronics.com   s: \ engineering \ release \ datasheets \ flukedatasheet \ d_ai_3600_1_01.doc   page  1   of    3         mode l 3600 & assembly instructions   triaxial cable plug   sales: 800 - 490 - 2361 fax: 888 - 403 - 3360   technical assistance: 800 - 241 - 2060                         materials:   body and fittings:  brass per qq - b - 626, alloy 360 ? h. tarnish resistant plating   center contact:  brass per qq - b - 626, alloy 360 ? h. tarnish resistant plating   outer contact:  gold plated beryllium copper per qq - c - 530, cond. ht.   diele ctric:  ptfe     finish:   body and fittings:  non - tarnish   outer and center contacts:  gold flash per mil - g - 45204 over silver plate per qq - s - 365      ordering information:   model 3600            

 pomona ?         all dimensions are in inches. tolerances (except noted): .xx = .02? (,51 mm), .xxx =  .005? (,127 mm).   all specifications are to the latest revisions. specifications are subject to change wi thout notice.   registered trademarks are the property of their respective companies.     made in usa     6/9/99   pomona access   90100    (800) 444 - 6785 or (425) 446 - 6010   sy/eh/ls   more drawings  available at www.pomonaelectronics.com   s: \ engineering \ release \ datasheets \ flukedatasheet \ d_ai_3600_1_01.doc   page  2   of    3         mode l 3600 & assembly instructions   triaxial cable plug   sales: 800 - 490 - 2361 fax: 888 - 403 - 3360   technical assistance: 800 - 241 - 2060             figure #1   a.   cut cable.   b.   slide clamp nut, flat washer and clamp gasket ov er cable.   c.   strip jacket.     figure #2   d.   fold back braid and trim cable filler.   e.   slide braid clamp over braid so that its inner shoulder butts against cable jacket.  fan out braid wires, fold back  over braid clamp, trim off excess braid as shown.   f.   cut conductors t o dimensions shown.     figure #3   g.   slide retainer over both conductors and press against braid clamp.   h.   strip blue (or equivalent) wire as shown.   i.   slide teflon bushing over both conductors and press against retainer   j.   strip white wire to dimensions shown.     figure # 4   k.   place center contact sleeve over white conductor wire and solder, verify all strains go into the contact.  

 pomona ?         all dimensions are in inches. tolerances (except noted): .xx = .02? (,51 mm), .xxx =  .005? (,127 mm).   all specifications are to the latest revisions. specifications are subject to change wi thout notice.   registered trademarks are the property of their respective companies.     made in usa     6/9/99   pomona access   90100    (800) 444 - 6785 or (425) 446 - 6010   sy/eh/ls   more drawings  available at www.pomonaelectronics.com   s: \ engineering \ release \ datasheets \ flukedatasheet \ d_ai_3600_1_01.doc   page  3   of    3         mode l 3600 & assembly instructions   triaxial cable plug   sales: 800 - 490 - 2361 fax: 888 - 403 - 3360   technical assistance: 800 - 241 - 2060   caution:  do not over heat!     figure #5   l.   slide teflon contact sleeve over center contact.   m.   slide outer finger contact over teflon contact sleeve.   n.   wrap blue wire around outer finger as shown and solder.     figure #6    o.   slide clamp gasket, washer and clamp nut forward until gasket seats on the end of the braid clamp.   p.   slide outer teflon sleeve over the outer finger contact.     figure #7   q.   slide  plug body over the entire assembly and tighten clamp nut 35 to 40 inch - pounds.    l.   slide teflon contact sleeve over center contact.   m.   slide outer finger contact over teflon contact sleeve.   n.   wrap blue wire around outer finger as shown and solder.        
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