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		  Datasheet File OCR Text:


		  rubber cord 11 cord & cordset product construction:   conductors: 	 ? 	 	 18	 through	 10	 awg	 fully	 annealed	 stranded	 bare copper per astm b-174   insulation: 	 ? 	 	 premium-grade,	 color-coded	 90oc	 epdm 	 ? 	 	 color	 code:	 see	 chart	 below   jacket: 	 ? 	 	 yellow 	 ? 	 	 temperature	 range:	 -40oc	 to	 +90oc   jacket marking: 	 ? 	 	 carol	 (size)	 90c	 (ul)	 water- resistant soow/sjoow csa    (-40c)	 ft-2	 p-7k-123033	 msha	 	   made	 in	 usa	 600	 volt applications: 	 ? 	 portable	 tools	 and	 equipment 	 ? 	 portable	 appliances 	 ? 	 small	 motors	 and	 associated	 machinery 	 ? 	 	 food	 processing	 plants	 and	 equipment 	 ? 	 	 marinas/docks 	 ? 	 shipyards 	 ? 	 oem/mro 	 ? 	 osha	 vpp	 safety 	 ? 	 	 construction	 site	 power 	 ? 	 	 industrial	 plants 	 ? 	 	 mining features: 	 ? 	 excellent	 resistance	 to	 oil	 and	 moisture 	 ? 	 	 good	 tensile	 strength,	 elongation	 and	 aging	 characteristics 	 ? 	 	 high	 flexibility 	 ? 	 excellent	 abrasion	 resistance 	 ? 	 water-resistant 	 ? 	 	 ul	 listed	 and	 csa	 certified	 for	 indoor	 and	 outdoor use 	 ? 	 	 ozone-sunlight	 (uv)-	 and	 weather-resistant industry approvals: 	 ? 	 ul	 flexible	 cord	 	 ? 	 csa	 flexible	 cord 	 ? 	 msha	 approved 	 ? 	 rohs	 compliant packaging: 	 ? 	 	 250'	 (76.2	 m),	 1000'	 (304.8	 m) 	 ? 	 	 other	 put-ups	 available	 on	 special	 order color code chart no. of  conductors color 3 black, white, green 4 black, white, red, green carolprene ?  jacketed type soow/sjoow 90oc	600	volt	 ul /csa	portable	cord yellow high-visibility C type soow C 600 volt C 90c C ul/csa catalog  number no. of  cond awg  size cond.  strand nominal ins.    thickness nominal o.d. current  amps ? approx.  net wt.  lbs/m' (s) std.   ctn. inches mm inches mm 02469 3 18 16/30 0.030 0.76 0.365 9.27 10 84 250' 02470 4 18 16/30 0.030 0.76 0.390 9.91 7 101 250' 02465 3 16 26/30 0.030 0.76 0.390 9.91 13 103 250' 02466 4 16 26/30 0.030 0.76 0.420 10.67 10 119 250' 02462 3 14 41/30 0.045 1.14 0.535 13.59 18 172 250' 02468 4 14 41/30 0.045 1.14 0.575 14.61 15 208 250' 02425 3 12 65/30 0.045 1.14 0.595 15.11 25 229 250' 02426 4 12 65/30 0.045 1.14 0.650 16.51 20 280 250' 02428 3 10 104/30 0.045 1.14 0.660 16.76 30 295 250' 02427 4 10 104/30 0.045 1.14 0.715 18.16 25 353 250' cord furnished with ul and csa labels ?   green conductor for grounding only. (s)   actual shipping weight may vary. yellow high-visibility C type sjoow C 300 volt C 90c C ul/csa catalog  number no. of  cond awg  size cond.  strand nominal ins.  thickness nominal o.d. current  amps ? approx.  net wt.  lbs/m' (s) std.   ctn. inches mm inches mm 01411 3 18 16/30 0.030 0.76 0.305 7.75 10 63 1000' 01444 4 18 16/30 0.030 0.76 0.330 8.38 7 76 250' 01442 3 16 26/30 0.030 0.76 0.330 8.38 13 76 250' 01443 4 16 26/30 0.030 0.76 0.365 9.27 10 95 250' 01460 3 14 41/30 0.030 0.76 0.370 9.40 18 106 250' 01464 4 14 41/30 0.030 0.76 0.410 10.41 15 121 250' 01480 3 12 65/30 0.030 0.76 0.430 10.92 25 146 250' 01481 4 12 65/30 0.030 0.76 0.475 12.07 20 185 250' 01483 3 10 104/30 0.045 1.14 0.580 14.73 30 242 250' 01484 4 10 104/30 0.045 1.14 0.655 16.64 25 304 250'

 rubber cord 12 cord & cordset product construction:   conductors: 	 ? 	 	 18	 through	 2	 awg	 fully	 annealed	 stranded	 bare copper per astm b-174   insulation: 	 ? 	 	 premium-grade,	 color-coded	 90oc	 epdm 	 ? 	 	 color	 code:	 see	 chart	 below   jacket: 	 ? 	 	 carolprene ? , black 	 ? 	 	 temperature	 range:	 -40oc	 to	 +90oc   jacket marking: 	 ? 	 	 carol	 (size)	 (mm 2 ) 90c (ul) water  resistant soow csa (-40c) ft-2  p-7k-123033	 msha	 600	 volt	 rohs	 made	 in	 usa applications: 	 ? 	 portable	 tools	 and	 equipment 	 ? 	 portable	 appliances 	 ? 	 small	 motors	 and	 associated	 machinery features: 	 ? 	 excellent	 resistance	 to	 oil	 and	 moisture 	 ? 	 	 good	 tensile	 strength,	 elongation	 and	 aging	 characteristics 	 ? 	 	 high	 flexibility 	 ? 	 excellent	 abrasion	 resistance 	 ? 	 water-resistant 	 ? 	 	 ul	 listed	 and	 csa	 certified	 for	 indoor	 and	 outdoor use 	 ? 	 	 ozone-sunlight	 (uv)-	 and	 weather-resistant industry approvals: 	 ? 	 ul	 flexible	 cord	 -	 subject	 62 	 ? 	 csa	 flexible	 cord	 -	 c22.2-49 	 ? 	 msha	 approved 	 ? 	 rohs	 compliant packaging: 	 ? 	 	 250'	 (76.2	 m),	 500'	 (152.4	 m),	   1000'	 (304.8	 m) 	 ? 	 	 other	 put-ups	 available	 on	 special	 order type soow C 600 volt C ul/csa catalog number no. of cond. awg   size cond. strand nominal ins. thickness nominal o.d. current amps ? approx. net wt. lbs/m ' (s) std. ctn. inches mm inches mm 02763 2 18 16/30 0.030 0.76 0.345 8.76 10 72 250' 02769 3 18 16/30 0.030 0.76 0.365 9.27 10 84 250' 02770 4 18 16/30 0.030 0.76 0.390 9.91 7 101 250' 02722 2 16 26/30 0.030 0.76 0.370 9.40 13 83 250' 02765 3 16 26/30 0.030 0.76 0.390 9.91 13 103 250' 02766 4 16 26/30 0.030 0.76 0.420 10.67 10 119 250' 02723 2 14 41/30 0.045 1.14 0.510 12.95 18 158 250' 02762 3 14 41/30 0.045 1.14 0.535 13.59 18 172 250' 02768 4 14 41/30 0.045 1.14 0.575 14.61 15 208 250' 02724 2 12 65/30 0.045 1.14 0.570 14.48 25 195 250' 02725 3 12 65/30 0.045 1.14 0.595 15.11 25 229 250' 02726 4 12 65/30 0.045 1.14 0.650 16.51 20 280 250' 02767 2 10 104/30 0.045 1.14 0.620 15.75 30 235 250' 02728 3 10 104/30 0.045 1.14 0.660 16.76 30 295 250' 02727 4 10 104/30 0.045 1.14 0.715 18.16 25 353 250' 16063 3 8 133/29 0.060 1.52 0.845 21.46 40 525 250' 16064 4 8 133/29 0.060 1.52 0.960 24.38 35 676 250' 16065 5 8 133/29 0.060 1.52 1.075 27.31 28 795 250' 16073 3 6 133/27 0.060 1.52 0.980 24.89 55 703 250' 16074 4 6 133/27 0.060 1.52 1.080 27.43 45 891 250' 16075 5 6 133/27 0.060 1.52 1.200 30.48 36 1123 250' 16083 3 4 133/25 0.060 1.52 1.140 28.96 70 1022 250' 16084 4 4 133/25 0.060 1.52 1.260 32.00 60 1336 250' 16085 5 4 133/25 0.060 1.52 1.365 34.67 48 1587 250' 16093 3 2 133/23 0.060 1.52 1.330 33.78 95 1484 250' 16094 4 2 133/23 0.060 1.52 1.460 37.08 80 1869 250' 16095* 5 2 133/23 0.060 1.52 1.580 40.13 64 2240 250' cord furnished with ul and csa labels. *  non-stock item; minimum quantity purchase required. ?   green conductor for grounding only. ampacities based on nec table 400.5(a). (s)   actual shipping weight may vary. color code chart no. of  conductors color 2 black, white 3 black, white, green 4 black, white, red, green 5 black, white, red, orange, green carolprene ?  jacketed type soow 90oc	600	volt	 ul /csa	portable	cord
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