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		  Datasheet File OCR Text:


		  c1db04 rev 2010.1.20 p o ly e s t e r  f il m  c a pac it o r s t  s e ri e s:  a x ia l  tub u la r ,  fi lm  fo il ?high stability, reliability ?excellent environmental performance?low esr and minimized dissipation factor t series is constructed with polyester film dielectric,  aluminum foil electrode, copperply lead, and epoxy resin coating. they are suitable for timing, delay , and  oscillator circuits. they are also ideal for use in telecommunication, signal coupling, and decoupling  instruments. d im e n s io n s   in  m m pa rt  n u m b e r  e x a m p le s p e c if ic at io n s d ia g r a m fe at u r e s in tr o d u c ti o n type performance operating t emperature  -40c ~ +85c capacitance range 0.001 f ~ 0.47 f capacitance t olerance 5%(j), 10%(k), 20%(m) rated voltage 50 ~ 630vdc dissipation factor 0.8% max at 1khz 25c insulation resistance >20000m  (c < 0.1 f) >2000m (c>0.1 f) w.v. m f code od l d f od l d f od l d f od l d f 0.0010 102 5.0 15.0 0.5 5.0 15.0 0.5 5.0 15.0 0.5 5.0 15.0 0.5 0.0015 152 5.0 15.0 0.5 5.0 15.0 0.5 5.0 15.0 0.5 6.0 15.0 0.5 0.0022 222 5.0 15.0 0.5 5.0 15.0 0.5 5.0 18.0 0.5 6.0 21.0 0.5 0.0033 332 5.0 15.0 0.5 5.0 15.0 0.5 6.0 18.0 0.5 6.0 21.0 0.5 0.0047 472 5.0 15.0 0.5 5.5 15.0 0.5 6.0 18.0 0.5 7.0 21.0 0.5 0.0068 682 5.5 15.0 0.5 5.5 15.0 0.5 7.5 18.0 0.6 7.5 21.0 0.6 0.0100 103 5.5 15.0 0.5 6.0 15.0 0.5 8.5 18.0 0.6 7.5 21.0 0.6 0.0150 153 6.5 15.0 0.5 7.0 15.0 0.6 10.0 18.0 0.6 7.5 24.0 0.6 0.0220 223 6.0 18.0 0.6 7.0 18.0 0.6 9.0 21.0 0.6 8.5 24.0 0.6 0.0330 333 6.5 18.0 0.6 7.0 21.0 0.6 9.5 24.0 0.6 9.5 27.0 0.6 0.0470 473 6.5 21.0 0.6 7.5 21.0 0.6 11. 0 24.0 0.6 11. 0 27.0 0.6 0.0680 683 7.5 21.0 0.6 8.0 21.0 0.6 10.5 27.0 0.6 13.0 27.0 0.8 0.1000 104 8.0 24.0 0.6 8.5 24.0 0.6 12.5 27.0 0.6 15.0 35.0 0.8 0.1500 154 9.0 24.0 0.6 9.5 24.0 0.8 14.0 33.0 0.8 0.2200 224 10.0 27.0 0.6 10.0 33.0 0.8 16.0 35.0 0.8 0.3300 334 10.5 33.0 0.6 14.0 33.0 0.8 0.4700 474 12.0 33.0 0.6 16.0 34.0 0.8 50vdc/100vdc 250vdc 400vdc 630vdc r f e   i n t e r n a t i o n a l   ?   t e l : ( 9 4 9 )   8 3 3 - 1 9 8 8   ?   f a x : ( 9 4 9 )   8 3 3 - 1 7 8 8   ?   e - m a i l   s a l e s @ r f e i n c . c o m   r o h s  at1 = t ape in ammo box rt1 = t ape in reel bs = bulk (unformed leads) pa c k a g in g t 102 j 2e a t1 series capacitancet olerance voltagepackaging
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