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		  Datasheet File OCR Text:


		  9002 series iac, (s)miac, x4iac ac input modules for recommended applications and more information contact:  usa: (800) 8 crydom ? (800) 827-9366 ?(619) 715-7200 ?fax (619) 715-7280 crydom corp, 9525 chesapeake drive, san diego, ca 92123 ?e-mail: sales@crydom.com web site: http://www.crydom.com   fastfax product information: (888) 267-9191 uk:  (44)1202 812300  ? fax (44)1202 812340  crydom international ltd.,  85, condor close, woolsbridge industrial estate, three-legged cross. wimborne, dorset, england bh21 6su germany: (49) (0)6874 182580 ? fax (49)(0)6874 182585 crydom gmbh,  gewerbegebiet im schachen, d-66687 nunkirchen, germany ?e-mail: vertrieb@crydom.com input specifications  iac5 iac15 iac24 iac5a iac15a iac24a (s)miac5 (s)miac15 (s)miac24 (s)miac5a (s)MIAC15A (s)miac24a x4iac5 x4iac15 x4iac24 x4iac5a x4iac15a x4iac24a nominal input voltage [vrms/vdc]          120 120 120 240 240 240 minimum input voltage [vrms/vdc]          90  90 90 180 180 180 maximum input voltage [vrms/vdc]          140  140 140 280 280 280 maximum input current [ma rms] 10 10 10 8 8 8 drop out  current [ma rms] 2.5 2.5 2.5 1.5 1.5 1.5 allowable off-state current [ma rms] 3.0 3.0 3.0 2.0 2.0 2.0 allowable off-state voltage  [vrms/vdc] 50.0 50.0 50.0 120 120 120 output specifications nominal  logic voltage [vdc] 5  15 24 5 15 24 minimum logic voltage [vdc] (x4 series) 1.5 (3)  8.5 (10) 16.5 (18) 1.5 (3) 8.5 (10) 16.5 (18) maximum logic voltage [vdc] (x4 series) 6.0 (7)  18.5 (20) 30.5 (32) 6.0 (7) 18.5 (20) 30.5 (32) typical logic supply current [madc] 10  10 10 10 10 10 max. logic supply current [madc] 18.5  16 14 18.5 16 14 max. logic sup. leak. current [?dc] 10  10 10 10 10 10 maximum output voltage [vdc] 30  30 30 30 30 30 maximum output current [madc] 50  50 50 50 50 50 max. output leakage current [?dc] 10 10 10 10 10 10  max. output voltage drop [mvdc ] 200 200 200 200 200 200 maximum turn-on time [msec] 20  20 20 20 20 20 maximum turn-off time [msec] 30  30 30 30 30 30 solid state i/o switching modules deliv- er an electrically clean, photo-isolated, noise-free "output" interface from logic level control systems to external loads such as motors, valves, solenoids, etc. -- or an "input" interface from the load or sensors to microprocessor or computer-based logic level systems. designed for long, reliable service in demanding industrial environments.  status indicating led on  x4 series  ul, csa, and ce fastfax document no. 302 series idc.070898, page 1 of 2 ?998 crydom corp specifications subject to change without notice.

 series iac, (s)miac, x4iac ac input modules general specifica tions operating temperatur e range ?0 to +80  c storage temperatur e range ?0 to +100  c isolation 4,000 v r ms capacitance input to output 8 pf line fr equency range 47 to 63 hz package color  y ellow 9002 for r ecommended applications and mor e infor mation contact:  usa: (800) 8 cr ydom ? (800) 827-9366 ?(619) 715-7200 ?fax (619) 715-7280 cr ydom corp, 9525 chesapeake drive, san diego, ca 92123 ?e-mail: sales@cr ydom.com web site : http://www .cr ydom.com   f astf ax pr oduct infor mation: (888) 267-9191 uk:  (44)1202 812300  ? fax (44)1202 812340  cr ydom inter national ltd.,  85, condor close, w oolsbridge industrial estate, thr ee-legged cr oss. w imbor ne, dorset, england bh21 6su germany : (49) (0)6874 182580 ? fax (49)(0)6874 182585 cr ydom gmbh,  gewerbegebiet im schachen, d-66687 nunkir chen, ger many ?e-mail: ver trieb@cr ydom.com fastfax document no. 302 series idc.070898, p age 2 of 2 ?998 cr ydom corp specifications subject to change without notice. wiring & mechanical diagrams all dimensions ar e in inches (millimeters) 1.25 (31.7) .25 (6.3) .040 (1.0) dia. (5 places) .70 (17.8) 1.20 (30.5) 1.40 (35.5) 1.60 (40.6) 1.70 (43.1) .30 (7.6) .100 (2.5) .30 (7.6) .60 (15.2) 1.00 (25.4) .030 (0.8) captive #4-40. phillips head hold down screw 1 2 3 4 5 bottom view x4 series, x4iac standar d series, iac 1.78 (45.2) 0.35 (8.9) 1.82 (46.2) 1.70  (43.1) 1.3  (33.0) 0.81  (20.6) 0.55  (13.9) 0.20  (5.1) 0.48 (12.2) 0.20  (5.1) captive #4-40. phillips head hold down screw 0.15 (3.8) .040 (1.0) dia. (5 places) logic gnd v ac/dc out 1 2 3 4 5 + - sc hmitt t rig g er logic gnd v ac/dc out 1 2 3 4 5 + - sc hmitt t rig g er standar d and mini pack x4 series 1 . 0 0 ( 2 5 . 4 ) . 2 5 ( 6 . 3 5 ) . 0 4 0   ( 1 . 0 )   d i a . ( 5   p l a c e s ) . 3 0 ( 7 . 6 ) . 2 0 0 ( 5 . 1 ) . 7 0 0 ( 1 7 . 8 ) 1 . 1 0 0 ( 2 7 . 9 ) 1 . 3 0 ( 4 3 . 1 ) . 1 0 0 ( 2 . 5 ) . 4 0 ( 1 0 . 2 ) 1 2 3+ 5 b o t t o m   v i e w 1 . 7 0 ( 4 3 . 1 ) 4 1 . 7 0 ( 4 3 . 1 ) 1 . 0 0 ( 2 5 . 4 ) c a p t i v e # 4 - 4 0 .   p h i l l i p s h e a d   h o l d d o w n   s c r e w mini-p ack series, (s)miac 1 . 0 0 ( 2 5 . 4 ) . 2 5 ( 6 . 3 5 ) . 0 4 0   ( 1 . 0 )   d i a . ( 5   p l a c e s ) . 3 0 ( 7 . 6 ) . 2 0 0 ( 5 . 1 ) . 7 0 0 ( 1 7 . 8 ) 1 . 1 0 0 ( 2 7 . 9 ) 1 . 3 0 ( 4 3 . 1 ) . 1 0 0 ( 2 . 5 ) . 4 0 ( 1 0 . 2 ) 1 2 3+ 5 b o t t o m   v i e w 1 . 7 0 ( 4 3 . 1 ) 4 1 . 7 0 ( 4 3 . 1 ) sm pr efix m pr efix applica tion notes  do not install or r emove modules in live (electrically hot) cir cuits. high voltage may be pr esent.  an exter nally located  commutating diode must be installed acr oss inductive loads ?i/o module boar ds also available
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