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		  agilent hybrid power dividers 87302c 0.5 to 26.5 ghz 87303c 1 to 26.5 ghz 87304C  2 to 26.5 ghz data sheet features and description the agilent 87302c, 87303c, and 87304C po w er dividers are compact, hybrid micr o wa v e po w er dividers designed for po w er-splitting applications that require a minimal insertion loss and high isolation. the 87302c cov e r s t he entire 0.5 to 26.5 ghz frequency range with a maximum insertion loss of 1.9 db. the 87303c and 87304C restrict the lo w er frequency limit for fur t her impr ove- ment in the insertion loss. the 87303c co v ers 1 to 26.5 ghz with a maximum insertion loss of  1.6 db and the 87304C operates from 2 to 26.5 ghz with a worst-case inser t i o n loss of 1.4 db. maximum insertion loss of the 87302c, 87303c, and 87304C is in addition to 3 db coupling loss. all units use  i n d u s t r y s ta n d a r d 3.5 mm (sma compatible) connectors for rugged trouble-free operation. applications these hybrid po w er dividers are excellent for any application where two-wa y po w er division with high isolation and low insertion loss is required. the y typically exhibit an insertion loss that is 1 to 2 db lo w er than an equivalent resistive po w er divider (see figure 1). figure 1. hybrid power divider .  high isolation  broadband to 26.5 ghz  low insertion loss  accurate amplitude and  phase tracking

 2 product specifications power rating 10 w, cw (2:1 maximum load swr) connectors 3.5 mm f, (sma compatible) w eight 170 g (6 oz) net, 340 g (12 oz) shipping note: amplitude and phase tracking are the ratio of one output in db or degrees, respectively . dimensions dimensions m o d e l a b c 8 7 3 0 2 c 1 9 6 . 8 5 2 8 . 7 0 2 1 3 9 . 7 ( 7 . 7 5 ) ( 1 . 1 3 ) ( 5 . 5 0 ) 8 7 3 0 3 c 1 0 5 . 4 1 2 6 . 1 6 2 2 . 1 0 ( 4 . 1 5 ) ( 1 . 0 3 ) ( 5 3 . 3 4 ) 8 7 3 0 4 c 5 7 . 1 5 2 8 . 7 0 2 0 . 0 0 ( 2 . 2 5 ) ( 1 . 1 3 ) ( 0 . 0 0 ) frequency model band vswr insertion 1 isolation amplitude  phase tracking range segment loss (db) (db) tracking (db) (deg.) 0.5 to 26.5 ghz 87302c 0.5 to 18 1.45 1.5 19 0.3 6 18 to 26.5 1.60 1.9 19 0.5 10 1.0 to 26.5 ghz 87303c 1.0 to 18 1.45 1.2 19 0.3 6 18 to 26.5 1.60 1.6 21 0.5 10 2.0 to 26.5 ghz 87304C 2.0 to 18  1.45 1.1 19 0.3 6 18 to 26.5 1.60 1.4 18 0.5 10 1. insertion loss is in addition to 3 db  coupling loss

 3 t echnical performance curves 87302c 87303c 87304C markers at 0.5 and 18 ghz markers at 1 and 18 ghz markers at 2 and 18 ghz

 www.agilent.com/find/emailupdates get the latest information on the  products and applications you select. www.agilent.com/find/open agilent open simplifies the process of connecting and programming test systems to help engineers design, validate and manufacture electronic products. agilent offers open connectivity for a broad range of system- ready instruments, open industry software, pc-stan- dard i/o and global support, which are combined to more easily integrate test system development.  www.agilent.com/find/agilentdirect quickly choose and use your test equipment  solutions with confidence. www.agilent.com for more information on agilent t e c h n o l o g i e s  products, applications or services, please  c o n - tact your local agilent office. the complete list is available at: www.agilent.com/find/contactus phone or fax north america canada (877) 894-4414 latin america 305 269 7500 united states (800) 829-4444 asia pacific australia  1 800 629 485 china 800 810 0189 hong kong  800 938 693 india  1 800 112 929 japan 0120 (421) 345 korea 080 769 0800 malaysia  1 800 888 848 singapore  1 800 375 8100 t aiwan 0800 047 866 thailand  1 800 226 008 europe & middle east austria 0820 87 44 11 belgium  32 (0) 2 404 93 40  denmark 45 70 13 15 15 finland 358 (0) 10 855 2100 france 0825 010 700* **0.125 e fixed network rates germany 01805 24 6333*  **0.14 e /minute ireland 1890 924 204 israel 972 3 9288 504/544 italy 39 02 92 60 8484 netherlands 31 (0) 20 547 2111 spain 34 (91) 631 3300 sweden 0200-88 22 55 switzerland (french) 44 (21) 8113811(opt 2) switzerland (german) 0800 80 53 53 (opt 1) united kingdom 44 (0) 7004 666666 other european countries: www.agilent.com/find/contactus revised: october 24, 2007 product specifications and descriptions in this document subject to change without notice.  agilent technologies, inc. 1993, 2004, 2005, 2007 printed in usa, october 29, 2007 5091-6190e
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