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		  Datasheet File OCR Text:


		  specification model pln-100-12 pln-100-15 pln-100-20 pln-100-24 pln-10 0-27 pln-100-36 pln-100-48 dc voltage rated current note.5 rated power note.5 output line regulation load regulation setup, rise time hold up time (typ.) voltage range note.4 frequency range power factor (typ.) efficiency (typ.) ac current (typ.) input inrush current (typ.) leakage current safety standards note.7 withstand voltage isolation resistance working temp. working humidity storage temp., humidity temp. coefficient vibration mtbf dimension others note packing over current over voltage over temperature 12v 15v 20v 24v 27v 36v 48v 5a 5a 4.8a 4a 3.55a 2.65a 2a 60w 75w 96w 96w 95.85w 95.4w 96w 150mvp-p 150mvp-p 150mvp-p 150mvp-p 150mvp-p 150mvp-p 200 mvp-p 3.0% 1.0% 2.0% 1200ms, 80ms/230vac at full load 1200ms, 80ms/115vac 60ms/230vac   30 at full load ms/115vac 90 ~ 295vac          127 ~ 417vdc 47 ~ 63hz pf>0.95/115vac, pf>0.95/230vac, pf>0.92/277vac at full load (pl ease refer to "power factor characteristic" curve) 83% 85% 3.0% 88.5% 3.0% 88.5% 3.0% 88% 3.0% 88% 2.0% 88.5% 2.0% 13 ~ 16v 16.5 ~ 20v 22 ~ 27v 27 ~ 34v 30 ~ 36v 39 ~ 48v 52 ~ 64v cold start 40a/230vac 75% load) ; en61000-3-3 compliance to en61000-4-2,3,4,5,6,8,11, en61547, en55024, lig ht industry level (surge 4kv),  criteria a 9 ~ 12v 11.25 ~ 15v 15 ~ 20v 18 ~ 24v 20.25 ~ 27v 27 ~ 36v 36 ~ 48v constant current region note.6 short circuit hiccup mode, recovers automatically after fault condition is remove d voltage adj. range (svr1) current adj. range (svr2) 10.2 ~ 12v 3.75 ~ 5a 12.8 ~ 15v 3.75 ~ 5a 17 ~ 20v 3.6 ~ 4.8a 20.4 ~ 24v 3 ~ 4a 23 ~ 27v 2.6 ~ 3.55a 30.6 ~ 36v 2 ~ 2.65a 40.8 ~ 48v 1.5 ~ 2a can/csa c22.2 no. 223-m91(except for 48v), csa c22.2 no. 250.0-08(e xcept for 48v), ip64, j61347-1, j61347-2-13 approved ; design refer to ul 60950-1 ul879,  ul1310, ul8750, csa c22.2 no. 207-m89(except for 48v), tuv en6 1347-1, en61347-2-13 independent, tuv en60950-1, emc immunity emc emission 12v:0.8a/115vac     0.4a/230vac 0.3a/277vac          15v:0.9a/115vac     0. 45a/230vac    0.35a/277vac 20v ~ 48v:1.1a/115vac     0.55a/230vac     0.45a/277vac ip64 ( for 48v only) ( except for 48v ) f m m 110 lps selv

 230vac input only mechanical specification file name:pln-100-spec 2012-03-12 case no.955a unit:mm fosc : 100khz derating curve static characteristics ambient temperature ( ) input voltage (v) 60hz block diagram detection pwm & pfc circuit o.l.p. emi filter rectifiers power switching filter & rectifiers +v -v i/p fg control o.v.p. & o.l.p. pfc circuit pfc control (horizontal) load (%) -30 -25 -10 0 15 30 40 50 20 40 60 80 100 90 100 125 135 145 155 165 175 180 200 230 295 100 90 80 70 60 50 40 load (%) 100 t case 35.25 t case: max. case temperature. 100w single output switching power supply p l n - 1 0 0 s e r i e s 310 20 6.26 6.26 200 svt 18awg 2c 22.84 35 22.84 70.5 svt 18awg 3c 2-r2.5 +v(red) -v(black) 310 20 fg     (green/yellow) ac/l(brown) ac/n(blue) svr2 svr1 output voltage and current adjustment : remove the upper case and adjust th rough svr1 & svr2 shown in the diagram. output voltage adjustment output current adjustment svr1 svr2

 60 64 68 72 76 80 84 88 92 10% 20% 30% 40% 50% 60% 70% 80% 90% 100% 277vac 230vac 115vac 0 .7 8 0 .8 0 0 .8 2 0 .8 4 0 .8 6 0 .8 8 0 .9 0 0 .9 2 0 .9 4 0 .9 6 0 .9 8 1 .0 0 5 0 % 6 0 % 7 0 % 8 0 % 9 0 % 1 0 0 % 2 7 7 v a c 2 3 0 v a c 1 1 5 v a c pln-100 series possess superior working efficiency that up to 89% can be re ached in field applications. efficiency (%) load power factor characteristic efficiency vs load (48v model) constant current mode pf load there are two major kinds of led drive method "direct drive" and "with led driv er". a typical led power supply may either work in "constant voltage mode (cv) or c onstant current mode (cc)" to drive the leds. mean well's led power supply with cv+ cc characteristic can b e operated at both cv mode [with led driver, at area (a)] and cc mode [direct drive, at area (b)]. driving methods of led module typical led power supply i-v curve vo(%) 100 75 50 100 (max.) io (%) constant voltage area constant current area hiccup protection (a) (b) (c) file name:pln-100-spec 2012-03-12 100w single output switching power supply p l n - 1 0 0 s e r i e s (100w)
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