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		  Datasheet File OCR Text:


		  power transformer               worldpower series   p41 - 43 - xxx       contents of this drawing are subject to  change without prior notice    powervolt, inc.                                300 w. factory rd., addison, il 60101   dim: inches   sheet 1 of 1   proprietary notice: this drawing print or document and subject matter disclosed herein are proprietary items to which powervo lt  re- tains the exclusive right of dissemination, manufacture and sale. this drawing, print or document is submitted in confidence  for   consid- eration by the recipient alone unless permission for further disclosure is expressly granted in writing    part number        115/230v   series connection    parallel connection    p41 - 43 - 10   10vct @ 4.3a    5v @ 8.6a    p41 - 43 - 12   12.6vct @ 3.4a   6.3v @ 6.8a   p41 - 43 - 16   16vct @ 2.7a   8v @ 5.4a   p41 - 43 - 20   20vct @ 2.2a   10v @ 4.4a   p41 - 43 - 24   24vct @ 1.8a   12v @ 3.6a   p41 - 43 - 28   28vct @ 1.5a   14v @ 3.0a   p41 - 43 - 36   36vct @ 1.2a   18v @ 2.4a   p41 - 43 - 230   230vct @ 0.19a   115v @ 0.38a   worldpower series  -   international power transformer   1.   electrical specifications   a.   maximum power: 43va   b.   input voltage and frequency: 115/230v   c.   frequency: 50/60hz   d.   temperature class: f (155   c)    f.    hi - pot:  4000vrms 1 minute @ pri to sec                                       4000vrms 1 minute @ pri to core                                       4000vrms 1 minute @ sec to core   2.    marking: powervolt part number (see table), date code, terminal numbers                               3.    safety:  ul/cul 5085 - 2 recognized (file e47299)                                                            2.06   schematics:   115v   50/60hz   115v   50/60hz   6   5   2   1   7   8   11   12   indicate like polarity   primaries are designed to be used simultaneously.   that is, they must be used either series or parallel  connected (as one winding).                                            same applies to secondaries also.   2.25  
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